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001113
Notice to Contractors

TUKEY'S BRIDGE AIR QUAILITY MONITORING PLATFORM REPAIR

Project includes the repair or replacement of a timber platform supporting Department of Environmental
Protection air quality monitoring platform equipment and the construction of a new access stairway.

The cost of the work is approximately $ 25,000. The work to be performed under this contract shall be
completed on or before December 21, 2015.

1. Sealed Contractor bids for the project noted above, in envelopes plainly marked "Bid for Tukey's

Bridge Air Quality Monitoring Platform" and addressed to:

David Schoenherr

Bureau of General Services

4th Floor, Cross State Office Building, 111 Sewall Street

77 State House Station

Augusta, Maine 04333-0077
will be opened and read aloud at the address shown above at 2:00 p.m. on November 16, 2015. Bids
submitted after the noted time will not be considered and will be returned unopened.

2. The bid shall be submitted on the Contractor Bid Form (section 00 41 13) provided in the Bid
Documents. The Owner reserves the right to accept or reject any or all bids as may best serve the
interest of the Owner.

3. Bid security is not required on this project.

4. Performance and Payment Bonds are not required on this project.

5. Filed Sub-bids are not required on this project.

6. Not Used.

7. An on-site pre-bid conference will be conducted for this project.
The pre-bid conference is optional and will be held on-site on Monday afternoon November 9,
2015 at 2:00 pm.

8. Not used.

9. Not used.



002113
Instructions to Bidders

1. Bidder Requirements

1.1 A bidder is a Contractor who is qualified, or has been specifically pre-qualified by the Bureau of
General Services, or invited to bid on the proposed project described in the Bid Documents.

1.2 Not used.
1.3 Not used.
1.4 Each bidder is responsible for becoming thoroughly familiar with the Bid Documents prior to

submitting a bid. The failure of a bidder to review evident site conditions, to attend available pre-
bid conferences, or to receive, examine, or act on addenda to the Bid Documents shall not relieve
that bidder from any obligation with respect to their bid or the execution of the work as a

Contractor.
1.5 Not used.
1.6 The selected General Contractor bidder will be required to provide proof of insurance before a

contract can be executed. Refer to contract, for specific requirements.

1.7 Contracts developed from this bid shall not be assigned, sublet or transferred without the written
consent of the Owner.

2. Authority of Owner

2.1 The Owner reserves the right to accept or reject any or all bids as may best serve the interest of
the Owner.

2.2 Subject to the Owner’s stated right to accept or reject any or all bids, the Contractor shall be
selected on the basis of the sum of the lowest acceptable bid plus any Alternate Bids the Owner
elects to include.

2.3 The Owner is exempt from the payment of Federal Excise Taxes and Federal Transportation Tax
on all shipments, as well as Maine State Sales and Use Taxes on items "...physically incorporated
in real property ...". The bidder shall not include these taxes in their bid. See Section 00 72 13 for
additional information.

3. Submitting Bids and Bid Requirements
3.1 Each bid shall be submitted on the forms provided in the Bid Documents.

3.2 Each bid shall be valid for a period of thirty calendar days following the Project bid opening date
and time.

33 A bid that contains an escalation clause is considered invalid.
34 Not used.

3.5 Not used
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3.6

3.7

3.8

3.9

3.10

002113
Instructions to Bidders

Bidders may modify bids in writing prior to the bid closing time. Such written amendments shall
not disclose the amount of the initial bid. If so disclosed, the entire bid is considered invalid.

Bidders shall acknowledge on the bid form all Addenda issued in a timely manner. The Architect
shall not issue Addenda affecting bidders less than 72 hours prior to the bid closing time.
Addenda shall be issued to all companies who have been invited to bid.

A bid may be withdrawn without penalty if a written request by the bidder is presented to the
Owner prior to the bid closing time. Such written withdrawal requests are subject to verification as
required by the Bureau. After the bid closing time, such written withdrawal requests may be
allowed in consideration of the bid bond or, without utilizing a bid bond, if the Contractor
provides documented evidence to the satisfaction of the Bureau that factual errors had been made
on the bid form.

Projects which require a State of Maine wage determination will include that schedule as part of
the Bid Documents. State of Maine wage rates do not apply for this project.

Projects which require compliance with the Davis-Bacon Act are subject to the regulations

contained the Code for Federal Regulations and the federal wage determination which is made a
part of the Bid Documents. Federal wage rates do not apply.
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Contractor Bid Form — Tukey’s Bridge Air Monitoring Platform Repair

To: David Schoenherr
Bureau of General Services
77 State House Station
Augusta, Maine 04333-0077

The undersigned, or "Bidder", having carefully examined the form of contract, general conditions,
specifications and drawings dated November 2, 2015, prepared by JAMM for Tukey’s Bridge Air
Monitoring Platform Repair, as well as the premises and conditions relating to the work, proposes to
furnish all labor, equipment and materials necessary for and reasonably incidental to the construction and
completion of this project for the Base Bid amount of:

Dollars

The base bid generally includes a new stair and platforms on the
water side of the project plus the demolition of the existing wood
stair. The intent of the bidding documents is to select both the
base bid and one or the other of alternates I and II, the sum of
which will include a complete project.

Allowances are not included on this project.

1. Alternate bids are included on this project.
Alternate I includes the addition of railings to the existing platform, addition of a small platform at the
upper platform level and the replacement and or reinforcement of existing wood members on the

existing platform. Refer to the drawings for more information.

Dollars

$

Alternate II includes the demolition of the existing platform and the construction of a rebuilt platform
of approximately the same footprint in the same location at the same elevation. Refer to the drawings
for more information.

Dollars
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004113
Contractor Bid Form — Tukey’s Bridge Air Monitoring Platform Repair

2. The Bidder acknowledges receipt of the following addenda to the specifications and drawings:

Addendum No. Dated:
Addendum No. Dated:
Addendum No. Dated:
Addendum No. Dated:
Addendum No. Dated:

3. Bid security is not required for this project.

4. Filed Sub-bids are not required for this project.

5. The Bidder agrees, if this bid is accepted by the Owner, to sign the designated Owner-Contractor
contract and deliver it, with any and all bonds and affidavits of insurance specified in the Bid
Documents, within twelve calendar days after the date of notification of such acceptance, except if the
twelfth day falls on a State of Maine government holiday or other closure day, a Saturday, or a Sunday,
in which case the aforementioned documents must be received before 12:00 noon on the day following
the holiday or other closure day, Saturday or Sunday.

6. This bid is hereby submitted by:

Signature:

Printed name and title:

Company name:

Mailing address:

City, state, zip code:

Phone number:

Email address:

State of incorporation,
if a corporation:

List of all partners,
if a partnership:
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IAdvantageME No:
lAppropriation No:

STATE OF MAINE
SMALL CONSTRUCTION PROJECT CONTRACT

CONTRACT entered into the 18 day of November, 2015 by and between the State of
Maine through the Department of Environmental Protection hereinafter called the Owner
and Contractor company name hereinafter called the Contractor.

BGS Project No.: 2516
Other Project No.:

For the following Project: Tukey’s Bridge Air Monitoring Platform Repairs at shoulder
of Interstate 295 northbound Washington Avenue off-ramp. Portland, Maine.

Brief Scope of Work: Repair or replacement of wood-framed platform supporting air

monitoring equipment along with addition of new wood- framed stair
Refer to contract drawings J-001 Cover Sheet and Notes; C-100 Site Plan; S-100 Existing

Framing Alternate 1 Repairs; S-101 Rebuilt Framing Alternate 11; S-400 Photographs. Notice to
Contractors and Information for Bidders and the contractors submitted bid form are all included
in the requirements of this contract.

The Owner and Contractor agree as follows:

ARTICLE1 PAYMENTS AND COMPENSATION TO THE CONTRACTOR

§ 1.1 Subject to additions and deductions required by subsequent approved Change Orders, the
Contract Sum to furnish all labor, equipment, materials and incidentals necessary for the
construction of the work described in "Attachment A" shall be the pet firm amount of amount

in words dollars ($ .00).

§ 1.2 Contracts based on a not-to-exceed amount shall specify the hourly rates, unit prices or
allowances in "Attachment B".

§ 1.3 Changes in the work to be performed must be approved by Owner and Contractor prior to
proceeding with the work. Change Orders shall be recorded on a form approved by the Bureau
of General Services (BGS).

§ 1.4 Payments are due and payable thirty (30) days from the date of receipt of the Contractor’s

invoice. Amounts due that are unpaid thirty (30) days after receipt of the invoice shall bear
interest at the rate of seven percent (7%) per annum.
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ARTICLE 2 TIME OF COMPLETION
§ 2.1 The work to be performed under this Contract shall be completed on or before December 21

2015. In addition, contractor shall give email notice to the Owner
(Catherine.D.Demers@maine.gov) five days before he intends to begin work so that monitoring
equipment may be removed. Once the contractor gives such notice, he must be substantially
complete within 15 days from the date of that notice so that monitoring equipment can be re-
installed with as little interruption in monitoring as possible.

ARTICLE 3 CONTRACTOR’S RESPONSIBILITIES

§ 3.1 The Contractor shall acquire all permits applicable for the work not specifically identified
as provided by the Owner. Costs for Contractor-provided permits shall be included in the
Contract Sum identified in Section 1.1 above.

§ 3.2 The Contractor shall comply with all laws applicable to this work.

§ 3.3 The Contractor shall remain an independent agent during the duration of this Contract, shall
not become an employee of the State, and assures that no State employee shall be compensated
by or otherwise benefit from this Contract.

ARTICLE 4 OWNER'S RESPONSIBILITIES

§ 4.1 The Owner shall provide full information about the objectives, schedule, constraints and
existing conditions of the project. The Owner has established a budget with reasonable
contingencies that meets the project requirements.

8 4.2 The Owner attests that all State of Maine procurement requirements have been met,
including approval of this project and the solicitation of a minimum of three quotations for the
work described in this contract.

ARTICLES TERMINATION

§ 5.1 This Contract may be terminated by either party upon not less than seven days' written
notice to the other party should such other party fail to perform in accordance with the terms of
this Contract. This Contract may be terminated by the Owner upon not less than seven days
written notice to the Contractor for the Owner's convenience and without cause.

ARTICLE 6 MISCELLANEOUS PROVISIONS
8 6.1 This Contract shall be governed by the laws of the State of Maine.

8 6.2 The Owner and Contractor, respectively, bind themselves, their partners, successors,
assigns and legal representatives to this Contract. Neither party to this Contract shall assign the
Contract as a whole without written consent of the other party, which consent the Owner may
withhold without cause.

ARTICLE 7 INDEMNIFICATION

§ 7.1 The Contractor shall indemnify and hold harmless the Owner and its officers, agents and
employees from and against any and all claims, liabilities and costs, including reasonable
attorney’s fees, for any or all injuries to persons or property, arising from the negligent acts or
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omissions of the Contractor, its employees, agents, officers or subcontractors in the performance
of work under this Contract. The Contractor shall not be liable for claims arising out of the
negligent acts or omissions of the Owner or for actions taken in reasonable reliance on written
instructions of the Owner.

The Contractor shall notify the Owner promptly of all claims arising out of the performance of
work under this Contract by the Contractor its employees or agents, officers or subcontractors.

This indemnity provision shall survive the termination of the Contract, completion of the project
or the expiration of the term of the Contract.

ARTICLE 8 INSURANCE REQUIREMENTS

§ 8.1 The certificates shall name the Owner as certificate holder and as additional insured for
general liability and automobile liability coverages, and shall identify the project name and BGS
project number. The submitted forms shall contain a provision that coverage afforded under the
insurance policies will not be canceled or materially changed unless at least ten (10) days prior
written notice by registered letter has been given to the Owner and the Bureau of General
Services. The Owner does not warrant or represent that the insurance required herein constitutes
an insurance portfolio which adequately addresses all risks faced by the Contractor. The
Contractor is responsible for the existence, extent and adequacy of insurance prior to signing this
Contract.

§ 8.2 The Contractor shall procure and maintain insurance for the duration of the Project and, if
written on a claims made basis, shall maintain such insurance for the duration of time that the
claims insured against may be brought within the applicable Maine statute of repose. The
Contractor shall ensure that all Subcontractors the Contractor engages or employs carry and
maintain similar insurance in form and amount acceptable to the Owner. The insurance shall be
of the types and limits set forth herein and such insurance as will protect the Contractor from
claims which may result from the Contractor’s execution of the Work, whether such execution
be by the Contractor or by those employed by the Contractor or by those for whose acts they may
be liable. The insurance coverage provided by the Contractor will be primary coverage. All
required insurance coverages shall be placed with carriers authorized to conduct business in the
State of Maine by the Maine Bureau of Insurance.

§ 8.3 The Contractor shall have workers' compensation insurance for all employees on the
Project site in accordance with the statutory workers’ compensation law of the State of Maine.
Minimum acceptable limits for Employer’s Liability are:

Bodily Injury by Accident...........ccocveevevereerennnnee. $100,000
Bodily Injury by Disease.........cccceeveverievennennn. $100,000 Each Employee
Bodily Injury by Disease.........cccceevevervevennnnnen. $500,000 Policy Limit
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§ 8.4 The Contractor shall have general liability insurance providing coverage not less than that
of the 1996 occurrence version of the Insurance Services Office (ISO) Commercial General
Liability Policy. This insurance shall cover bodily injury and property damage liability for all
hazards of the Project including premise and operations, products and completed operations,
contractual, and personal injury liabilities. Minimum acceptable limits are:

General aggregate limit............cccoevevereeiennennen. $1,000,000
Products and completed operations aggregate ... $400,000
Each occurrence limit..........cccoeeveveveviiiiienneennan, $400,000
Personal injury aggregate...........cocceeeervrcenennen. $400,000

§ 8.5 The Contractor shall have automobile liability insurance against claims for bodily injury,
death or property damage resulting from the maintenance, ownership or use of all owned, non-
owned and hired automobiles, trucks and trailers. Minimum acceptable limit is:

Any one accident or [0SS .........cccveveveereriereeerennnn $400,000

§ 8.6 The Contractor shall have property insurance for projects over $1,000 as follows:

.1 New construction — The Contractor shall procure and maintain Builder’s Risk
insurance naming the Owner, Contractor, and any Subcontractor as insureds as their
interest may appear. Covered causes of loss form shall be all Risks of Direct
Physical Loss, endorsed to include flood, earthquake, transit and sprinkler leakage
where sprinkler coverage is applicable. Unless specifically authorized in writing by
the Owner, the limit of insurance shall not be less than the initial contract amount
and coverage shall apply during the entire contract period and until the work is
accepted by the Owner.

.2 Renovations or additions within existing State-owned buildings — Coverage will be
provided by the State of Maine in accordance with the terms and conditions of the
State’s property policy. The Owner shall notify Maine Risk Management Division
concerning the project, including the nature and value of the work, planned start and
completion date, and the name of the General Contractor. Said insurance coverage
shall cover the interests of the Contractor and Subcontractor, as their interests may
appear. Covered causes of loss form is Risks of Direct Physical Loss, endorsed to
include flood, earthquake, transit and sprinkler coverage. Exclusions common to
commercial property policies may be applicable. The $500 per occurrence
deductible is the responsibility of the Contractor. Should the Contractor or
Subcontractor desire coverage in excess of that maintained by the State, it must be
acquired by the Contractor and at Contractor expense. A certificate of insurance will
be furnished to the Contractor upon request.

ARTICLE9 EQUAL EMPLOYMENT OPPORTUNITY

§ 9.1 The Contractor shall not discriminate against any employee or applicant for employment
relating to this Contract because of race, color, religious creed, sex, national origin, ancestry,
age, physical or mental disability, or sexual orientation, unless related to a bona fide
occupational qualification. The Contractor shall take affirmative action to ensure that applicants
are employed and employees are treated during employment, without regard to their race, color,
religion, sex, age, national origin, physical or mental disability, or sexual orientation.

Such action shall include but not be limited to the following: employment, upgrading, demotions,
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or transfers; recruitment or recruitment advertising; layoffs or terminations; rates of pay or other
forms of compensation; and selection for training including apprenticeship. The Contractor
agrees to post in conspicuous places available to employees and applicants for employment
notices setting forth the provisions of this nondiscrimination clause.

8§ 9.2 The Contractor shall, in all solicitations or advertising for employees placed by or on behalf
of the Contractor relating to this Contract, state that all qualified applicants shall receive
consideration for employment without regard to race, color, religious creed, sex, national origin,
ancestry, age, physical or mental disability, or sexual orientation.

8 9.3 The Contractor shall send to each labor union or representative of the workers with which it
has a collective bargaining agreement, or other agreement or understanding, whereby it is
furnished with labor for the performance of this Contract a notice to be provided by the
contracting agency, advising the said labor union or workers' representative of the Contractor's
commitment under this section and shall post copies of the notice in conspicuous places available
to employees and applicants for employment.

8§ 9.4 The Contractor shall inform the contracting Department’s Equal Employment Opportunity
Coordinator of any discrimination complaints brought to an external regulatory body (Maine
Human Rights Commission, EEOC, Office of Civil Rights) against their agency by any individual
as well as any lawsuit regarding alleged discriminatory practice.

8 9.5 The Contractor shall comply with all aspects of the Americans with Disabilities Act (ADA)
in employment and in the provision of service to include accessibility and reasonable
accommodations for employees and clients.

8 9.6 The Contractor shall cause the foregoing provisions to be inserted in any subcontract for
any work covered by this Contract so that such provisions shall be binding upon each
subcontractor, provided that the foregoing provisions shall not apply to contracts or subcontracts
for standard commercial supplies or raw materials.

ARTICLE 10 DISPUTE RESOLUTION

§10.1. MEDIATION

§10.1.1 In the event of a dispute between the parties which arises under this Contract and the
dispute cannot be resolved through informal negotiation, the dispute shall be submitted to a
neutral mediator jointly selected by the parties.

Either party may file suit before or during mediation if the party in good faith deems it to be
necessary to avoid losing the right to sue due to a statute of limitations. If suit is filed before
good faith mediation efforts are completed, the party filing suit shall agree to stay all proceedings
in the lawsuit pending completion of the mediation process, provided such stay is without
prejudice

§10.2 ARBITRATION
§ 10.2. If the dispute is not resolved through mediation, the dispute shall be settled by arbitration.
The arbitration shall be conducted before a panel of three (3) arbitrators. Each party shall select
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one arbitrator; the third arbitrator shall be appointed by the arbitrators selected by the parties.
The arbitration shall be conducted in accordance with the Maine Uniform Arbitration Act
(“MUAA”), except as otherwise provided in this section.

The decision of the arbitrators shall be final and binding upon all parties. The decision may be
entered in court as provided in the MUAA.

The costs of the arbitration, including the arbitrators’ fees shall be borne equally by the parties to
the arbitration, unless the arbitrator orders otherwise.

In any arbitration between the Owner and the Contractor, the Owner shall have the right to
consolidate related claims between Owner and Architect.

ARTICLE 11 DEBARMENT AND SUSPENSION

§ 11.1 The Contractor attests that it has not been declared ineligible to bid on State of Maine
projects. The Director of the Bureau of General Services may disallow award of this contract to
any Contractor if there is evidence that the Contractor through its own fault has been terminated,
has been suspended for cause, has been debarred from bidding, has agreed to refrain from
bidding as part of a settlement or has defaulted on a contract or had a contract completed by
another party.

§ 11.2 The Contractor shall not make any award or permit any award (subgrant or contract) at any
tier to any party which is debarred or suspended or is otherwise excluded from or ineligible for
participation in Federal assistance programs or State of Maine projects.

ARTICLE 12 OTHER PROVISIONS

(Insert any additional provisions to this Contract below. Any such provisions or other revisions
to the standard Contract form are subject to approval by the Bureau of General Services.)

§12.1 There are no other provisions.
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OWNER CONTRACTOR

(Signature) (Date) (Signature) (Date)
(Printed name and title) (Printed name and title)

(Department, Agency) (Company Name)

(Address) (Address)

(Telephone) (Telephone)

(Vendor Number)

If a corporation, use the corporate seal and write State of Incorporation. If a partnership, all partners
should execute this Contract. This Contract entered into as of the day and year first written above.
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Scope of Work — Attachment A

See project drawings, notice to contractors, information for bidders, bid form and project drawings J-001,
C-100, S-100, S-101 and S-400.
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Basis of Compensation — Attachment B

Per § 1.2, contracts based on a not-to-exceed amount shall specify here the basis of
compensation: hourly rates, or unit prices, or allowances. This contract is a fixed

price contract.
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MAINE DEPT OF ENVIRONMENTAL PROTECTION
BUREAU OF AIR QUALITY

TUKEY'S BRIDGE

AIR QUALITY MONITORING PLATFORM REPAIR

SPECIFICATION NOTES:

010000

013223

013300

013500

014100

015600

033000

050000

06 00 01

06 00 02

0900 01

310002

310009

WORK INCLUDES REPAIR OF EXISTING DEP AIR QUALITY MONITORING PLATFORM ON THE
SOUTH SHOULDER OF THE NORTHBOUND WASHINGTON AVENUE EXIT FROM INTERSTATE
295 IN PORTLAND JUST NORTH OF TUKEY'S BRIDGE. THE SITE IS ACCESSED FROM THE
BURNHAM & MORRILL PARKING LOT, WHICH IS AT THE END OF SHERWOOD STREET,
WHICH IS OFF VERANDA STREET NEAR ITS INTERSECTION WITH WASHINGTON AVENUE IN
PORTLAND. THE BASE BID IS THE CONSTRUCTION OF A STAIRWAY WITH PLATFORMS ON
THE DOWNHILL SIDE OF THE PLATFORM. ~ ALTERNATE 1 INCLUDES THE REPLACEMENT OF
DAMAGED WOOD MEMBERS ON THE EXISTING PLATFORM AND THE ADDITION OF A SMALL
SECTION OF PLATFORM AT THE UPPER PLATFORM LEVEL ALONG WITH THE DEMOLITION
OF THE EXISTING STAIR. ALTERNATE 2 INCLUDES THE REPLACEMENT OF THE EXISTING
PLATFORM WITH A STRONGER STRUCTURE IN THE SAME LOCATION AND ELEVATION
INCLUDING THE DEMOLITION OF THE EXISTING STRUCTURE AND STAIRS.

CONSTRUCTION LAYOUT FOR ALTERNATE 2 WILL ALIGN THE REPLACEMENT PLATFORM
ALONG THE SOUTHERLY EDGE OF THE EXISTING PLATFROM AND AT THE SAME ELEVATION
AS THE EXISTING PLATFORM. CONTRACTOR TO TRANSFER THIS ELEVATION TO A
TEMPORARY BENCH MARK PRIOR TO CONSTRUCTION ACTIVITIES.

THE OWNER, MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION AIR QUALITY
BUREAU, WILL REMOVE EXISTING AIR MONITORING EQUIPMENT PRIOR TO THE BEGINNING
OF CONSTRUCTION. PROVIDE 5 DAY EMAIL NOTICE (CATHERINE.D.DEMERS@MAINE.GOV)
OF NOTICE OF INTENT TO BEGIN CONSTRUCTION ACTIVITIES. UNDER ALTERNATE 2, THE
CONTRACTOR SHALL PROTECT ALL CONDUIT, ELECTRICAL AND COMMUNICATIONS
EQUIPMENT, UNFASTEN AND RE-FASTEN AS REQUIRED TO ACCOMPLISH THE WORK.
UNDER ALTERNATE 2, THE OWNER SHALL REMOVE ALL ELECTRICAL AND
COMMUNCATIONS EQUIPMENT TO BE SALVAGED AND THE CONTRACTOR SHALL PROTECT
CONDUIT COMING OUT OF THE GROUND AND DEMOLISH REMAINING EQUIPMENT.
PROJECT TO BE SUBSTANTIALLY COMPLETE 15 DAYS FROM EMAIL NOTICE TO OWNER.

CONTRACTOR SHALL REMOVE AND LEGALLY DISPOSE OF ALL WOOD, ELECTRICAL
EQUIPMENT, SPOIL SOIL AND OTHER CONSTRUCTION DEBRIS LEAVING THE SITE IN A
CLEAN AND NEAT CONDITION, REPAIRING ANY DAMAGE TO THE EXISTING SOIL COVER
WITH A 6" LAYER OF EROSION CONTROL MIX.

THE OWNER IS RESPONSIBLE FOR OBTAINING ANY PERMITS AND PERMISSIONS FROM B&M,
MAINE DEPARTMENT OF TRANSPORTATION, CITY OF PORTLAND AND UTILITIES WITH
FACILITIES IN THE VICINITY OF THE SITE.

CONTRACTOR TO LOCATE ALL UNDERGROUND UTILITIES, INCLUDING WATER LINES,
SEWER LINES, ELECTRICAL LINES AND HAVE THEM PAINTED ON THE GROUND BEFORE
BEGINNING EXCAVATION OF ANY TYPE.

CAST-IN-PLACE CONCRETE FOR FOUNDATION SONOTUBES SHALL BE AIR ENTRAINED
3000 PSI MIX. PLACE 4-#4 BARS FOR THE FULL HEIGHT OF THE 8" DIAMETER, 60" HIGH
SONOTUBE FOOTINGS. HOLES TO BE AUGURED PRIOR TO PLACING STAY-IN-PLACE
CARDBOARD FORMS, THOROUGHLY TAMPING BOTTOM OF HOLE PRIOR TO PLACING
CONCRETE.

SPEICIFIED SIMPSON STRONG-TIE TIMBER CONNECTORS SHALL HAVE A CORROSION
PROTECTION LEVEL OF MEDIUM OR BETTER WHICH INCLUDES ZMAX GALVANIZING, HOT
DIP GALVANIZED, TYPE 410 STAINLESS STEEL WITH TOP COAT, MECHANICALLY
GALVANIZED COATING. USE SIMPSON STRONG-DRIVE CONNECTOR NAILS FOR SIMPSON
FABRICATIONS, HOT DIP GALVANIZED (HDG). DESIGN HAS BEEN BASED ON HOT DIP
GALVANIZED NAILS FOR FRAMING NAIL GUNS. WHERE 6d, 8d, 10d AND 16d NAILS ARE
SHOWN ON THE PLANS USE THE FOLLOWING BOSTITCH 20 DEGREE COLLATED STICK
FRAMING NAILS. 6d - HR-S6DHDG 2"X0.133" SMOOTH HOT DIPPED. 8d -
RH-S8D131HDG 2.5"X0.131" SMOOTH HOT DIPPED. 10d - RH-S10D131HDG 3"X 0.131"
SMOOTH HOT DIPPED. 16d - RH-S16D131HDG 3.5"X 0.131" SMOOTH HOT DIPPED.
LAG SCREWS TO BE HOT DIP GALVANIZED.

FRAMING LUMBER SHALL CONFORM TO MIXED SOUTHERN PINE #2 OR BETTER WITH
Fb=1300, Ft=775, Fv=175, Fc=1650, E=1,400,000 ALL IN POUNDS PER SQUARE INCH.
PRESSURE TREATMENT SHALL BE UC3B PER AMERICAN WOOD PROTECTION ASSOCIATION
STANDARD U1-14. MICRONIZED COPPER AZOLE AT 0.05 POUNDS PER CUBIC FOOT
SHALL BE ACCEPTABLE.

FASTEN NEW 2X6 DECKING TO FRAMING WITH 2-10d NAILS AT EVERY SUPPORT AND AT
ENDS.  USE SIMPSON FASTENERS WITH SIMPSON FABRICATIONS, HOT DIP GALVANIZED
(HDG). FASTEN TWO-PLY MEMBERS TOGETHER WITH 3- 10d NAILS EVERY 8" ALONG THE
LENGTH. NO SPLICES OVER SUPPORTS FOR EDGE MEMBERS. USE 16' LONG STOCK FOR
LONG DIMENSION.

PLATFORMS AND RAILINGS SHALL BE UNPAINTED AND UNCOATED. PRESSURE TREATED
LUMBER WILL NOT TAKE COATINGS UNTIL SEASONED.

TO THE MAXIMUM EXTENT POSSIBLE, PROTECT THE FRAGILE SIDE VEGETATION FROM
CONSTRUCTION OPERATIONS AS THIS VEGETATION IS HARD TO ESTABLISH AND REPAIRS
TO SIDE SLOPES FROM EROSION WILL BE DIFFIICULT. WHERE POSSIBLE USE STAGED
PLATFORMS TO PROTECT SOIL. CONTRACTOR TO REPAIR EROSION FROM DISTURBED
SOIL UNTIL STABLE VEGETATION IS RESTORED.

DISTURBED AREAS SHALL BE RESTORED WITH 6" OF EROSION CONTROL MIX AS SPECIFIED
IN DEP EROSION CONTROL STANDARDS.
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NOTES:
1. ANY NECESSARY COORDINATION AND OR PLAN REVIEW PROVIDED BY MAINE DEP STAFF WITH
THE FOLLOWING AGENCIES WHO MAY HAVE INTEREST:
1.1.  CITY OF PORTLAND
1.2. MAINE DEPT OF TRANSPORTATION Ll <ZE
1.3. CENTRAL MAINE POWER |: 3
1.4.  FAIRPOINT COMMUNICATIONS (OR OTHER TELEPHONE COMPANY) Vv
1.5.  B&M BAKED BEANS
2. CONTRACTOR TO LOCATE AND PROTECT UNDERGROUND UTILITIES. UNDERGROUND ELECTRIC
AS WELL AS SANITARY AND STORM PIPING IS KNOW TO EXIST IN THE PROJECT AREA.
3. EXISTING EQUIPMENT AND ELECTRICAL/COMMUNICATION SERVICES WILL BE REMOVED FROM THE
PLATFORM PRIOR TO THE STRUCTURAL REPAIR OR REPLACEMENT IN KIND. CONTRACTOR TO
PROTECT THE EXISTING CONDUIT SO THAT EQUIPMENT CAN BE REINSTALLED BY DEP AFTER
CONSTRUCTION IS COMPLETE.
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INSTALL 20 16d NAILS AT ALL 2X8 FRAMING
AT 4X4 SUPPORT POSTS TO REINFORCE
CONNECTIONS - TYPICAL UPPER PLATFORM

CONNECT THE TWO UPPER LEVEL FRAMING PLATFORMS WITH 2X8@24 FRAMING AND COVER WITH 2X6 DECKING

=1

I‘:’IIDDLE LEVEL FRAMING BELOW

T
|
\ LOWER LEVEL FRAMING BELOW

INSTALL 20- 16d NAILS AT LOWER
PLATFORM TO SUPPORT 4X4

REMOVE ALL EXISTING PLATFORM RAILING AND INSTALL NEW RAILING

IZIZI_IZI_IZI_IZI_IZI_IZI_IZI_JZI._JZI__ X _
| | Eﬁ%
7

A

LUMBER YARD GALVANIZED JOIST HANGERS

I
i REMOVE 4 2X4 JOIST MEMBERS AND REPLACE
/!z/ WITH 2X8 JOIST MEMBERS WITH GENERIC

F REMOVE EXIST 5/4 X 6 DECKING
= AND REPLACE WITH 2X6 DECKING

_&_m__m_ﬂ_J_z

INSTALL GALVANIZED LUMBER YARD JOIST HANGERS

HOLD THIS POST CORNER AND HOLD THIS
LINE FOR LAYOUT OF ALTERNATE Il PLATFORM

-— 38—

A

313"

¥

| ]O'—7%" 7}2" = ~
%\'
EXISTING %" BY 6" WOOD CROSS BRACING.
INSTALL 12 8d NAILS ON EACH END OF
EACH BRACE - 11 BRACES - 22 ENDS
POST AND BRACING PLAN — %

0 1 2’

8" DIAMETER X 60" CONCRETE SONOTUBE STAIR FOOTINGS 8 REQ

UIRED

)

12'-03}"

]%"——

X

MIDDLE LEVEL DECKING AND FRAMING TO REMAIN
INSTALL NEW FRAMING ABOVE AT LEVEL OF UPPER
DECK TO MAKE CONTINUOUS SURFACE.

X

MIDDLE LEVEL FRAMING

0

1 2’

e

FASTEN POST TO FRAMING WITH 20 - 16d NAILS

—

16'-5%"

REPLACE EXISTING 4X4 POST

=

|/

I
I X ]
X X X

1.75X1.5 BALUSTER CUT /

FROM 2X4 WITH CUT FACE
TOWARD PLATFORM AT 6" ON CENTER

REPLACE EXISTING 5/4 X 6 DECKING WITH 2X6 DECKING

INSTALL 20 16d NAILS AT ALL 2X8 FRAMING

ALTERNATE |

BASE BID

NEW ACCESS STAIR IS PART OF BASE BID
SEE DETAILS ON SHEET S-101

SEE DETAIL ON SHEET S-101
FOR MEMBER AND FASTENING NOTES

3“6"

1/4" X 4" LAGS

AT 4X4 SUPPORT POSTS TO REINFORCE
CONNECTIONS - TYPICAL LOWER PLATFORM

\ REMOVE EXISTING 5/4 X 6" DECKING

FROM LOWER PLATFORM

AND REPLACE WITH 2X6 DECKING

LOWER LEVEL FRAMING

\
i

|—l\
|— 5]/2" — - <—%"
8y —=—

EXIST 2X8 EDGE BEAM /L

/

RAILING DETAIL ALTERNATE |
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16d NAILS AT 6" |- 6 |
6d NAILS AT 6" ! ‘ 4X4 POSTS TYPICAL
L EE ¥ EEPEEEEE P L F P EEEEEEEEEE _ R R K R K
1y ——f—f= R R T A A I [ X b =
2 S S
" o I I I I I b H 2X12 BLOCKING a
8d NAILS AT 6 wrﬁﬁﬂ “ “ “ “ “ Hﬁﬁm 10 SUPPORT R 2 PLY 2X12 ALL AROUND =
! ! ! I I I I CONTROL POINT AILING MOMENT SIMPSON| LUS210 JOIST HANGER TYPICAL FRAMING MEMBERS 2X12 TYPICAL 92| a
]! i i i i i [ CORNER OF - TYPICAL S| |=
——H] = : i A A T N T | SN EXISTING POST 2| |E
= q = [~
PRESSURE TREATED < H H H H H H H ALIGN PARALLEL | . o o
WOOD HANDRAIL 1X6 DECK z - 7o)y — | — 7100y _HF?*; WITH EXIST 2X12 JOISTS AT 24 S
HOME DEPOT 5 ! i i | i i 7%‘,. PLATFORM EDGE \ —
SKU#302477 \ = i i i | i ! f N | S
wafffﬁ****WK‘ET EE & E T & ETET & E & & J T
ABOVE STAIR NOSE 5/4 X 6" MEMBER - e e — o ! ks esscssesssssessondes RAIL BALUSTERS AT 6" ON CENTER =
CONTINUOUS 1/4X4LAG SCREW —_° “‘H f HT oror ik F 1.75" X 1.5" RIPPED FROM 2X4 WITH CUT _
\ ON STRAIGHT RUNS % o y\‘k::::ﬁ“t::::ﬂ} A p _\N FACE TOWARD PLATFORM AP
\\ L ol I \H o N Lo P
N 1 2 | D UREEEEEE N - T~
\ 5/4 X 1.5 X 5" WOOD BLOCKING I - T - LT T L e S o @E 6-109 JOE NAILS EACH §ND LAYOUT REBUILT PLATFORM BY
| 1 HOLDING LOCATION OF THIS POST
\— 8d NAILS i 16" ——= 7 1n-34" SIMPSON BCS2-2/4 WITH IN EXISTING PLATFORM AND LA
© 8-10d|IN BEAM FLANGE MANTAINING EXISING PLATFORM =
™\— HANDRAIL BRACKET STAINLESS STEEL i | | AND 6-10d IN POST FLANIGE - TWO PLACES ALIGNMENT N
" b | |
HORLZONTAL SPACING AND AT RAILENDS x ] ; | % 5 =
r—-———--" 7 - X X X X X |
N | —
L . R R R X K R —
HANDRAIL ONLY ON STAIRS WHERE SHOWN INRLAN \/ / | L= S 12
Y I N
Bl | "?3
N | |
RAIL TOP DETAIL A
N
] X 1
7/ v — i "
- FOUNDATION LAYOUT %=~
w | R :
| I X / /\ RETURN
J b HANDRAIL
RAIL CONNECTION DETAIL e - A % W I .
) N e | J . GUARDRAIL
v o TO AVOID ~
0 - - CATCHING S
SIMPSON LCE4 WITH 14-16d — 2X12 FRAMING 2X12 STAIR STRINGERS CLOTHING S
IN BEAM AND 10 16d ol &
IN POST - ONE EACH FACE c | o
2 PLY 2X12 PLATFORM FRAMING PROVIDE HANDRAIL ON THIS SIDE S8
< @
[ - L
PROVIDE CROSS-BRACING IN THIS BAY BOTH WAYS RETURN HANDRAIL TO GUARDRAIL S| <
TO AVOID CATCHING CLOTHING z 0| e
ﬁ r ] s :
3-16d TOE NAILS UNDERSIDE BOTH FACES E S| 9
Tl & 8
© hy4 S A
aL. L1t 8
\ NEW STAIR PLAN 5| €%
7/16 GALVANIZED DRIFT PIN 12" LONG > | =
6" INTO POST AND 16" INTO BEAM AT CENTER OF POST ) r > O
CORNERS OF UPPER PLATFORM ONLY g —
/ _I
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E >
POST TOP CONNECTION DETAIL / — =
= < 5z
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4 - 16d NAILS THROUGH TREAD 3-16D NAILS AT TREAD SUPPORT L W Lo
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— T 4>| / =
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T D e S
/ p ° ° °
N SIMPSON RPBZ IN PAIRS WITH ~ e o o
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