J.S Cummings Inc.
LITHOLOGIC LOG

Project ___T10R10 Lithologic DrillingAo/e no. 1010-6 Dip __Vert.  Started __g/5/79 Elev
See Sketch .
Jobno. 275 _ Township __T10-R10 Coord. __276-6_ Direction Completed __2/4/79
N 1/2 - near Hudson Brook
Lithotype Lithotype
o' E—— <00’ I
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307 |- (Graphite on cleavage and
< < matrix, minor dacite, not
sor | E-1| Silicified Black Shale - w0 |  Layerea.
55T
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Light grey-green colored, / , N
B-1 sericite alteration, coarse - Calciierss andog le = T n
grained at each contact;
Joo" - at 107" 6" of siliceous tuff) gou¢ J
1071 with disseminated sulphide.
1 Silicified Black Shale - v { Different from above unit,
E- B not graphit ic and not as
130" : ‘ siliceous, some layers visible
Bottom of Hole minor andesite-dacite.
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J.S Cummings Inc.

SULPHIDE LOG

Project ___T10-R10 Lithologic . Hole no.1010-6  pjp Vert. Started __8/4179 gy,
See Sketch
Jobno. _276 Township ___T10-R10 Coord. 276-6 Direction Campleted 8/4/79
N 1/2 ~ near Hudson Brook
FROM 70 INTERVAL EST. % SULPHIDES EST_METAL Cu, P, Zn) ALTERATION
30 55 25" 2%=37% Py & Pyrrhotlite None
55 107 62" <17 Sericite
107 130 23" 2%
Battom of Hple




