J.& Cummings Inc.
LITHOLOGIC LOG

Project __T10RS Lithologic Drilling Hole no. _109-2 Dip__ Vert Started 8/15/79 Elev.

See Sketch

Jobno. 275 _ Township __T10-R9 Coord. 275-2 _  [Dwrection Completed 8/16/79
) N 1/2 - on road .
Lithotype ‘ Lithotype
o - <00’ —_—
111 Overburden
E-1 Alternating Grey to Black Shales

With Gritty Tuffs -

with Shales - grey-black colored not
graphitic, steep foliation or

50" 0.3 layers noted. 450" 4
Gritty Tuffs - distinectly angular

fragments, poorly sorted material.

Contacts between tuffs and shales

are abrupt and show the same

steep dip =~ 25°-40° +to long

100" - axis of core. 500° 4

113 B

Bottom of Hole

/277/ - 550" 4
200" A 600"’ -
250" A 650 ' -
300" 700’ 4
350" A 750! 4

202" . 800’ J




J.S Cummings Inc. . Mattson
SULPHIDE LOG
Project T10-R9 Ltihologic . Hole no. 109-2 _ Dip _ Vert, Started _8/15/79 Elev.
See Sketch
Job no. Township ___T10-R9 Coord. _ 275-2__ Direction Completed _8/16/79
N 1/2 - on road
FROM 70 INTERVAL EST. % SULPHIDES EST _METAL Cu, P, Zn) ALTERATION
11 111 100' 1% None
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