J.S Cummings Inc.
LITHOLOG/IC LOG

Project ___Spring Brook Hole no. SPB=5 Djp __-145°
308UN o
Jobno. 275.1 Township _T10-R9 Coord. 5000W _ Direction _336
Lithotype
o _— <00’
Overburden
207 . . -
Grey-Black Shale -
Layering indicates drilling
almost down strike and down ,
50" 4 di 450"’ 4
531 aip. VR
Silicified Black Mudstone -
20 Graphitic.
Grey-Black Shale -
Like above unit.
‘962 00" -
Silicified Black Mudstone
1207}
Bottom of Hole
/527 550 A
200" A 600’ -
250" A 650 ' -
300" A o0’ 4
350" A 750 4
a0’ soo’ -

Srarted 9/3/79 Elev.

Completed _9/3/79

Lithotype



J.S. Cummings inc.

C. Mattson
SULPHIDE LOG
Project Spring Brook . Hole no. SPB-5 Dip _ -45° Storted 9/3/79  Elev.
3084N
Jobno. _275,1 Township ___T10-R9 Coord, 5000W Direction 336° Mag Completed _ 9/3/79
FROM 70 INTERVAL EST % SULPHIDES EST METAL (Cu, Pb, Zn) ALTERATION
20 53 33! 17 None
53 70 17! 2%=3% None
70 102 32! 1% None
102 120 18’ 2%-3% None

Bo

Ftom of Hele




/ QJ %M/mw'y}, ﬂw

DEPTH (FEET)

DDH SPB-5- (Assays for Portion of Hole)

FROM COLLAR % Zn % Cu % Pb 0z/Ag  0z/Au S
53 - 63 Trace None None Trace 2.99
63 - 70 Trace 0.012 0.7 None . 2.97

103 - 113 None None None None 1.43°
113 - 120 Trace 0.006 None None 2.33
120"

;} Bottom of Hole:




