" J.S Cummings Inc. E. Skeffington

LITHOLOGIC _LOG

Project T11-R9 LITHOLOGLC DRILLING Mo/e no. 119-12 Dip__-45°  Sftarled 9/20/81 Elev.
See Sketch . i
Jobno. __279 Township T11-R9 Coord.  279-14_ Darection 336 °nag Compheled __9/20/81
S.W. 1/4 of T11-R9
Lithotype
ol A m—
Overburden
14"
Mixed Shale and Gritty Tuffaceous Greywacke or Gritty Tuff
Shale is black, fine grained, graphitic and pyritic, displaying good layering
, in places. Layers lying at *45° to core axis. Tuffaceous greywacke is grey,
50 1 fine grained to medium grained. Locally calcareous, displaying weak to fair
layering. Layers lying at +55° to core axis.
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Project

T11-R9 LITHOLOGIC

J.S. Cummings Inc.

SULPHIDE LOG

Job no. _279 Township __T11-R9

Hole no. 119-12 pjp =45°

E. Skeffington

See Sketch

Storted 9/20/81  f£rey

S.W. 1/4 of T11-R9

Coord. __279-14 Djrection 336°mag Completed 9/20/81

FROM 70 INTERVAL EST._ % SULPHIDES EST_METAL Cu, Pb, Zn) ALTERAUONj

o' 14! 14" Overburden .

14 115" 101" < 2% sulphide Disseminated pyrite .
115! Bottom




