J.S. Cummings Inc.
LITHOLOG/IC LOG

Project CAUCOMGOMOC Hole no. cC=30 _ Dip _Vertical Strorted 10/17/78 Elev.
17732N _
Job no. 255 Township ___T7-R14/15 Coord. 4187w ___ Dwection Complered 16/17/78
Lithotype ' Litholype
%, Overburden 00

yrite. Poor recovery. Possible
Laminated chloritic, fine grained, copper horizon
basalt tuff ? with 3'-18' sections of

, massive andesite (15'-21", 31'—34'450, j
£ 52'-70"', 106'-107') with some coarser
fragments (?) from 73'-106' and red

chert laminae in the section 100'-105"

Bottom of Hole

- . 880" 4
200" A 600"’ -
250" 4 650 -
300" A 700’
350" - 750° 4




J.S. Cummings Inc.
SULPHIDE LOG

Project CAUCOMGOMOC .. HMole no. CC-30_Dip Vertical Started 10/17/78 Elev.

17800N
Job no. _255 _ Township T7-R14/15 Coord., 4200W Direction Completed 10/17/78

FROM 70 INTERVAL EST. % SULPHIDES EST _METAL (Cu, P, Zn) ALTERATION
0' 6' 6' Overburden
6' 15’ 9' Trace - possible Trace copper Red limonite
+5% before oxidat- (weathering)
ion

15" 107" 92" Trace,— 1% py & po




