
Adding the Re‐Point Layers Button 

 

• Open ArcMap.  Once open, click on the “Customize” menu at the top of the ArcMap interface: 

 

• Then select “Add‐In Manager” from that menu.  The Add‐In Manager will open and look similar 
to the image below: 

 

• Within the interface, choose the “Options” tab located at the top left.  On the “Options” page 
click on the “Add Folder” button located on the left side in the middle of the page.  The “Browse 
for Folder” interface will appear.   

• Within the “Browse for Folder” interface, click on “My Computer”.  Under “My Computer”, find 
and “click on” the network connection that starts with “workspace” (the full name will be: 
“workspace on 'oit‐isaefsemc01.som.w2k.state.me.us\dep‐gis' (G:)”). 

• Next “click on” the “dep” folder, followed by the “Arc_10.0_Extensions”, “DEP 
Custom_Add_Ins”, and finally select the “DEP_ArcMap_AddIn” folder.  Click the “OK” button. 

• You should see the following interface: 



 

• Now choose the “Add‐Ins” tab at the top of the interface. 

 

• On the left side of the page, verify that you have a new icon called “DEP_ArcMap_AddIn” 
created by: OIT. 

• Click “Close” to close the interface. 
• Back in ArcMap, return to the “Customize” menu and choose “Toolbars”.  A long list of available 

toolbars will appear.  Go all the way to the bottom of the list and chick on “Customize”.  The 
Customize interface will appear.  On this interface, choose the “Commands” tab.  It might take a 
few seconds for the “Categories” list to load on the left side of the page.  Once it has loaded, 



you should see a category called “Add‐In Controls” on the list.  Select it in the list.  You should 
then see the following: 

 

• On the right side of the page, within the “Commands” window, you’ll see the 
“RepairLayersButton”.  Click on it and hold‐down the left mouse button.  While still holding 
down the left mouse button, drag the tool from the interface and up to the far left end of the 
toolbar with the “Identify”, “Measure”, and “Find” tools on it.  When you reach a place on the 
toolbar that will allow the placement of the tool, a vertical black “I” will appear.  Release the left 
mouse button and the tool will be added to the toolbar.  If you drop it in the wrong spot, no 
worries.  As long as the “Customize” interface is still open, the button can still be moved by 
clicking on it, hold the left mouse button down, and drag to a new location on the toolbar, then 
release the mouse button.  When you finish adding the new tool, close the “Customize” 
interface.  The toolbar should look like the following with the new button on the far left end: 

 

• To use the button, open a map project with broken links, click the button and the tool will run 
repointing the layers.  Once it finishes, don’t forget to “Save” the project. 

• If you have any issues, please call John Lynam at “207‐446‐7957”. 


