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SECTION 16.  

WATER SUPPLY 

 LOCATION 16.1

The water supply system for the Number Nine Wind Farm (Project) will be sited near the 

Operations and Maintenance (O&M) building in a location with adequate water supply that is 

more than 100 feet from the wastewater disposal system.  The proposed O&M site plan is 

included in the civil design plans for the Project in Exhibit 1-A, and is included as Exhibit 16-A for 

reference. 

 WATER SUPPLY REQUIREMENTS  16.2

The Project will not require water supply for the operation of the wind turbines, the electrical 

equipment, or the generator lead.  The only demand for water at the Project will be at the O&M 

building, for which it is expected that water usage will be between 200 and 240 gallons per day, 

based on facility use by 20 employees. A septic system design by a State of Maine Licensed Site 

Evaluator has been sized to accommodate 240 gallons of flow per day (Section 17).  A private 

well will supply potable water to the O&M building. 

16.2.1 Well Location 

The water supply needs for the O&M building can be provided by a single well to be located 

near the O&M building.  Exhibit 16-B includes a letter from Estey Water Wells indicating that 

bedrock is typical and that a well could be drilled at this location in accordance with state 

regulations.   

 CONSTRUCTION WATER SUPPLY 16.3

During construction, the Applicant (or associated contractors) will supply drinking water for 

workers, water for dust abatement on the gravel access roads, and water for up to 3 concrete 

batch plants.  Drinking water will be provided as bottled water.  Water (up to 20,000 gallons per 

day, spread by tanker trucks) for dust abatement or concrete batch plants will be drawn from 

publicly accessible, off-site non-potable water sources, such as Number Nine Lake, and will not 

include streams, brooks, or ground water sources.  Surface water withdrawals will be done in 

accordance with the requirements of 38 MRSA §470-B, and if applicable, pond water level 

regulations in 06-096 Chapter 587. 
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O&M SITE PLAN (DUPLICATE FROM EXHIBIT 1-B) EXHIBIT 16-A 
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WELL DRILLING SUITABILITY LETTER EXHIBIT 16-B 




