


Shoreline Types

Environmental
Concerns

A-27-1

New Hampshire and Southern MainePort Region
13285_1

43° 09.298 NLatitude & Longitude 70° 49.686 W

0 - 9Water Depth Range
< 0.5Max Current  (knots)

On site Nearest Boat Ramp

Sturgeon Creek

ExclusionResponse Strategy Type
Harbor BoomType of Boom

900Total Length of Boom

This is a one piece exclusionary configuration 900 feet long.
1. Establish communications with Command Center
2. Use river current to assist deployment.
3. Attach one section of boom across the of river mouth.
4. Attach one end to the north shore near the rivers mouth near Bay Road.
5. Attach the other end to south shore near the rivers mouth near Cushing Road.
6. Observe deployment for stability.

Strategy Implementation

By Boat
From South Shore Kittery to Rt. 103 west to Eliot to
Past Crams Corner
Across the Sturgeon Creek Bridge
left on to River Road  then right on to Riverview Drive
From North Shore Kittery to Rt. 103 west to Eliot to Tidy Road

Site Access

ShoreStaging Areas
N/ACollection Points

Other Comments

A-27Site, Strategy & Chart #

EVI 2 - Mud flats, sheltered

EstimatedFlood Ebb Source

2ESI/EVI Map #
EVI 7 - Rocky shores

Unless otherwise indicated, the boom length given is straight
line distance as measured on the map. Actual length required
will vary with conditions, and increase with current.

feet

feet

Town Eliot
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