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Notice 
Asbestos is a naturally occurring mineral, very strong and heat resistant and has been used in many products ranging from 
pipe insulation to cement wallboard.  Confirming that a material is an “asbestos-containing material” requires that samples 
of the material be collected by a Maine-certified Asbestos Inspector; the samples then must be analyzed by a Maine-
licensed Asbestos Analytical Laboratory to determine if they are asbestos-containing.  Any materials presumed to contain 
asbestos will be treated by the asbestos abatement contractor as an asbestos-containing material during your building 
renovation or demolition project.  Sampling suspect asbestos materials to determine if they contain asbestos will prevent 
the unnecessary expense of treating non-asbestos materials as asbestos-containing materials. 

In instances where the likelihood is very high that the material in question is asbestos containing, (e.g., original pipe 
insulation or original insulation on an old boiler in an older building or home), the building owner may choose to presume 
that the material is asbestos and treat it as such, thereby saving the time and cost associated with sampling the suspect 
material.  Common building materials or building components that may be asbestos-containing include, but are not limited 
to:  pipe insulation, mudded fitting, boiler covering, tank covering, duct covering, breeching covering, surfacing material, 
floor tiles, cementious wallboard or siding products. 

The following material(s) are presumed to be asbestos-containing materials and for the purposes of this asbestos 
abatement project will be treated as asbestos-containing materials.  The total cost of sampling and analyzing of 
these presumed asbestos-containing materials is shown so that building owners are aware of potential cost 
savings by presuming certain building materials are asbestos-containing. 

Suspect Material Location(s) Quantity Estimated Cost of 
Sampling & Analysis 
$
$
$
$
$

Total $ 

I understand that if any suspect materials associated with this asbestos abatement activity are presumed to 
contain asbestos, copies of this disclosure must be presented to the building owner/agent prior to the start of the 
asbestos abatement activity, and must be part of the permanent record for this project.  I also understand that a 
copy of this completed form must be available upon request at the asbestos project site. 

____________________________________________      _____________________________________________ 
Signature  (Asbestos Contractor/Consultant             Print Name 

Date        _______________________      Project Code    ______________________ 

I understand that if any suspect materials associated with this asbestos abatement activity are presumed to 
contain asbestos, those materials will be treated as asbestos-containing materials. 

____________________________________________      _____________________________________________ 
Signature  (Building Owner/Agent     Print Name 

Date        _______________________ 
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