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DESIGN - DETAILED

CHECKED
FIELD CHANGES

REVISIONS

457101

BRUNING

LEGEND
o EXIST. POWER POLE
EXIST. JUNCTION BOX

o

PROP. JUNCTION BOX ‘
EXIST. LIGHT STANDARD (40’ HEIGHT, 175 WATT LAMP)

PROP. LIGHT STANDARD (40" M.H., 150 WATT HPS LAMP,
M250A OR APPROVED EQUIVALENT FIXTURE)

58 .

——— EXIST. 6 UNDERDRAIN OUTLET PIPE
m——  PROP. 6" UNDERDRAIN OUTLET PIPE
———— EXIST. PREWIRED CONDUIT 4C#2 AWG., COPPER
=m=m== PROP. PREWIRED CONDUIT 4C#2 AWG., COPPER
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P > EXISTING POWER SOURCE
3td 480 VOLT SINGLE PHASE
V TWO WIRE SYSTEM RATED
AT 60 AMPS.

GRAPHIC SCALE

PREWIRED CONDUIT IN

2" PVC CONDUIT IN BRIDGE
(REFER TO BRIDGE PLANS)

PREWIRED CONDUIT IN
2" PVC CONDUIT
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____ POSITION PULL BOXES BETWEEN G.R. POST
28" FROM END POST AND SWEEP CONDUIT
BETWEEN GUARD RAIL.

BRIDGE DETAIL

1° = 100’

PROPOSED LIGHT STANDARDS

LOCATION DISTRIBUTION PATTERN
STA. 15+60 RIGHT TYPE 1il
STA. 19410 RIGHT TYPE Il
STA. 20+55 RIGHT TYPE Il
STA. 535+50 LEFT (1-95 S.B.) TYPE 1l
STA. 22+00 RIGHT TYPE Il
STA. 23+45 RIGHT TYPE |I
STA. 24+90 RIGHT TYPE 1l
STA. 26+35 RIGHT TYPE Il
STA. 52+50 RIGHT TYPE Il
STA. 55+00 RIGHT TYPE 1l

2" PVC CONDUIT
IN BRIDGE

NOTES:
1. INSTALL JUNCTION BOX OVER 6" UNDERDRAIN OUTLET:

PIPE. INSTALL PREWIRED CONDUIT IN UNDERDRAIN PIPE
TO PROVIDE SLACK FOR NEW TAP.

. EXTEND EXISTING 6" UNDERDRAIN OUTLET PIPE AND

INSTALL JUNCTION BOX. INSTALL PREWIRED CONDUIT IN
UNDERDRAIN PIPE TO PROVIDE SLACK FOR NEW TAP.

. ALL UNDERGROUND CONDUIT SHALL BE INSTALLED 1’

FROM EDGE OF SHOULDER OR CURB AND A MINIMUM OF
2’ BELOW GRADE.

. PREWIRED CONDUIT SHALL BE CUT WITH A TUBING

CUTTER AND BURRS REMOVED WITH FINE SANDPAPER.

. CAST SPLICES SHALL BE USED IN UNDERGROUND JUNC—

TION BOXES.

. LUMINAIRE TO BE POSITIONED OVER EDGE OF TRAVELED

WAY.

. THE CONTRACTOR SHALL REHABILITATE ALL AREAS DIS—

TURBED BY HIS OPERATIONS, THIS WORK SHALL BE

PERFORMED UNDER THE DIRECTION OF THE ENGINEER.

COSTS FOR ALL REQUIRED REHABILITATION WILL BE

CONSIDERED INCIDENTAL TO THE VARIOUS CONTRACT

ITEMS AND NO SEPARATE PAYMENT WILL BE MADE.
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8. ALL LIGHT STANDARDS SHALL HAVE 4"x 6"
HANDHOLES AND BREAKAWAY DEVISES, UNLESS
DIRECTED BY ENGINEER.
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