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PRECAST CONCRETE BOX NOTES
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compensation for all work necessary to meet the requirements of this note.

Crushed Stone Fill. Such adjustments to these pay items shall be considered complete

placed in accordance with this note shall be paid for under Pay Item No. 203.35

Excavation - Drainage and Minor Structures, Below Grade. The volume of crushed stone

of the substrate shall be paid for under Pay Item No. 206.061 Structural Earth

volume with �" inch crushed stone, as directed by the Resident. Any such excavation

573.6 feet, the Contractor shall remove the organics-containing soils and replace that

evidence of organic materials in the next 12 inches of substrate, down to Elevation

the Resident has evaluated the substrate for such organic materials. If there is any

of the bedding is exposed at Elevation 574.6 feet for both Stage 1 and Stage 2 until

subgrade. The Contractor shall suspend work in the excavation hole after the level base

The soils boring shows that peat, wood and other organic soils are present in the4.  

down the exterior sides of the precast units. 

3.  Install standard membrane waterproofing over the top and to 12 inches

 

and with the manufacturer’s specifications as applicable.

accordance with Special Provisions Section 534, Precast Structural Concrete,

2.  The construction, handling, and assembly of the precast units shall be in

 

minimum fill cover of 12 inches over the top of the units.

1.  The precast units shall be designed to carry construction loadings with a
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Sta. 7+00.00

Concrete Box Culvert ~

~ 20’-0" Span x 8’-0" Rise

concrete headwall (Typ.)

1’-0" x 1’-0" Precast
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apron (Typ.)

Plain riprap

Flow

2:
 1

0.0%

Existing ground

Special Fill

12 inches

 Sta. 7+00.00

É Construction

Membrane

Waterproofing

4" Hot Mix Asphalt

Toe Wall (Typ.)

Precast Concrete 

EL. 577.60

Top of Stream Bed

Reinforcement Geogrid (1 layer) �" Crushed stone

concrete head wall (Typ.)

1’ x 1’ Precast

Concrete Box Culvert ~

~ 20’-0" Span x 8’-0" Rise

1.5:1

1.5:1

3:1

TYPICAL BRIDGE SECTION
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6"
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Granular Borrow

Reinforcement Geotextile Wrap (1 layer)

SL

Field verify pipe location. (Typ.)

elevation not known.

existing sewer pipe,

Approximate location of

Crushed Aggregate

Dense Graded

concrete per Std. Dtl. 606(24) (Typ.)

Type 3c guardrail embedded in

-3.0% -3.0% -3.0% -3.0%

EL. 576.60

Invert concrete box

Limits of Granular Borrow

É Concrete Box Culvert Finished Grade

TYPICAL CONCRETE BOX SECTION

to be Removed

Existing Plate Pipe Arch

�" Crushed Stone

Reinforcement Geogrid (1 layer)

(See note #3)

Waterproofing Membrane
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Typ.

2’-0"

special fill

12 inches

Reinforcement Geotextile Wrap (1 layer)

Crushed Aggregate

Dense Graded

min.

3’-0"

overlapping

Geotextile






