STATE OF MAINE
DEPARTMENT OF TRANSPORTATION
16 StaTE HOUSE STATION
AvucusTta, MAINE 04333-0016

Paul R. LePage David Bernhardt
GOVERNOR COMMISSIONER

February 4, 2014

Subject: Kittery

Federal Project No: NHP-1928(300)
State WIN: 019283.00

Amendment No. 4

Dear Sir/Ms:
Make the following changes to the Bid Documents:

In the Bid Book (pages 16 thru 23) REMOVE the “SCHEDULE OF ITEMS” 9 pages
dated 140106 (replaced in amendment #1) and REPLACE with the attached new
“SCHEDULE OF ITEMS” 9 pages dated 140204.

In the Bid Book (pages 110 & 111) REMOVE “SPECIAL PROVISION, SECTION 502,
STRUCTURAL CONCRETE, (Early Strength Concrete) 2 pages dated November 1,
2013 and REPLACE with the attached new “SPECIAL PROVISION, SECTION 502,
STRUCTURAL CONCRETE, (Early Strength Concrete) 2 pages dated January 30, 2014.

In the Bid Book (page 112) REMOVE “SPECIAL PROVISION, SECTION 502,
STRUCTURAL CONCRETE, (QC/QA Acceptance Methods)” 1 page dated December
18, 2013 and REPLACE with the attached new “SPECIAL PROVISION, SECTION
502, STRUCTURAL CONCRETE, (QC/QA Acceptance Methods)” 1 page dated
January 30, 2014.

In the Plans, make the following CHANGES in pen and ink;

1. Sheet Number 1 of 49, under “BASIC DESIGN STRESSES”, “Cast-in-placs
Abutments (Footings)” CHANGE "f'c = 3000 psi" to read "f'c = 4350 psi".

2. Sheet Number 2 of 49, “ESTIMATED QUANTITIES AND NOTES, under
“ESTIMATED QUANTITIES” under item "609.34 Curb Type 5" CHANGE the
quantity from "1950" linear feet to read “2480” linear feet.

3. Sheet Number 2 of 49, “ESTIMATED QUANTITIES AND NOTES, under
“ESTIMATED QUANTITIES” DELETE item "609.40 Reset Curb Type S".
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4. Sheet Number 2 of 49, “ESTIMATED QUANTITIES AND NOTES, under
“ESTIMATED QUANTITIES” item "502.492 STRUCTURAL CONCRETE CURBS
AND SIDEWALKS CLASS A" DELETE the "CLASS A" so the item now reads
"502.492 STRUCTURAL CONCRETE CURBS AND SIDEWALKS".

5. Sheet Number 46 of 49, note #2 DELETE the "CLASS A" in the second sentence so
the item now reads "502.492 STRUCTURAL CONCRETE CURBS AND
SIDEWALKS".

6. Sheet Number 47 of 49, under “SUPERSTRUCTURE NOTES”, note
#5, DELETE "CLASS A" in the first sentence so the item now reads "502.492
STRUCTURAL CONCRETE CURBS AND SIDEWALKS".

7. Sheet Number 47 of 49, under “SUPERSTRUCTURE NOTES”, note
#9, DELETE “CLASS A" so the item now reads "502.492 STRUCTURAL
CONCRETE CURBS AND SIDEWALKS".

8. Sheet Number 2 of 49, “ESTIMATED QUANTITIES AND NOTES, under
“ESTIMATED QUANTITIES” under item "609.34 Curb Type 5" CHANGE the
quantity from "1950" linear feet to read “2480” linear feet.

9. Sheet Number 2 of 49, “ESTIMATED QUANTITIES AND NOTES, under
“ESTIMATED QUANTITIES” DELETE item "609.40 Reset Curb Type 5"

The following questions have been received:

Question: On page 110 of the special provisions, under 502.03 Materials, it states that if
the Contractor chooses to use an accelerated Class LP or A concrete, it shall be non-
shrink. What criteria defines “non-shrink”?

|
Response: Please refer to the Special Provision Section 502, Early Strength Concrete for
revisions to the accelerated concrete and non-shrink requirements.

Question: Note #3 on drawing 45/49 states that the concrete curb shall not be placed
until the NEXT beam has achieved the 28 day design strength. Do the NEXT beam
closure pours fall under this requirement?

Response: The closure pour concrete shall not be placed until the NEXT beams have

achieved their full design strength. In addition, the curb concrete shall not be placed until
the closure pour concrete has achieved its full design strength.

Question: What are the strength requirements of the back wall prior to backfilling?



Response: The backwall concrete shall achieve 50% of its required design strength prior
to backfilling.

Question: What are the strength requirements of the curb & median prior to membrane
and paving?

Response: The concrete in the curbs and median shall achieve 80% of its required design
strength prior to membrane and paving. Attention is made to Note 6 on Sheet 48
regarding traffic control prior to casting bridge rail curbs.

Question: What is the material specification for the 2” closed cell foam and the 2 %"
expanded polystyrene shown on section C-C, Drawing 47/49?

Response: Closed cell foam to be used shall have a compact closed cell structure
composed of synthetic isomeric polymers. Closed cell foam shall meet the requirements
of Section 5.1 through 5.4 of ASTM D1752 and shall be submitted to the Resident for
approval. Polystyrene material shall be extruded polystyrene insulating board
conforming to the requirements of AASHTO M230.

Question: If the center curb was removed on Route 236, can the contractor utilize one-
lane traffic controlled by flaggers during off peak hours?

Response: Alternating one-lane traffic on Route 236 may only be used during the
times specified in the Contract Documents.

Question: What is the required detour sign package for the 24 hour Route 236 closure?
1

Response: "Road Closed - Seek Alternate Route" signs shall be placed on Route 236

during any closures of Route 236 at locations that give drivers sufficient advanced

notice. No detour route signage will be required.

Question: If the Contractor took the time to construct proper temporary turning lanes and
install the proper signage, would the State approve the utilization of the four ramps as a
detour for Route 236 for the full 35 day duration or a shorter duration more than the
allowed 24 hour?

Response: Contractors may not utilize the existing ramps for Route 236 traffic during
the Route 1 Bypass closure.

Question: Where is the Type S curb that is to be removed and reset? From our on site
visit it does not appear that the existing curb can be reused as Type S.



Response: Item 609.4 - Reset Curb Type 5 is hereby removed from the contract.

Consider these changes and information prior to submitting your bid on February 5,
2014.

Sincerely,

& LA .E.
f’”’ Contracts & Specifications Engineer



CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 1
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S) : NHP-1928(300)
ITEM APPROX . I UNIT PRICE | BID AMOUNT
I DESCRIPTION I QUANTITY  [—————m—mmmmmmmmm [ mmmmmmm e
I I AND UNITS | DOLLARS | CTS | DOLLARS |CTS
SECTION 0001 PROJECT ITEMS
202.11 REMOVING PORTLAND
CEMENT CONCRETE PAVEMENT 2700.000
sy
202.15 REMOVING MANHOLE
OR CATCH BASIN 4.000
EA
202.19 REMOVING EXISTING
BRIDGE LUMP LUMP
203.20 COMMON EXCAVATION
4400.000
cY
203.21 ROCK EXCAVATION
100.000
cY
203.25 GRANULAR BORROW
560.000
cY
206.07 STRUCTURAL ROCK
EXCAVATION - DRAINAGE 4.000
AND MINOR STRUCTURES cY
206.082 STRUCTURAL EARTH
EXCAVATION - MAJOR 1100.000
STRUCTURES cY
206.092 STRUCTURAL ROCK
EXCAVATION - MAJOR 340.000
STRUCTURES cY
304.10 AGGREGATE SUBBASE
COURSE - GRAVEL 5750.000
cY




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 2
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [-——mmmm e [ mm e
AND UNITS DOLLARS | CTS | DOLLARS |CTS
403.207 HOT MIX ASPHALT
19.0 MM HMA 1100.000
T
403.2081 12.5 MM POLYMER
MODIFIED HOT MIX ASPHALT 580.000
T
403.209 HOT MIX ASPHALT
9.5 MM (SIDEWALKS, 53.000
DRIVES, INCIDENTALS) T
403.213 HOT MIX ASPHALT
12.5 MM BASE 900.000
T
403.2131 12.5 MM POLYMER
MODIFIED HMA BASE 42.000
T
409.15 BITUMINOUS TACK
COAT - APPLIED 340.000
G
502.21 STRUCTURAL
CONCRETE, ABUTMENTS AND 240.000
RETAINING WALLS cY
502.211 STRUCTURAL
CONCRETE, ABUTMENTS AND 55.000
RETAINING WALLS, CLASS |cCY
502.49 STRUCTURAL
CONCRETE CURBS AND LUMP LUMP
SIDEWALKS
502.492 STRUCTURAL
CONCRETE CURBS AND 32.000
SIDEWALKS cY




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 3
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [-——mmmm e [ mm e
AND UNITS DOLLARS | CTS | DOLLARS |CTS
503.12 REINFORCING STEEL,
FABRICATED AND DELIVERED 11300.000
LB
503.13 REINFORCING STEEL,
PLACING 11300.000
LB
507.0821 STEEL BRIDGE
RAILING, 3 BAR LUMP LUMP
508.13 SHEET
WATERPROOFING MEMBRANE  |LUMP LUMP
508.14 HIGH PERFORMANCE
WATERPROOFING MEMBRANE  |LUMP LUMP
512.081 FRENCH DRAINS
LUMP LUMP
514.06 CURING BOX FOR
CONCRETE CYL INDERS 1.000
EA
515.21 PROTECTIVE
COATING FOR CONCRETE LUMP LUMP
SURFACES
515.23 ANTIGRAFFITI
PAINT LUMP LUMP
520.232 EXPANSION DEVICE
— ASPHALTIC PLUG JOINT 150.000
LF
523.52 BEARING
INSTALLATION 32.000
EA




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 4
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [-——mmmmmmmm e o e e
AND UNITS DOLLARS | CTS | DOLLARS |CTS
523.5402 LAMINATED
ELASTOMERIC BEARINGS, 32.000
EXPANS 10N EA
526.301 TEMPORARY
CONCRETE BARRIER TYPE I [LUMP LUMP
526.34 PERMANENT
CONCRETE TRANSITION 4.000
BARRIER EA
527.34 WORK ZONE CRASH
CUSHIONS 4.000
UN
534.76 PRECAST ABUTMENT
LUMP LUMP
534.7601 PRECAST
APPROACH SLAB LUMP LUMP
535.61 PRESTRESSED
STRUCTURAL CONCRETE LUMP LUMP
I1-GIRDERS
603.1552 12 INCH
REINFORCED CONCRETE PIPE 48.000
CLASS 1V LF
603.748 REMOVE CONCRETE
HEADWALL 1.000
EA
604.072 CATCH BASIN TYPE
A1-C 4.000
EA
604.18 ADJUSTING MANHOLE
OR CATCH BASIN TO GRADE 4.000
EA




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 5
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [—————mmmmmmmmmm [ e o
AND UNITS DOLLARS | CTS | DOLLARS |CTS
606.1721 BRIDGE
TRANSITION - TYPE 1 4.000
EA
606.23 GUARDRAIL TYPE 3C
— SINGLE RAIL 570.000
LF
606.2602 TERMINAL END -
TRAILING END 1.000
EA
606.353 REFLECTORIZED
FLEXIBLE GUARDRAIL 8.000
MARKER EA
606.79 GUARDRAIL 350
FLARED TERMINAL 3.000
EA
606.792 GUARDRAIL 350
MEDIAN TERMINAL SYSTEM 1.000
EA
607.185 CHAIN LINK SNOW
FENCE 42 INCH 98.000
LF
609.11 VERTICAL CURB
TYPE 1 520.000
LF
609.1111 SPECIAL GRANITE
CURB - 39" 24000
LF
609.34 CURB TYPE 5
2480 .000
LF
613.319 EROSION CONTROL
BLANKET 2100.000
sy




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 6
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [———mmmmmmm e[ o e
AND UNITS DOLLARS | CTS | DOLLARS |CTS
615.07 LOAM
120.000
cY
618.1401 SEEDING METHOD
NUMBER 2 - PLAN QUANTITY 19.000
UN
619.1201 MULCH - PLAN
QUANTITY 19.000
UN
619.1401 EROSION CONTROL
MIX 240.000
cY
620.58 EROSION CONTROL
GEOTEXTILE 2350.000
sy
621.037 EVERGREEN TREES
(5 FOOT - 6 FOOT) GROUP 12.000
A EA
621.401 DWARF EVERGREENS
(2 FOOT - 2.50 FOOT) 12.000
GROUP A EA
627.733 4" WHITE OR
YELLOW PAINTED PAVEMENT 4700.000
MARKING LINE LF
629.05 HAND LABOR,
STRAIGHT TIME 20.000
HR
631.10 AIR COMPRESSOR
(INCLUDING OPERATOR) 20.000
HR
631.11 AIR TOOL
(INCLUDING OPERATOR) 20.000
HR




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 7
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S): NHP-1928(300)
ITEM APPROX. UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [—————mmmmmmmmmm [ e o
AND UNITS DOLLARS | CTS | DOLLARS |CTS
631.12 ALL PURPOSE
EXCAVATOR (INCLUDING 20.000
OPERATOR) HR
631.171 TRUCK - SMALL
(INCLUDING OPERATOR) 20.000
HR
631.172 TRUCK - LARGE
(INCLUDING OPERATOR) 20.000
HR
631.21 ROAD BROOM
(INCLUDING OPERATORS AND 20.000
HAULER) HR
631.22 FRONT END LOADER
(INCLUDING OPERATOR) 20.000
HR
634.161 BRIDGE AND
HIGHWAY LIGHTING, LUMP LUMP
INCLUDING WIRE
635.14 PREFABRICATED
CONCRETE MODULAR GRAVITY 1595.000
WALL SF
637.071 DUST CONTROL
LUMP LUMP
639.18 FIELD OFFICE TYPE
A 1.000
EA
645.106 DEMOUNT
REGULATORY, WARNING, 2.000
CONFIRMATION AND ROUTE  |EA
MARKER ASSEMBLY SIGN




CONTRACT

CONTRACTOR :

MAINE DEPARTMENT OF TRANSPORTATION PAGE: 8
DATE: 140204
SCHEDULE OF ITEMS REVISED:
ID: 019283.00 PROJECT(S) : NHP-1928(300)
ITEM APPROX . UNIT PRICE BID AMOUNT
DESCRIPTION QUANTITY  [-——mmmm e [ mm e
AND UNITS DOLLARS | CTS | DOLLARS |CTS
645.116 REINSTALL
REGULATORY, WARNING, 2_.000
CONFIRMATION AND ROUTE  [EA
MARKER ASSEMBLY SIGN
645.271 REGULATORY,
WARNING, CONFIRMATION 60.000
AND ROUTE MARKER SF
ASSEMBLY SIGNS, TYPE 1
652.30 FLASHING ARROW
BOARD 2.000
EA
652.312 TYPE 111
BARRICADE 10.000
EA
652.33 DRUM
100.000
EA
652.34 CONE
200.000
EA
652.35 CONSTRUCTION
SIGNS 630.000
SF
652.361 MAINTENANCE OF
TRAFFIC CONTROL DEVICES |LUMP LUMP
652.38 FLAGGER
300.000
HR
652.41 PORTABLE
CHANGEABLE MESSAGE SIGN 4.000
EA




MAINE DEPARTMENT OF TRANSPORTATION PAGE: 9

DATE: 140204
SCHEDULE OF ITEMS REVISED:
CONTRACT ID: 019283.00 PROJECT(S): NHP-1928(300)
CONTRACTOR :
LINE ITEM APPROX . UNIT PRICE BID AMOUNT
NO DESCRIPTION QUANTITY  |——————— e[ mmm oo
AND UNITS DOLLARS | CTS | DOLLARS |CTS
656.75 TEMPORARY SOIL
0850 EROSION AND WATER LUMP LUMP
POLLUTION CONTROL
659.10 MOBILIZATION
0860 LUMP LUMP
SECTION 0001 TOTAL
TOTAL BID




Special Provision 502
Kittery
US Route 1 Bypass over
State Route 236
WIN 19283.00
January 30, 2014

SPECIAL PROVISION
SECTION 502
STRUCTURAL CONCRETE
(Early Strength Concrete)

502.01 Description This section has been amendadtliade:

This work shall also consist of placement of stk concrete in NEXT Beam longitudinal
closure pours, end diaphragms, precast abutmeds\and abutment footings, as indicated on
the plans, and in accordance with the specification

502.03 Materials: This section has been amendedhade:

All structural concrete placed in longitudinal NEX8eam closure pours and in the backwall
shall be class LP, as per Section 502.

All structural concrete placed in the precast alanhvoids and abutment footings shall be Class
A concrete, per Section 502.

Acceptable methods for rapid strength gain shatluithe, but are not limited to, additional
cementitious content, non chloride chemical acettes, Type Il Portland Cement, and heated
mix water and aggregates. Should the Contractoos#®o use an Accelerated Class LP or A
concrete, it shall be a non-shrink mix. Non-shrmk designs shall be achieved through the
addition of an expansive Type-K cement componer8GKKomponent® or approved equal).
Trial batches shall be performed and submitted hi® Department indicating a minimum
compressive strength as specified on the ContlaosP Rapid set cement products proposed for
use must have a history of long term durability dred used in strict accordance with the
manufacturer's recommendations.

Concrete that is to be placed in the abutment voidg be self-consolidating. Such concrete
shall have an approved expansion agent such aaplast-n or an approved shrinkage
compensating admixture, to ensure a tight bond émtwihe fresh concrete and the inside of the
void. At the time of placement in the abutmentdgpithis concrete shall have a spread of
between 20 inches and 25 inches with no visibletangraste halo around the perimeter (VSI
less than or equal to 1).  All self-consolidaticoncrete shall be trial batched to determine
appropriate mix proportions with respect to tratisite, flowability, initial set time and curing
time to reach 2,500 psi in addition to 28 day siten Trial batch results must be acceptable to
the Resident prior to the closure. A technicalespntative from the admixture supplier must be
at the production plant for trial and productioridéng. Self-Consolidated concrete shall reach
2,500 psi prior to backfilling abutments.
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502.18 Method of Measurement This section has baended to include:

Structural concrete for NEXT Beam longitudinal clos pours, end diaphragms, precast
abutment voids and abutment footings will be measiny the cubic yard.

502.19 Basis of Payment This section has been asdaondnclude:

The accepted quantity of structural concrete forXMEBBeam longitudinal closure pours, end
diaphragms, precast abutment voids and abutmetih@sowill be paid for at the contract cubic
yard price. Payment will be full compensation fdrmaaterials, labor equipment and incidentals
necessary to complete the work.

Payment will be made under:

Pay ltem Pay Unit
502.21 Structural Concrete Abutments and Retaiviiadjs CY
502.211 Structural Concrete Abutments & Retainingllgy Class A CY
502.49 Structural Concrete Curbs and Sidewalk (% C LS
502.492 Structural Concrete Curbs and Sidewalk CY
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Special Provision 502
Kittery

US Route 1 Bypass over

SPECIAL PROVISION
SECTION 502
STRUCTURAL CONCRETE
(QC/QA Acceptance Methods)

State Route 236
WIN 19283.00
January 30, 2014

CLASS OF ITEM DESCRIPTION P METHOD
CONCRETE | NUMBER

A 502.21 Structural Concrete, Abutments and

Retaining Walls $400 A
A 502.211 Structural Concrete, Abutments and $400 A

Retaining Walls, Class A
LP 502.49 Structural Concrete Curbs and Sidewalks, C
(14 CY)

LP 502.492 Structural Concrete Curbs and Sidewalks C

P vaues listed above reflect the price per cubic yard (yd*3) for al pay adjustment

pUrpOSes.
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