




Maine Department of Transportation

3/16/2015

Proposal ID: 022545.00 Project(s): 022545.00

1 HIGHWAY ITEMSSECTION:

Alt Set ID: Alt Mbr ID:

Contractor:

Bid AmountUnit Price
Approximate
Quantity and

UnitsDescription

Item ID
Proposal

Line
Number Dollars Cents Dollars Cents

_________._____

0010 202.203

PAVEMENT BUTT JOINTS SY

400.000

_________._____

_________._____

0020 403.211

HOT MIX ASPHALT (SHIMMING) T

1,700.000

_________._____

_________._____

0030 409.15

BITUMINOUS TACK COAT - APPLIED G

1,000.000

_________._____

_________._____

0040 462.30

ULTRATHIN BONDED WEARING
COURSE

SY

146,110.000

_________._____

_________._____

0050 627.733

4" WHITE OR YELLOW PAINTED
PAVEMENT MARKING LINE

LF

107,600.000

_________._____

_________._____

0060 627.75

WHITE OR YELLOW PAVEMENT &
CURB MARKING

SF

310.000

_________._____

_________._____

0070 627.77

REMOVING PAVEMENT MARKINGS SF

35,818.000

_________._____

_________._____

0080 627.78

TEMPORARY 4 INCH PAINTED
PAVEMENT MARKING LINE, WHITE
OR YELLOW

LF

107,600.000

_________._____

_________._____

0090 639.18

FIELD OFFICE TYPE A EA

1.000

_________._____

_________._____

0100 652.33

DRUM EA

10.000

_________._____

_________._____

0110 652.34

CONE EA

300.000

_________._____

_________._____

0120 652.35

CONSTRUCTION SIGNS SF

520.000

_________._____
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Maine Department of Transportation

3/16/2015

Proposal ID: 022545.00 Project(s): 022545.00

1 HIGHWAY ITEMSSECTION:

Alt Set ID: Alt Mbr ID:

Contractor:

Bid AmountUnit Price
Approximate
Quantity and

UnitsDescription

Item ID
Proposal

Line
Number Dollars Cents Dollars Cents

_________._____

0130 652.36

MAINTENANCE OF TRAFFIC
CONTROL DEVICES

CD

33.000

_________._____

_________._____

0140 652.38

FLAGGER HR

883.000

_________._____

0150 659.10

MOBILIZATION _________._____LUMP SUM LUMP SUM

Section: 1 _________._____Total:

Total Bid: _________._____
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Gray-New Gloucester-Poland 
022545.00 
Route 26 

Pavement Preservation 
March 16, 2015 

 
SPECIAL PROVISION 

SECTION 403 
HOT MIX ASPHALT 

Desc. Of 
Course 

Grad 
Design. 

Item 
Number 

Total 
 Thick 

No. Of 
Layers 

Comp. Notes 

Ultra-Thin Bonded Wearing Course 
Mainline Travelway, Truck Lanes,  & Shoulders 

Wearing Type C 462.30 ¾” 1 1,20,27 
Spot Shims – As Directed By Resident 

Shim 9.5 mm 403.211 variable 1/more 1,2,4,9,11,14,20 
        

COMPLEMENTARY NOTES 
 

1. The required PGAB for this mixture will meet a PG 64-28 grading. 
2. The density requirements are waived.  In addition, the use of an oscillating steel roller 

shall be required to compact all HMA pavements placed on bridge decks. 
4. The design traffic level for mix placed shall be 0.3 to <3 million ESALS.  The design, 

verification, Quality Control, and Acceptance tests for this mix will be performed at 50 
gyrations.   

9. Section 106.6 Acceptance, (2) Method C. The Contractor may request a contract 
modification to change to testing method “A” prior to work starting on this item.  

10. Section 106.6 Acceptance, (2) Method D. 
11. The combined aggregate gradation required for this item shall be classified as a 9.5mm 

“fine graded ” mixture, (using the Primary Control Sieve control point) as defined in 
703.09. 

14. The combined aggregate gradation required for this item shall be classified as a 9.5mm 
Thin Lift Mixture (TLM) mixture, using the Aggregate Gradation Control Points as 
defined in 703.09. 

20. The Contractor may place the specified HMA pavement course, not to exceed 2” inch 
compacted depth, over the full single travel lane width, for each production day. If this 
option is utilized the Contractor will be required to place a matching course of HMA over 
the adjacent section of travel lane before the end of the following calendar day. The 
Contractor will also be responsible for installing additional warning signage that clearly 
defines the centerline elevation differential hazard. Additional centerline delineation such 
as double RPM application or temporary painted line shall be required for centerline 
depths exceeding ¾” inch. Pavement layers ¾” inch or less shall require a single RPM 
application placed on the newly placed pavement as a minimum. The Traffic Control Plan 
shall be amended to include this option and the additional requirements. All signs and 
traffic control devices will conform to Section 719.01, and Section 652, and will be 
installed prior to the work, at a maximum spacing of 0.50 mile for the entire length of 
effected roadway section. On roadways with two-way traffic, the Contractor will be 
required to place the specified course over the full width of the mainline traveled way 
being paved prior to opening the sections to weekend or holiday traffic. If this option is 
utilized, all additional signing, labor, traffic control devices, or incidentals will not be 
paid for directly, will be considered incidental to the appropriate 652 items. 

27. See Special Provision 462 – Ultra Thin Bonded Wearing Course for project specifics. 
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Gray-New Gloucester-Poland 
022545.00 
Route 26 

Pavement Preservation 
March 16, 2015 

 
Tack Coat 

A tack coat of emulsified asphalt, RS-1, Item 409.15 shall be applied to any existing pavement at a rate of 
approximately 0.025 gal/yd², and on milled pavement approximately 0.05 gal/yd² prior to placing a new 
course. A fog coat of emulsified asphalt shall be applied between shim /base courses and surface course 
as well as to any bridge membrane prior to the placement of HMA layers at a rate not to exceed 0.025 
gal/yd². Tack used will be paid for at the contract unit price for Item 409.15 Bituminous Tack Coat.  
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