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Introduction:

Centerline and edge line rumble strips are used to enhance roadway safety by reducing crossover, head-on and run-off-road (ROR) crashes. Rumble strips create an audible (noise) and tactile (rumble or vibratory) warning sensation to alert drivers that the vehicle is leaving the intended lane of travel. Research has demonstrated and supported the significant safety benefits provided by both types of rumble strips.

Rumble strips are designed to gain the attention of a driver through sound and vibration. The natural byproduct of rumble strips is noise. In isolated areas this is usually not a problem; in more populated areas this can be disruptive to nearby residences or businesses. Consideration for the density and proximity of occupancies (residences, hotels, nursing homes, etc.) should be weighed in determining the installation of rumble strips. 
Purpose:

This policy is intended to define when and where centerline and edge line rumble strips may be applied on the state highway system for lane departure mitigation purposes. 
Guidelines for Use:

Except for unusual situations, rumble strips should be considered only for the following conditions:

· Rumble strips are most effective and intended for use on road segments with speed limits of  45 mph and greater

· Surface pavement is at least 1 ¼ in. in depth (the intent of a depth guideline is that the rumble strip does not go through the new paving course)
· Travel lanes are 11ft. or greater in width

· Shoulders should be paved and 4ft. or greater in width 

· Concurrence of the Safety Office in consultation with the Bicycle/Pedestrian Coordinator is required if: there is less than 4 ft. of usable shoulder  between the rumble strip and the edge of pavement, or there is less than 5 ft. of useable shoulder between the rumble strip and curb or guardrail
· Corridor or corridor segment has at least 5 lane departure crashes or 2 lane departure fatalities in the past 5 years
· In rural areas where current AADT is 3,000 or greater even if there is no significant crash data
· In developed or urban areas rumble strips should not be installed unless there is a significant history of lane departure or head-on crashes

· Rumble strips shall not be installed on bridge decks or overpasses

· Rumble strips shall not be installed inside the limits of cross walks
Centerline Rumble Strips

· Surface pavement is less than 3 years old and shows no signs of distress
· Corridor or corridor segment is an undivided highway
· Centerline rumble strips shall not be used where continuous two-way left-turn lanes exist

· In no-passing, double solid centerline locations, centerline rumble strips shall be continuous except for drives, entrances and intersections 

· In passing zones, centerline rumble strips shall be segmented with 20 ft. of rumble strip, followed by a 20 ft. break in a repeating pattern for the length of the passing zone

· Centerline rumble strips may or may not be the physical midpoint of the road, but should coincide with the centerline striping. Painted center lines should be located as best as practicable so that they are painted on the centerline rumble strips
Edge Line Rumble Strips

· Shoulder pavement is at least 3 in. in depth
· Shoulder surface pavement is less than 5 years old and shows no signs of distress

· Barrier offset (LB) shall provide at least a 5 ft. usable shoulder
· For the safety of bicyclists…
· In rural areas, a 3 ft. minimum usable shoulder is required

· In urban or village areas without curb, a 4 ft. minimum usable shoulder is required 

· In urban or village areas with curb, a 5 ft. minimum usable shoulder is required

· Twelve foot gaps should be provided (rumble strip pattern has 48 ft. long segments of rumble strips and 12 ft. segments of no rumble strips)

· On segments where bicycles are prohibited…

· The minimum shoulder width is 4 ft.
· Twenty foot gaps should be provided (rumble strip pattern has 80 ft. long segments of rumble strips with 20 ft. segments of no rumble strips)

· No rumble strips shall be placed where on-street parking exists
· Truck off-tracking should be analyzed on the inside of curves.   If truck off-tracking conflicts with edge line rumble strip placement, then  rumble strips shall be omitted in these locations to mitigate noise pollution

Other considerations
· Warning signs shall be erected at the limits of the rumble strips

· Rumble strips are to be broken for intersections and driveway entrances

· Centerline and edge line rumble strips may be installed on the same roadway segments or as isolated installations

· Striping removed by rumble strip installation shall be replaced

· Before installation, concurrence from the town(s) is necessary and notification of the abutters is strongly suggested
· Sealant shall be applied over rumble strips to protect pavement and joints.  Item 410.151 Emulsified Asphalt Seal Coat, Applied
