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Master Agreement

Effective Date: 07/05/18 Expiration Date: 07/31/19
Master Agreement Description: Signs, LED Flashing Speed, Stop Signs, Stop Ahead

Buyer Information
William Allen 207-624-7871 ext. NULL WJE.Allen@maine.gov

Issuer Information
SHARON KRECHKIN 207-624-3038 ext. sharon.krechkin@maine.gov

Requestor Information
Sharon Krechkin 207-624-3038 ext. sharon.krechkin@maine.gov

Authorized Departments

17A TRANSPORTATION

Vendor Information

Vendor Line #: 1

Vendor ID Vendor Name
VS0000012369 K & K Systems, Inc.
Alias/DBA

Vendor Address Information
P. O. Box 1065

Verona, MS 38879
us

Vendor Contact Information
Tim Keith

662-566-2026 ext.
info@k-ksystems.com

Payment Discount Terms

Discount 1: 1.0000% 10 Days
Discount 2: % 0 Days
Discount 3: % 0 Days

Discount 4: % 0 Days



Commodity Information

Vendor Line #: 1
Vendor Name: K & K Systems, Inc.

Commodity Line #: 1
Commodity Code: 80160
Commodity Description: Signs, LED Flashing Speed, Stop Signs, Stop Ahead

Commodity Specifications:
Commodity Extended Description: Master Agreement for Flashing Speed & Stop Signs

Quantity UoM

0.00000

Delivery Days Free on Board

30 FOB Dest, Freight Prepaid
Contract Amount Service Start Date

$0.00

Catalog Name Discount

K and K Sign 0.0000 %

Discount Start Date
07/05/18

Unit Price
$0.00

Service End Date

Discount End Date
07/31/19



TERMS& CONDITIONS
MA 180705-002

COMMODITY ITEM: Flashing LED Speed and Stop Signs

CONTRACT PERIOD: Through July 31, 2019. The State of Maine with vendor approval can opt to issue
up to two (2) one (1) year extensions.

VENDOR CONTACT PERSON: The contact person will help consumers place orders, inquire about
orders that have not been delivered, all shipping issues, quality issues, and any issues pertaining to this
Master Agreement. All orders not submitted through a DO will be sent through the contractor’s contact
person. The contact person will be: Alice Bingham Phone: 888-414-3003 Email: ali@k-ksystems.com

EXTENSION OF CONTRACT: The Director of Procurement Services may, with the consent of the
contractor extend the Contract period beyond the indicated expiration date.

CANCELLATION OF CONTRACT: The Division of Procurement Services reserves the right to cancel
a contract with a thirty-day written notice OR cancel immediately if the contractor does not conform to
terms and conditions and specifications of contract.

PRICES: Prices shown are to be net including transportation charges fully pre-paid by the contractor FOB
destination. Prices are to remain firm for the duration of the contract.

QUANTITIES: Itis understood and agreed that the contract will cover the actual guantities required by
State Agency over the length of the contract.

ORDERING PROCEDURE: Delivery orders (DO) will be created in AdvantageME for all orders over
$5000.00. If a DO is used, the DO will be e-mailed to the email address set up in AdvantageME by the
Vendor as a .pdf file. Orders less than $5000.00 can be ordered using a P-Card.

INVOICES and PAYMENT: The Contractor shall submit an itemized bill to the Department for materials
following delivery for approval and payment. Invoices shall minimally include the following:

Contractor name, address & Contract Number 18P 180705-002, Invoice Date & Number, Dates of
Delivery

DELIVERY: The Contractor will be responsible for the delivery of material in first class condition at the
point of delivery, and in accordance with good commercial practice. The Contractor shall deliver the
materials to the MaineDOT Sign Shop at 66 Industrial Drive in Augusta, ME. The Contractor shall notify
MaineDOT, Steve Hunnewell, Telephone 207-592-4801, a minimum of one week prior to delivery for
delivery coordination. Alternative contacts is: Robert Rooney, 207-287-2846. The Contractor shall deliver
the materials only during the following times: Monday through Friday, 7:00 AM through 3:30 PM except for
deliveries may not be made on holidays, or government closure days. The Department will not off-load the
materials at the delivery site.

QUARTERLY REPORT: The Division of Procurement Services requires a quarterly report of sales be
faxed to 207-287-6578 within 30 days of the end of each calendar quarter. It will be the responsibility of the
vendor to produce a quarterly report. The report must include the dollar value of goods purchased, broken
down by Department as well as the total dollar value of purchases made by all Departments.



mailto:ali@k-ksystems.com

PROCUREMENT CARD: State policy requires vendors to accept the State of Maine Procurement Card
(P-Card) as a form of payment, with very rare exceptions. Your company will be required to accept these
cards. The pricing offered to the State of Maine shall be the final cost to the State of Maine regardless of
payment method. No surcharge or other compensation will be allowed. The State of Maine reserves the
right to reject your bid if you are unwilling to accept this condition.

Description

The Flashing signs shall meet the material specification section of this section.

Contract Administrator: The contract administrator for this contract will be:

Name: Steve Hunnewell
Title: Assistant State Traffic Engineer
Address: Maine Department of Transportation
16 State House Station Road , Augusta, ME 04333-0016
Phone: 207-592-4801

Dispute Resolution If, in the performance of this Agreement, there arises a dispute between the Contractor
and MaineDOT that cannot be resolved by the parties to the Contract, the parties may agree to submit the
dispute to non-binding Alternate Dispute Resolution. All disputes shall be governed by Maine law, and all
actions shall be filed in the Kennebec Superior Court, in Augusta Maine.

Conformity with Standards Unless otherwise provided in the contract, all materials shall conform to the
following standards, as applicable.

MDOT

AASHTO

ASTM

AREMA

Standard conditions and special conditions contained in any permit

moow>>



F. Manual on Uniform Traffic Control Devices (MUTCD)
G. American with Disabilities Act (ADA)

Material Quality Materials and manufactured products shall be new unless otherwise specified, free from
defect, and in conformity with the contract. If there is no applicable standard set forth in this Contract for a
particular item, then the item shall be in accordance with industry standards prevailing at the time of bid.
The Department has the authority to inspect all Materials and every detail of the Work.

When material is fabricated or treated with another material or where any combination of materials is
assembled to form a finished product, any or all of which are covered by specifications, the Department may
reject the finished product if any of the components do not comply with the specifications. The Department
may reject materials not con-forming to the Specifications at any time.

Material Specifications The Contractor shall provide and deliver Flashing (LED) Sign: R2-1 Speed Limit
(48 inch by 60 inch) as shown on the quantity sheet.

The Manufacturer shall provide a solar-powered BlinkerSign® LED-enhanced sign assembly. This sign’s
high-intensity Day-Viz® LEDs are visible in all weather and ambient light conditions to increase the
conspicuity of the sign. AutoBright™ control circuitry monitors ambient light levels throughout the day and
night, and automatically regulates the brightness of the LED array to provide optimum visibility.

The BlinkerSign® LED-enhanced sign is fully compliant with the Federal Highway Administration
(FHWA) Manual on Uniform Traffic Control Devices (MUTCD). The LED array’s color and shape help to
convey the sign type to roadway users, both day and night.

Sign shall have a minimum of 3 years of field history experience. References maybe requested.

Materials: The Day-Viz® BlinkerSign® assembly shall include the following items:

1. Sign

a. All signs shall conform to 2009 Federal Highway Administration’s MUTCD section 2A.07 on
retroreflectivity and illumination. MUTCD standards. MEETS

b. The sign face shall have 8 gty White LEDs. MEETS

C. All signs blanks shall be .080" gauge aluminum minimum. K&K HAS .080 FRONT, .236

BACK SKIN

d. Sheeting used shall be 3M™ DG3 diamond grade and include anti-graffiti overlay protection.

MEETS

e. All sign assemblies shall use anti-vandal fasteners to mount components to sign and sign to

fixture. MEETS

f. The Speed Limit Signs will have the number left blank. (“Speed Limit” will be written on sign, but
the speed number area will be left blank). MEETS



2. LEDs

a. Each sign assembly shall consist of up to 8 high power 1 watt Luxeon® LEDs that provide a
maximum light intensity of up to 550,000mcd (millicandelas) with a viewing angle of 15°. MEETS

b. Each LED shall be sealed in 7/8" diameter, heat dissipating plastic enclosure to provide resistance to
weather and vibration. MEETS

C. All LED enclosures shall be mounted in a 1”” hole and ultrasonically welded to the sign assembly to
provide maximum strength and rigidity. BOLTED TOGETHER WITH RUBBER SEAL

d. All LEDs shall be wired in strings to activate simultaneously per MUTCD standards and wired in a
manner (parallel) that all LEDs continue to flash in the event of failure of an individual LED. MEETS

e. All wire used shall conform to military specifications, MIL-W-16878D, Type D, vinyl nylon jacket.
MEETS

f. Wiring shall be encapsulated inside a 1" x 3/8" aluminum extrusion secured to the sign assembly, to
provide weather resistance and protection. IT IS INSERTED IN THE SIGN

0. All LED connectors shall conform to Ingress Protection, IP-67 rating, dust proof, and protected from
temporary immersion in water up to 1 meter deep for 30 minutes. Connectors shall be Deutsch DTM series.
MEETS

h. Visible from 2 miles line of sight at night and just under 1 mile during daylight hours. MEETS

3. Solar Panel

a. All solar panels shall be up appropriately sized for sign power requirements and all climate and
geographical locations. MEETS

b. All panels shall be mounted to an aluminum plate and bracket at an angle of 45°- 60° to provide
maximum output. Bracket shall be secured to a 2-3/8" aluminum tube. (NOTE: COLLECTOR MUST
FACE SOUTH) MEETS

C. All fasteners used shall be anti-vandal. MEETS

d. Wire used shall conform to military specifications, MIL-W-16878D, Type D, vinyl nylon jacket.
MEETS

e. All solar panel connectors shall conform to Ingress Protection, IP-67 rating, dust proof, and protected
from temporary immersion in water up to 1 meter deep for 30 minutes. Connectors shall be Deutsch DTM
series. MEETS



4. Control Circuit

a. The control circuit shall have the capability of independently flashing dual outputs. The flashing
output current and duty cycle shall be programmable. MEETS

b. The flashing output shall be 50 to 60 flashes per minute with 100msec duration on time. The outputs
shall reach the output current as programmed for the duration of the 100msec pulse. MEETS

C. The output current shall be individually programmable for day and night time operation. The day
and night time mode will automatically be determined by solar panel charge input and adjust to match
ambient lighting conditions. MEETS

d. The controller shall provide 6 levels of brightness control determined by ambient conditions.
MEETS
e. The controller will manage the battery charge and LED brightness levels in order to accommodate 17

days of continuous use without any charge. MEETS

f. The control circuit shall operate between the temperatures of -40° to +176°F (-40° to +80°C).
CONFORMAL COATING AND IN A NEMA 3R CABINET

0. All circuit connectors shall conform to Ingress Protection, IP-67 rating, dust proof, and protected
from temporary immersion in water up to 1 meter deep for 30 minutes. Connectors shall be Deutsch DTM
series. MEETS

5. Battery

a. Battery packs shall be 12 Volt Lead Acid. YES AGM LEAD ACID

b. All batteries shall be sealed and maintenance free. MEETS

C. All batteries shall operate between the temperatures of -40° to +176°F (-40° to +80°C). MEETS

d. All battery connectors shall conform to Ingress Protection, IP-67 rating, dust proof, and protected

from temporary immersion in water up to 1 meter deep for 30 minutes. Connectors shall be Deutsch DTM
series. MEETS

Warranty: Manufacturer shall offer a 3 year unconditional warranty against all defects in material and
workmanship. MEETS

643.18 Method of Measurement

Each Flashing (LED) will be measured for payment by the each supplied and delivered.



Appendix D

STATE OF MAINE
DEPARTMENT OF ADMINISTRATIVE AND FINANCIAL SERVICES
DIVISION OF PROCUREMENT SERVICES

Municipality Political Subdivision and School District
Participation Certification

RFQ # 17A18013100000000000409

Master Agreement for Flashing Speed & Stop Signs

The Division of Procurement Services is committed to providing purchasing opportunities for
municipalities, political subdivisions and school districts in Maine by allowing them access, through
our vendors, to our contract pricing. A bidder's willingness to extend contract pricing to these entities
will be taken into consideration in making awards.

Will you accept orders from political subdivisions and school districts in Maine at the prices quoted?
X Yes

Yes with conditions as follows:

No

Name of Company:

K & K SYSTEMS, INC.

Address:

687 PALMETTO RD. TUPELO, MS 38801

sgmre TI0U G [CULA, VS
oo 2N

State of Maine RFQ # (insert number) 18
Rev. 3/9/17



SUPPLIER PART NUMBER ITEM DESCRIPTION EXTENDED DESCRIPTION UNIT OF JLIST PRICE | DELIVERY
MEASURE DAYS
R1-1-3636-HI-8-DC20 SIGN, STOP LED FLASHING 36 INCH, 8, 1 WATT BULBS INCLUDES FOB DESTINATION PRICING EA $1,117.31 42
R2-1-2430-HI-8-DC20 SIGN, SPEED LIMIT LED FLASHING, 24 x 30, 8, 1 WATT BULBS INCLUDES FOB DESTINATION PRICING EA $1,117.31 42
R3-1-3636-HI-8-DC20 SIGN, STOP AHEAD, 36 INCH, 8, 1 WATT BULBS INCLUDES FOB DESTINATION PRICING EA $1,117.31 42
Wxxxx-3636-HI-8-DC20 SIGN, BLANK LED FLASHING 36 INCH, R4-1, 8, 1 WATT BULBS INCLUDES FOB DESTINATION PRICING EA $1,117.31 42


































































