
 Addendum Number 02 

Project: 4260.00 NMCC Christie Locker Room Renovation 

January 31, 2019 

1 

To: Prospective Bidders 

 

From: 

WBRC ARCHITECTS ENGINEERS 

44 Central Street 

Bangor, ME 04401-5116 

(207) 947-4511  

www.wbrcae.com 

 

This Addendum forms a part of the Contract Documents and modifies the original Bidding Documents dated January 11, 

2019, as noted below.  Acknowledge receipt of the Addendum in the space provided on the Bid Form.  Failure to do so may 

subject the Bidder to disqualification. 

 

This Addendum consists of the following: 

 

 - Clarifications 

 - Specification Changes 

 - Drawing Changes 

 - Sheet AE101 

           

 

CLARIFICATIONS:  

 

1. Wage rate determination:  The contractor is responsible to contact the Maine Department of Labor Bureau of Labor 

Standards to clarify the occupation title for the type of work being performed by workers employed on the project. 

 

2. New fire alarm devices shall be compatible with existing Notifier system. 

 

 

SPECIFICATION CHANGES: 

 

3. Section 12 36 61, Simulated Stone Countertops, Par. 2.1.A, DELETE in its entirety and REPLACE with: 

“A. Solid Surface Material: Homogeneous solid sheets of filled plastic resin complying with ANSI SS1. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that 

may be incorporated into the Work include, but are not limited to, the following: 

 

a. Bradley Terreon OmniDeck. 

b. Corian Solid Surface with integral bowl.” 

 

 

DRAWING CHANGES: 

 

4. Sheet AE101, Removals Plans and Floor Plans, DELETE sheet and REPLACE with attached sheet. 

 

 

END OF ADDENDUM 

 

http://www.wbrcae.com/
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GENERAL NOTES:

A. ALL DRAWINGS ARE OF EQUAL IMPORTANCE IN 
DEFINING THE WORK OF THE CONTRACT 
DOCUMENTS.  CONTRACTORS SHALL REVIEW 
ALL DRAWINGS BEFORE THE INSTALLATION OF
THEIR WORK.  SHOULD THERE BE A 
DISCREPANCY WITHIN AND BETWEEN THE 
DRAWINGS THAT WOULD CAUSE AN AWKWARD 
OR IMPROPER INSTALLATION NOTIFY ARCHITECT 
FOR CLARIFICATION PRIOR TO INSTALLATION OF 
SAID WORK.  ANY WORK INSTALLED IN CONFLICT 
WITH THE ARCHITECTURAL DRAWINGS SHALL BE 
CORRECTED BY CONTRACTOR AT ITS EXPENSE 
AND AT NO ADDITIONAL COST TO OWNER OR 
ARCHITECT.

B. DO NOT SCALE DRAWINGS.  THE DRAWINGS ARE 
NOT NECESSARILY TO SCALE - USE GIVEN 
DIMENSIONS.  CONTRACTOR SHALL VERIFY ALL 
CONDITIONS AND DIMENSIONS AT THE JOB SITE 
PRIOR TO THE START OF CONSTRUCTION.  IF 
DISCREPANCIES ARE FOUND, NOTIFY ARCHITECT 
FOR CLARIFICATION BEFORE COMMENCING THE 
WORK.

C. REFER TO SHEET G1002 FOR ALL ABBREVIATIONS.

D. DIMENSIONS ARE TO FACE OF FINISH (FOF) U.N.O.

E. PATCH AND REPAIR ALL AREAS AFFECTED BY 
RESTORATION WORK TO MATCH EXISTING.

F. WHERE POSSIBLE REPLACEMENT EQUIPMENT 
SHALL BE INSTALLED IN SUCH A MANOR AS TO 
CONCEAL HOLES AND DAMAGE FROM 
EQUIPMENT BEING REPLACED.  HOLES NOT 
COVERED SHOULD BE FILLED AND PATCHED.

G. REPLACE DAMAGED CERAMIC TILE TO REMAIN 
WITH NEW TO MATCH EXISTING WHERE 
AFFECTED BY REMOVALS WORK.  WHERE 
EXISTING CERAMIC TILE IS SCHEDULED TO BE 
COVERED WITH NEW FINISH, USE 
CEMENTITIOUS FILLER TO ACHIEVE A FLUSH 
SUBSTRATE.

H. WHEN CLEANING OR PAINTING IS INDICATED FOR 
PREVIOUSLY PAINTED SURFACES, EXISTING 
CERAMIC TILE, TOILET PARTITIONS, OR OTHER 
SURFACES, TEMPORARILY REMOVE WALL 
ACCESSORIES, COVER PLATES, ETC. TO ALLOW 
CLEANING BEHIND AND RESTORE EQUIPMENT TO 
ORIGINAL LOCATION.

I. SEE INTERIOR ELEVATIONS FOR WALL FINISHES 
AND WALL-MOUNTED EQUIPMENT AND 
ACCESSORIES.

J. SLOPE FLOORS TO FLOOR DRAINS MIN 1/8" PER 
FOOT MAX 1/4" PER FOOT.  SEE FLOOR PLANS
FOR ELEVATIONS.

K. PROVIDE INFRASTRUCTURE ONLY FOR DOOR 
ACCESS CONTROL (D-BOXES FOR CARD 
READERS, CONDUITS, PULL STRINGS, ETC.)  
ACCESS CONTROL WIRING, DEVICES, DOOR 
STRIKES, PROGRAMMING, ETC. WILL BE 
INSTALLED BY OWNER UNDER SEPARATE 
CONTRACT.

FLOOR PLAN KEYNOTES:

NEW 15"W X 18"D X 72"H METAL LOCKERS ON 
EXISTING 4" CONCRETE CURB.

NEW 5'-0" HARDWOOD BENCH ON PEDESTALS.

NEW WALL-MOUNTED EQUIPMENT.  SEE INTERIOR 
ELEVATIONS.

30" X 60" CLEAR SPACE FOR ADA ACCESS TO 
LOCKER.

PREP AND REPAINT EXISTING METAL TOILET 
PARTITIONS.

EXISTING PLUMBING FIXTURES TO REMAIN.

NEW PLUMBING FIXTURES.  SEE PLUMBING 
DRAWINGS.

NEW SOLID PLASTIC TOILET PARTITION.

NEW SOLID SURFACE COUNTER.  SEE DETAIL 
N14/AE501.

NEW 15"W X 18"D X 60"H METAL LOCKERS ON NEW 
18" CONCRETE CURB WITH INTEGRAL BENCH.  SEE 
DETAIL A14/AE501.

NEW CURTAIN ROD AND CURTAIN.  SEE INTERIOR 
ELEVATIONS.

NEW COAT HOOKS.  SEE INTERIOR ELEVATIONS.

NEW BENCH AND SHOE CUBBIES.  SEE DETAIL 
J14/AE501 AND INTERIOR ELEVATIONS.

NEW CERAMIC TILE FLOOR AND SUBFLOOR 
ASSEMBLY.  SEE DETAIL J5/AE501.

EXISTING DOOR TO REMAIN.  PREP AND REPAINT 
FRAME AND PREP AND REFINISH VARNISHED 
WOOD DOOR.

NEW CARD READER AT EXISTING DOOR AT MEN'S 
LOCKERS.  INSTALL PAINTED SURFACE MOUNTED 
CONDUIT ON GYM SIDE UP TO 9' AND DRILL 
THROUGH CMU TO CEILING SPACE.  REPLACE 
DOOR STRIKE WITH NEW ELECTRIC STRIKE.  SEE 
ELECTRICAL DRAWINGS FOR ADDITIONAL 
INFORMATION.

NEW CARD READER AT EXISTING DOOR AT 
WOMEN'S LOCKERS.  DRILL THROUGH CMU TO 
SURFACE MOUNTED ELECTRICAL CONDUIT ON  
JANITOR ROOM SIDE OF WALL.  REPLACE DOOR 
STRIKE WITH NEW ELECTRIC STRIKE.  SEE 
ELECTRICAL DRAWINGS FOR ADDITIONAL 
INFORMATION.

EXISTING 2-HOUR FIRE-RATED MASONRY WALL.  
PROVIDE FIRESTOPPING WHERE PENETRATED BY 
CONSTRUCTION ACTIVITIES.  SEE SHEET GI003 
FOR TYPICAL FIRESTOPPING DETAILS.
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PREP AND REPAINT EXISTING PREVIOUSLY 
PAINTED SURFACE.

CLEAN EXISTING CERAMIC TILE SURFACE TO 
REMAIN BY STEAM CLEANING, SCRUBBING, 
CHEMICALLY CLEANING OR OTHER APPROVED 
METHOD.

EXISTING WALL WITH NEW CERAMIC TILE OVER 
EXISTING CERAMIC TILE OR PREVIOUSLY PAINTED 
SURFACE.  SEE DETAIL E5/AE501.

NEW 6" METAL STUD WALL.  SEE DETAIL 
E10/AE501.  SEE INTERIOR ELEVATIONS FOR 
CERAMIC TILE WALL FINISH WHERE EXPOSED TO 
VIEW.

NEW 6" METAL STUD WALL ON 6" HIGH CONCRETE 
CURB.  SEE DETAIL A5/AE501 AND E10/AE501.  SEE 
INTERIOR ELEVATIONS FOR WALL FINISH.

NEW 3 5/8" METAL STUD WALL.  SEE DETAIL 
A5/AE501 AND A10/AE501.  SEE INTERIOR 
ELEVATIONS FOR WALL FINISH.
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REMOVAL PLAN KEYNOTES:

REMOVE CERAMIC TILE FLOOR, CONCRETE SLAB 
AND SUB-BASE FOR NEW CONCRETE FLOOR 
ASSEMBLY.  SEE DETAIL J5/AE501

REMOVE EXISTING SUSPENDED CEILING SYSTEM.

EXISTING HARD LID CEILING TO REMAIN.

REMOVE NON-BEARING CMU WALLS SHOWN 
DASHED.

EXISTING STRUCTURAL COLUMN TO REMAIN

REMOVE LOCKERS.  CONCRETE CURBS AND 
CERAMIC TILE COVE BASE TO REMAIN.

REMOVE LOCKERS & CONCRETE BASE.

REMOVE BENCH AND PEDESTALS.

PROTECT EXISTING CERAMIC TILE FLOOR TO 
REMAIN.

REMOVE PLUMBING FIXTURES.  SEE MECH PLANS.
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CERAMIC TILE SURFACE TO REMAIN BY STEAM 
CLEANING, SCRUBBING, CHEMICALLY CLEANING 
OR OTHER APPROVED METHOD.
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AE101

REMOVALS PLANS & FLOOR
PLANS

CHRISTIE LOCKER ROOM
RENOVATION

4260.00

SEP

JRO

SEP

NORTHERN MAINE COMMUNITY COLLEGE

01.11.19ISSUED FOR BID

 1/4" = 1'-0" AE501

A9 WOMEN'S LOCKER ROOM

 1/4" = 1'-0" AE501

A1 MEN'S LOCKER ROOM

 1/4" = 1'-0" AE501

J1
MEN'S REMOVALS PLAN (FORMER WOMEN'S
LOCKER ROOM)

 1/4" = 1'-0" AE501

J9
WOMEN'S REMOVALS PLAN (FORMER MEN'S
LOCKER ROOM)
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	1. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Bradley Terreon OmniDeck.
	b. Corian Solid Surface with integral bowl.”
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