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ENVIRONMENTAL INFORMATION REQUEST
General Questions
November 20, 2017

1. Can the applicant use the entire ROW and move the line and structures to
avoid wetland impacts? If the answer to the question above is no, then would
the project result in fewer impacts if it was located entirely on the north side of
the ROW?
RESPONSE
CMP normally sites transmission lines and structures on one side of a corridor to retain the
adjacent unobstructed corridor for future use. This practice also minimizes environmental
impacts by reducing the need to locate future transmission lines in additional corridors by either
expanding corridor or establishing new greenfield corridor.
Locating the line in an alternating fashion from one side of the corridor to the other to avoid
certain natural resources (or to cross them at their narrowest points) would result in additional
impacts due to an increase in the total number of structures required to construct the line,
including more costly angle structures. These structures potentially require reinforced concrete
foundations. Angle structures also require more space and clearing of low lying brush to install
than single pole tangent structures. Shifting the transmission line within the corridor would also
likely increase impacts from guy wire anchors, where angle structures require guying.
Increasing the “footprint” of the line by installing numerous angle structures also increases the
overall area of disturbed soils and the risk of erosion and sedimentation.
Aesthetics and visibility are also considered in locating transmission lines within a corridor. If
future co-located transmission lines must cross over or under adjacent lines, structures must be
considerably taller and larger than would otherwise be required, to maintain minimum safe
conductor-to-ground clearances and conductor-to-conductor clearances.
CMP has utilized the considerable span length (averaging 1,000 feet) of the proposed HVDC
transmission line to avoid or minimize direct fill impacts in protected natural resources within the
corridor to the extent practicable, while maintaining reasonable structure heights to minimize
visual impacts. While individual structure locations may change as design progresses, average
span lengths between structures on the natural resource maps is unlikely to change
significantly. CMP does not anticipate placing additional structures along the corridor or
between those structures depicted in CMP’s pending applications, but this will be confirmed as
the design is finalized.
CMP conducted a preliminary comparative analysis of the greenfield portion of the NECEC
project (Segment 1) to determine if shifting the transmission line to the north side of the ROW
would result in fewer impacts to natural resources. For purposes of this comparison, access
roads were not included in this analysis. This analysis considered direct wetland fill impacts
(structures) conversion of forested wetlands (tree clearing).. The methodology for this analysis
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was to shift the current alignment and structure locations to the northern side of the corridor.
The south alignment as proposed directly impacts 0.024 acres, whereas the north alignment
may impact approximately 0.022 acres. This results in a net change of -0.002 acres or -49
square feet or -4.83% in favor of the north alignment. For conversion of forested wetlands, the
south alignment as proposed impacts approximately 72.48 acres, whereas the north alignment
may impact approximately 77.05 acres. This results in a net change of +4.57 acres or +6.31% in
favor of the south alignment. Based on these results, when comparing the south alignment
(CMP's proposed option) to the north alignment, the difference in natural resource impacts is
comparatively minor.
The preliminary comparative analysis described above did not include a detailed engineering
review of the shifted alignment and structure locations and, as a result, direct impacts to
resources on the northern alignment may not be optimized. To further refine the comparison
and more accurately compare the southern alignment to the northern alignment, CMP is nearing
completion on a 30% engineering design on the northern alignment. Once the engineering
design work is complete (anticipated for late March), CMP will conduct an engineering feasibility
and natural resource impact analysis and comparison, and will provide the results of that
process to the MDEP. CMP will amend the application if a shift in alignment is warranted based
on the results of this analysis.

2. The crossing of the Kennebec River at the gorge is over an Outstanding River
Segment (38 M.R.S. § 480-P(8) and 12 M.R.S. § 403). The applicant will need to
demonstrate that no reasonable alternative exists that would have less adverse effect
upon the natural and recreational features of the river segment.
RESPONSE
Please see NRPA application Chapter 2: Alternatives, Section 2.4.1.2 and Site Law application
Chapter 25, Section 25.3.1.2 for a detailed alternatives discussion for the Kennebec River
Gorge. Those materials demonstrate that no reasonable alternative crossing location exists that
would have less adverse effect upon the natural and recreational features of this river segment.
This crossing north of Moxie Stream between Moxie Gore and West Forks Plantation (the
Preferred Alternative) is the least environmentally damaging practicable alternative and there is
no reasonable alternative that would have less adverse impact on the natural and recreational
features of the river segment when the Preferred Alternative is compared with the three
potential alternatives: a crossing on CMP land about one mile downstream of Harris Dam (the
CMP Land Alternative), a crossing near the Harris Station powerhouse (the Brookfield
Alternative), and an underground alternative at the gorge crossing.
Portions of the CMP Land Alternative are bordered by conservation easements, portions would
require new corridor, and that alternative would cross the upper gorge across the MPRP
conserved lands. The Brookfield Alternative suffers similar issues, with the exception that the
route would cross the river at Harris Dam. The CMP Land Alternative and the Brookfield
Alternative would also result in greater environmental impacts due to increased transmission
line length (the CMP Land and Brookfield Alternatives are 5.1 and 6.3 miles longer than the
Preferred Alternative, respectively), and would result in a significant visual impact on
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recreational users of the upper Kennebec Gorge and Indian Pond area. Accordingly, these
alternatives would not have a less adverse effect on the natural and recreational features of the
river segment than the Preferred Alternative. To the contrary, both alternatives present similar
perceived visual concerns as the Preferred Alternative, and the Brookfield Alternative would be
visible to all rafters and private boaters putting into the Kennebec River and most likely would be
directly over the area where rafters are given instructions before launching. These alternatives
therefore do not have less adverse effect on the natural and recreational features of the river
segment, and are unreasonable as they would cost approximately $30 million more than the
Preferred Alternative.
The same is true of the underground alternative at the gorge crossing. The underground
alternative would use horizontal directional drill (HDD) technology to cross beneath the
Kennebec River Gorge, also costing approximately $31 million more than standard overhead
construction (see table below), and requiring additional facilities described in the applications
(transition structures and a control building, as well as permanent roads on either side of the
river, and the likely installation of a backup circuit in the event the primary circuit failed),
rendering it more environmentally damaging than the Preferred Alternative.
The HDD would be approximately 2,900 feet in length and 360 feet in depth and would be
utilized for the Kennebec River crossing to install a duct bank. The bore would pass beneath the
river with approximately thirty feet (30’) of clearance from the river bottom. The HVDC
underground cable installation would require approximately fifteen hundred feet (1500’) of open
trenching to connect to the Cable Termination Stations on each side of the river. Upgrades on
approximately fifteen miles of unimproved roads and associated bridges would be required to
provide access to the Termination Stations in addition to the grading necessary for the stations
and laydown area for drilling equipment. The two Termination Stations would be similar on both
sides of the river, with an approximately 200 foot by 250 foot station footprint. CMP anticipates
there would be significant natural resource impacts associated with these improvements.
Not only does the underground alternative therefore have an adverse effect on the natural
features of the river segment and adjacent riparian areas, it also is exponentially more
expensive than the Preferred Alternative and is therefore not a reasonable alternative. CMP
estimated costs for the underground transmission line crossing and the overhead transmission
line-three pole option. It should be noted that the overhead transmission line-three pole option is
a design update to the five pole option originally submitted with the Project’s applications on
September 29, 2017. This redesign was completed to increase and maximize the forested
buffer on both sides of the river bank and to remove three structures (3006-21, 3006-22 and
3006-23) from the line of sight of the users approaching the crossing point from upriver. The
following table provides a cost estimate for both options and also provides the cost of each
option as a percentage of the overall Project cost, for comparative purposes.
Alternatives

Cost (2021)

Cost as a percentage of
overall Project cost
3.9%

Underground Transmission $36,889,395
Line
Overhead Transmission Line $6,076,287
(3 pole option)
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Not only is the Preferred Alternative the least expensive of the three alternatives, but it also has
been designed to minimize impact to the P-RR subdistrict at the gorge by positioning
transmission line structures outside of the P-RR subdistrict. Additionally, where terrain
conditions permit, trees will be allowed to grow within the P-RR subdistrict adjacent to the gorge
in areas where maximum tree heights are anticipated to remain below the conductor safety
zone. Accordingly, the Preferred Alternative will have the least adverse effect on the natural and
recreational features of the river segment when compared with the three potential alternatives.

3. At the site visit on November 13, 2017 the applicant appeared to be working on a
redesign of the crossing which would reduce the number of structures near the
Kennebec River, elevate the conductors farther above the river, increase the
undisturbed buffer along the river. Please provide the new design as soon as
possible and include photosimulations which show the view looking directly into the
corridor from the river. Also, quantify the vegetation that will need to be cut in the
“buffer” area of the Gorge, both during construction and maintenance activities. The
Department will need to have an understanding of the height of the conductors and
the wire safety zone as well as the height of the capable vegetation that currently
exists. If vegetation will be removed in this area (through maintenance activities) we
need to evaluate that.
RESPONSE
In its NECEC Site Law application submitted on September 27, 2017, CMP proposed a fivestructure configuration over the Kennebec River Gorge crossing. Based on the original cross
section and photosimulation, three of the five structures would be within the line of sight of users
on the river. A 150-foot wide forested buffer was proposed on the southeastern river bank and a
250-foot wide forested buffer was proposed on the northwestern river bank. The vertical
distance from the lowest conductor to the river was 150 feet (+/-) at maximum sag based on this
five-structure design.
CMP has since redesigned the Kennebec River Gorge crossing to increase and maximize the
forested buffer on both sides of the river bank and to remove Structures 3006-21, 3006-22 and
3006-23 from the line of sight of users approaching the crossing point from upriver.
On the southeastern river bank approximately 300 feet of forested buffer will be maintained, with
trees within this buffer at an average mature height of 75 feet. On the northwestern river bank
approximately 550 feet of forested buffer will be maintained, with trees within this buffer also at
an average mature height of 75 feet. At the centerline of the river, the conductor will be
approximately 200 feet above the water level at maximum sag.
Individual trees within the two forested buffers that grow to heights which encroach into the
conductor safety zone will be selectively cut and removed to maintain minimum required
conductor clearance. Trees and vegetation which do not encroach into the conductor safety
zone will not be cut. The conductor safety zone is depicted on the Kennebec River Gorge
crossing cross-section and is approximately 30 feet below the lowest conductor at maximum
sag.
NECEC / MDEP Information Request
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Advantages of the proposed 3-Structure design compared to the 5-Structure design include:
fewer structures; greater vertical clearance over water; greater vertical clearance over trees;
retention of trees over a larger area of forested buffer; and screened views of the transmission
line structures and the cleared corridor from the perspective of river users.
CMP provided revised photosimulations and cross sections depicting the 3-pole structure
redesign in an email to MDEP on December 12, 2017. Upon further conversations with LUPC,
CMP is providing (attached to this submittal) revised photosimulations, dated January 22, 2018,
of the 3-pole structure redesign, at a “normal view,” removing the distortion and providing a
more accurate depiction of the conductor sag over the river. Additionally, the mark-up of the
panoramic photos includes overlaid scale references and additional detail of the low point of the
conductor sag and the assumed average of the 75-foot existing tree height. See Attachment A:
Kennebec River Gorge Photosimulations.

4. The crossing of the Kennebec River below Wyman Dam is over an Outstanding River
Segment (38 M.R.S. § 480-P(8)). The applicant will need to demonstrate that no
reasonable alternative exists that would have less adverse effect upon the natural and
recreational features of the river segment.
RESPONSE
As discussed in detail in Chapter 2 of the NRPA Application, the Preferred Route for the HVDC
line was considered against Alternative 1 (HQ Legacy) and Alternative 2 (Bigelow). Alternative 2
proposes the same route at this river crossing. Alternative 1 would avoid crossing the Kennebec
River below Wyman Dam, however, when considering all other criteria, the Preferred Route
causes the least environmental impacts. The crossing of the Kennebec River at this location is
co-located within an existing, developed CMP transmission line corridor. The proposed crossing
location and design minimizes required clearing width (75 feet) and will also minimize impacts to
the long-leaved bluet natural plant community.
An alternative Kennebec River crossing location would entail establishing a new corridor and
river crossing, would require additional land acquisition, and would cause additional resource
impacts and approximately 150 feet of new clearing width to accommodate the new line.
Accordingly, no reasonable alternative exists which would have less adverse effect upon the
natural and recreational features of this river segment. The current proposed alignment within
the existing CMP corridor, which minimizes clearing and natural resource impacts, is the option
with the least adverse effect upon the natural and recreational features of this river segment.
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5. The crossing of the Carrabassett River is an Outstanding River Segment. The
applicant needs to demonstrate that no reasonable alternative exists that would have
less adverse effect upon the natural and recreational features of the river segment.
Also, please provide photosimulations for this crossing, including simulations
looking directly into the corridor.
RESPONSE
As discussed in detail in Chapter 2 of the NRPA Application, the Preferred Route for the HVDC
line was considered against Alternative 1 (HQ Legacy) and Alternative 2 (Bigelow). Alternative 2
proposes the same route at this crossing. Alternative 1 would avoid crossing the Carrabassett
River in this location, however, when considering all other criteria, the Preferred Route causes
the least environmental impacts. The crossing of the Carrabassett River is co-located within an
existing CMP corridor. The proposed crossing location and design minimize required clearing
(75 feet).
An alternative Carrabassett River crossing location would entail establishing a new corridor and
river crossing, would require additional land acquisition, and would cause additional resource
impacts and approximately 150 feet of new clearing width to accommodate the new line.
Accordingly, no reasonable alternative exists which would have less adverse effect upon the
natural and recreational features of this river segment. The current proposed alignment within
the existing CMP corridor minimizes clearing and natural resource impacts and is the option
with the least adverse effect. The requested photosimulations will be provided in a subsequent
submittal.

6. The Sandy River in the location of the proposed crossing is an Outstanding River
Segment and the applicant will need to demonstrate that no reasonable alternative
exists that would have less adverse effect upon the natural and recreational features
in the river segment. Also, please provide photosimulations for this crossing
including simulations that look directly into the corridor from the river.
RESPONSE
As discussed in detail in Chapter 2 of the NRPA Application, the Preferred Route for the HVDC
line was considered against Alternative 1 (HQ Legacy) and Alternative 2 (Bigelow). Alternative 2
proposes the same route at this river crossing. Alternative 1 would avoid crossing the Sandy
River in this location, however, when considering all other criteria, the Preferred Route causes
the least environmental impacts. The transmission line is co-located within an existing CMP
corridor at this river crossing. The proposed crossing location and design minimize required
clearing (75 feet).
An alternative Sandy River crossing location would entail establishing a new corridor and river
crossing, would require additional land acquisition, and would cause additional natural resource
impacts and approximately 150 feet of new clearing width to accommodate the new line.
Accordingly, no reasonable alternative exists which would have less adverse effect upon the
natural and recreational features of this river segment. The current proposed alignment within
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the existing CMP corridor minimizes clearing and natural resource impacts and is the option
with the least adverse effect. The requested photosimulations will be provided in a subsequent
submittal.

7. The West Branch of the Sheepscot River is over an Outstanding River Segment in the
location of the proposed crossing and the applicant will need to demonstrate that no
reasonable alternative exists that would have less adverse effect upon the natural and
recreational features in the river segment. Also, please provide photosimulations for
this crossing including simulations that look directly into the corridor from the river.
RESPONSE
The crossing of the West Branch of the Sheepscot River is co-located within an existing CMP
corridor and requires no additional tree clearing. An alternative crossing location of the West
Branch of the Sheepscot River would entail establishing a new corridor and river crossing,
would require additional land acquisition, and would cause additional natural resource impacts
and approximately 150 feet of new clearing width to accommodate the new line.
The West Branch of the Sheepscot River is rated as an “A” river and an Outstanding River
Segment in the 1982 Maine Rivers Study for its anadromous fisheries resources. The Study
determined that the scenic resources of the West Branch of the Sheepscot River were not
unique or significant, i.e., they did not meet a minimum standard of significance. The proposed
transmission line should have a relatively minor visual impact on the West Branch of the
Sheepscot River at the crossing location, since there are already multiple transmission lines in
the immediate vicinity of the river crossing and the width of the maintained transmission line
corridor will not change. The current alignment in the existing CMP corridor minimizes clearing
and natural resource impacts and is the option with the least adverse effect upon the natural
and recreational features of this river segment. Accordingly, no reasonable alternative exists
which would have less adverse effect upon the natural and recreational features of this river
segment. The requested photosimulations will be provided in a subsequent submittal.
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ENVIRONMENTAL INFORMATION REQUEST
General Questions
December 12, 2017
1. Please describe the non-specular conductors. Where are these to be located, along
the entire length of the project or only in certain locations?
RESPONSE
Non-specular conductor is aluminum conductor that has had its surface either mechanically or
chemically treated to reduce its reflectivity. Non-specular conductor surface has a smooth matte
gray finish which blends in with the environment. Non-specular finish is typically achieved by
passing the conductor through a sandblast machine in which the conductor surface is blasted
with a very fine mild abrasive grit to produce this matte finish. The reflectivity and color of the
finished cable is specified by ANSI C7.69 Specifications. Non-specular conductor is proposed
only at the Kennebec River Gorge crossing.

2. How durable is the coating and does weathering change its appearance?
RESPONSE
As described above, the process does not entail applying a coating that would weather over
time, revealing a conductor surface that is more reflective. The conductor is physically altered to
produce a less reflective surface, and this finish will endure for the life of the conductor.
Furthermore, standard conductor is initially reflective but over a period of 2-5 years it weathers
and exhibits characteristics similar to non-specular conductor.

3. Despite what Section 7 of the Site Location application says at the top of page 44,
there are numerous structures located within 25 feet of rivers, streams, or brooks
identified on the Waterbody Crossing Table. The closest one is a structure located
with one-foot of Chase Stream in Moscow. For those crossings where a structure is
located within 25 feet of the river, stream, or brook please provide a site-specific
erosion control plan for that crossing. Also, please provide additional information on
why these structures cannot be located further from these resources.
RESPONSE
As the transmission design progresses, structure locations will be modified to maintain a
minimum 25-foot setback from waterbodies to the maximum extent practicable. CMP will
prepare and submit a site-specific erosion and sedimentation control plan for all structures that
cannot be sited greater than 25 feet from a waterbody. A revised waterbody table will be
provided in a subsequent submittal.
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4. There appears to be some discrepancies in the Waterbody Crossing Table,
particularly around the streams in mile 73 on Segment 2. The table has a crossing
listed of ISTR-73-04, but I could not locate that stream on the resource maps. There is
a stream labeled PSTR-73-04. Please recheck the crossing table with the resource
maps to make sure they are correct.
RESPONSE
ISTR-73-04 was delineated as part of the NECEC resource data collection, however, upon final
route selection, this resource was outside the project right-of-way. Waterbodies outside of the
project corridor were inadvertently included on the Waterbody Crossing Table. The table will be
revised to omit those resources that are outside of the NECEC project right-of-way/CMP’s
ownership, and this table will be provided in a subsequent submittal.

5. Between Maine Yankee and structure 3027-204 there are no proposed structures and
the line appears to run on existing structures. Is this correct? Are you going to utilize
the existing structures?
RESPONSE
Yes, as shown on the typical cross sections included in Attachment 1 of the Site Law
application, the Section 3027 transmission line will be installed on existing lattice tower
structures in this portion of Segment 5.

6. The Compensatory Mitigation package only deals with impacts to freshwater
wetlands, IWWHs and SVPs. There is no discussion about compensation for impacts
to other resources, such as cold-water fisheries or impacts to existing recreational
uses of the Outstanding River Segments. The project crosses 67 rivers, streams, or
brooks which contain brook trout habitat and five Outstanding River Segments and
according to the vegetation management plan all vegetation over ten feet tall will be
removed. While the Department has not yet made a determination whether the
impacts to these resources are unreasonable there will certainly be impacts to these
resources. Please provide a mitigation package to compensate for these impacts. The
Department envisions this mitigation package will be the responsibility of CMP to
implement, not simply providing additional ILF monies.
RESPONSE
As stated in Section 13.0 of the NRPA Application, CMP intends to offset unavoidable impacts
to natural resources through a contribution to the In-Lieu Fee (“ILF”) Compensation Program.
CMP used the ILF Fact Sheet as the foundation to identify those resources which have
prescribed “ILF resource compensation rates” and “resource multipliers.” Those resources with
associated compensation formulas were identified in the Summary of Resource Impacts (Table
13-1). CMP will continue to engage the MDEP and USACE to assess project impacts to
functions and values of protected natural resource areas and methods to avoid, minimize or
mitigate those impacts through design, location, construction practices, ILF contribution and/or
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compensatory mitigation parcels. CMP will request an interagency meeting with the MDEP and
the USACE in Spring 2018 and will come to a mutually acceptable agreement on the terms of
compensation for project impacts.

7. The noise report for the Fickett Road Substation states, “Without the operation of the
cooling fans, the STATCOM would be under 40 dBA at the north property line…”
What would the sound levels be with the cooling fans included in the modeling? In
addition, the report indicates that this portion of the project may generate tonal
sounds and therefore be subject to a 5-dBA penalty meaning the sound levels would
need to be less 40-dBA at the nearest protected location. The noise contour map
shows the 40-dBA line crossing the property line to the north and impacting PL1 and
PL2. Please describe what noise mitigation measures will be taken to bring the
project into compliance with the noise standard.
RESPONSE
For the Fickett Road Substation, cooling fan sound is included in the modeling results and
associated figures. The above-referenced statement was intended to explain that broadband
cooling fan noise (not tonal) dominates sound levels at the property line on the north side of the
substation (PL2). Therefore, a 5 dBA tonal penalty was not added at this location. Mitigation
measures would not be needed at this location since overall levels are modeled and anticipated
to be below 45 dBA, and no tonal penalty would be added to the measured levels. Sound levels
at all receivers with the fans off are modeled and anticipated to be below 40 dBA.
Note: the footnotes on Table 5-14 in the application are incorrect. The table should look
like the table shown below. PL2 is dominated by non-tonal cooling fan noise, and
therefore was not assessed a 5 dBA penalty.
Table 5-14: Modeled Operational Sound Levels

PL1 – Property Line

Modeled Sound Levela
(dBA)
40.7

Sound Level Requirement
(dBA)
45

PL2 – Property Lineb

41.9

45

PL3 – Property Line

35.9

45

PL4 – Property Line

36.4

45

PL5 – Property Line

27.5

45

PL6 – Property Line

30.7

45

Modeled Receptor

(a) Modeled sound level is the substation sound level with an expected 5-dBA tonal penalty added.
(b) No tonal penalty applied to this location. Sound is dominated by cooling modules which are not tonal.
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8. The noise report for the Coopers Mills Road Substation states that it is unclear
whether this portion of the project will produce tonal sound, but even without a 5 dBA
penalty, the anticipated sound levels will exceed the noise standards. Please analyze
the sound levels from the equipment to be installed to determine if it creates tonal
sound. Please describe what additional noise mitigation measure you propose to
bring the project into compliance with the noise standards.
RESPONSE

As a conservative approach, it is assumed the substation will emit tonal sounds at the
property line. The substation equipment (i.e., transformers and reactors) generates
tones, per the MDEP definition, that could be measured at the property line when
background sounds are low. For compliance demonstration, a 5 dBA penalty would be
added to overall measured sound levels if a tone were present at that location, and the
sound level with the penalty applied must remain below 45 dBA. Therefore, mitigation
has been designed and proposed to limit sound emitted by the substation below 45 dBA
minus the 5 dBA penalty (i.e., 40 dBA) at all points along the property line.
Source sound levels for the existing transformers and STATCOM equipment have been
updated in the model to reflect the recently provided, vendor-specific sound levels for
similar STATCOM equipment currently being installed at Coopers Mills Substation. With
the change, the model-predicted sound levels are slightly higher than the previous
submission. The substation property lines have also been updated to include all
properties owned by CMP near the Coopers Mills Substation.
In order to limit substation sound to below 40 dBA at all property lines, walls were
modeled next to the main transformer and next to the new STATCOM cooling fans. The
transformer sound wall was designed to be 20 feet tall by 105 linear feet, in an “L”
shape on the north and east sides of the transformer. The wall next to the STATCOM
cooling fans was designed to be 10 feet tall by 70 linear feet, located on the north side
of the fans. The new substation layout with the sound wall locations is depicted in
Figure B-1 of Attachment B. The sound contours for the new substation layout are
included as Figure B-2 of Attachment B.
The updated maximum property line sound levels are provided below in Table 1. The
table includes sound levels for the substation with and without the walls. Each sound
level shown in the table has been increased by 5 dBA to reflect the potential tonal
penalty that could be applied when compared with the limits.
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Table 1: Modeled Operational Sound Levels with Tonal Penalty

PL1 – Property Line

Modeled Sound
Level without
Sound Wallsa
(dBA)
39.9

Modeled Sound
Level with Sound
Wallsa
(dBA)
40.1

PL2 – Property Line

46.2

44.3

45

PL3 – Property Line

46.1

43.4

45

PL4 – Property Line

47.6

44.3

45

Modeled Receptor

(a)

Sound Level
Requirement
(dBA)
45

Modeled sound level is the substation sound level including the addition of an expected 5 dBA tonal penalty.

Modeling indicates that with the two sound walls installed, the Coopers Mills Substation
with the new STATCOM would remain below the MDEP sound level limits at all points
along all property lines.
If subsequent modeling (using vendor-provided sound data on STATCOM equipment to
be installed as part of the NECEC project) predicts that applicable MDEP sound level
limits will be exceeded at any property lines, CMP will update its proposal to include
sound walls. These walls would be designed to be mostly absorptive sound panels with
standard sound reduction properties. Specific wall properties and dimensions will be
determined during detailed design of the project.
9. Table 5-18 indicates that the predicted sound level at PL2 is 45.5-dBA and at PL3 is
45.8-dBA, however the sound contour map (figure 5.5.5) indicates that the predicted
sound levels at these two property lines is near 40-dBA. Please indicate which is
correct.
RESPONSE
The Modeled Sound Level shown in the various tables included an additional 5 dBA for the tonal
penalty, as opposed to lowering the statutory limit (i.e., each level has been increased by 5 dBA
to account for the tonal penalty if one is expected to occur). In Table 5-18 specifically, PL2 was
modeled to equal 40.5 dBA, the level shown in the contour, but a 5 dBA penalty was added to
this. Therefore, the sound level compared to the sound level limit shown in the table is 45.5 dBA
with the penalty included, for a modeled/anticipated 40.5 dBA impact. Similarly, PL3 was
increased to account for tonal sound (as was PL1). The footnote on Table 5-18 was incorrect.
The correct footnote is shown below.
Table 5-18: Modeled Operational Sound Levels

PL1 – Property Line

Modeled Sound Levela
(dBA)
36.2

Sound Level Limit
(dBA)
45

PL2 – Property Line

45.5

45

PL3 – Property Line

45.8

45

Modeled Receptor

(a) Modeled sound level is the substation sound level with an expected 5-dBA tonal penalty added
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As discussed in the response to information request #9 above, modeling indicates that, if
needed, the installation of two sound walls would allow the Coopers Mills Substation to remain
below the MDEP sound level limits at all points along all property lines.

10. Exhibit 7-3 provides information concerning impacts to IWWHs including the amount
of acreage to be cleared. Please provide the cumulative amount of total of area to be
cleared in IWWH.
RESPONSE
The cumulative total acreage to be cleared within all IWWHs is 22.30 acres. Exhibit 7-3 will be
revised to accurately reflect the cumulative total acreage to be cleared in all IWWHs. The
revised exhibit will be provided in a subsequent submittal.

11. Unlike the exhibit for IWWH, Exhibit 7-5 does not provide the amount of area to be
cleared in the vernal pool habitats. Please provide the cumulative amount of area to
be cleared in vernal pool habitats broken down by whether the pools are significant,
potentially significant, or amphibian breeding areas.
RESPONSE
CMP will provide a response to this request concurrent with its response to the December 20,
2017, Maine Department of Inland Fisheries and Wildlife vernal pool data request provided to
CMP by the MDEP.

12. The majority of the poles for the DC portion of the line are single-pole, selfweathering, structures that are approximately 100 feet tall. Will these structures be
placed on a foundation or will they be placed in a drilled hole similar to other utility
line structures? If they are to be placed on a foundation, please provide typical
dimensions. Also, please provide typical dewatering plans for foundation holes, and
site-specific plans for those structures within 75 feet of a protected natural resource.
RESPONSE
Whenever soil and loading conditions allow, structures on the DC portion of the line will be
direct embed structures installed by excavating native soil, inserting the pole(s), and backfilling
with suitable fill material which may include native soil, sand, rock, clean stone, concrete, and/or
flowable fill (also known as controlled low strength material; flowable fill is a concrete-like mix
used as non-structural fill primarily as a replacement for compacted backfill). Concrete or
flowable fill will remain at or slightly above grade and the surface around the direct embed
structure will be restored with native material and will cover the backfill material. The fill area for
direct embed structures is approximately 40 square feet.
A number of concrete caisson-type foundations are likely to be required for angle and dead-end
structures. While it is possible that some dead-end and angle structures could be direct embed
structures with guy wires, CMP took the most conservative approach when estimating impacts
by assuming that all angle and dead-end structures would require concrete foundations. As the
design progresses, a final accounting of structures requiring concrete foundations (based on
NECEC / MDEP Information Request
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construction access, subsurface soil profiles, structural analysis, etc.) will be performed. The fill
area for concrete foundations will typically occupy approximately 80 square feet per pole.
Dewatering will be performed in all excavations containing water prior to backfill or concrete
pouring activities. It is important to note that site conditions across the project vary widely and
not all excavations will contain water or require dewatering. Topography and soil characteristics,
as well as seasonal and weather variations, are just a few variables that can affect the presence
of water and the need for dewatering, thus making it impractical to develop site specific plans for
dewatering prior to construction activities. In all cases when dewatering is necessary, it will be
conducted in a manner that minimizes impacts to water resources to the fullest extent
practicable and maintains compliance with permit conditions and water quality standards. Such
dewatering details are outlined in the attached NECEC Project Construction Dewatering Plan
(see Attachment C).

13. The VCP states that there will be no accumulation of slash within 250 feet of an IWWH
and impacts to scrub-shrub vegetation in and within 250 of an IWWH will be
minimized. Do you mean within 250 of the wetland that creates the IWWH or do you
mean 250 back from the edge of the IWWH? An IWWH includes the wetland as well as
a 250-foot area around the wetland.
RESPONSE
Exhibit 10-1: NECEC Construction Vegetation Clearing Plan (“VCP”), Section 6.0 defines the
IWWH as the “inland wetland complex used by waterfowl and wading birds, plus a 250 foot
nesting habitat area surrounding the wetland. The nesting habitat is considered to be part of the
mapped IWWH.” This definition is consistent with MDEP Regulations Chapter 305 (Natural
Resources Protection Act – Permit by Rule Standards) and Chapter 335 (Wetlands and
Waterbodies Protection). This section also states, “No additional buffers are proposed for
IWWHs beyond this mapped habitat, and as such the vegetation maintenance restrictions apply
to the mapped habitat only.”
Section 6.1 includes additional vegetation clearing restrictions within the IWWH, which (based
on the definition in Section 6.0) apply only within the mapped habitat. Section 6.1, subsections
g. and h. refer to accumulation of slash and impacts to vegetation “within 250 feet of the edge of
the IWWH,” and “in and within 250 of the IWWH,” respectively. These subsections are
inaccurate.
Consistent with the IWWH definition in MDEP regulations and in VCP Section 6.0, subsections
g. and h. will be revised as follows:
g. No accumulation of slash will be left within the IWWH.
h. Impacts to scrub-shrub and herbaceous vegetation within the IWWH will be minimized to the
maximum extent practicable.
A revised VCP will be submitted to MDEP in a subsequent submittal.
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14. The VMP states that all woody vegetation in the wire zone, whether capable or noncapable will be cut during routine maintenance. Much of the DC line will be hung from
structures that are approximately 100 feet tall, with the conductors, at the structure
location approximately 75 feet above the ground. This will result in the conductors
being substantially higher than other transmission lines with 45-foot tall structures.
Why do non-capable species that are over ten feet tall need to be removed within 25
feet of streams and brooks, especially in that portion of the project from Beattie
Township to the Forks?
RESPONSE
The VMP states: “Follow-up maintenance activities during operation of the line require the
removal of ’capable species’, dead trees, and 'hazard trees.’ Capable trees are those plant
species and individual specimens that are capable of growing tall enough to violate the required
clearance between the conductor and vegetation established by NERC. Due to the sag of the
electric transmission lines between the poles, which varies with the distance between poles,
tension on the wire, electrical load, air temperature and other variables, the required clearance
is typically achieved by removing all capable species during each maintenance cycle.” The
HVDC transmission line spans are a much greater distance than typical existing transmission
lines supported by 45-foot tall poles. As such, conductor sag and height between the two is not
an equal comparison. Further, there are additional restrictions that apply to vegetation
maintenance within stream buffers, specifically “within that portion of the 25-foot stream buffer
that is within the wire zone (i.e., within 15 feet, horizontally, of any conductor, see Figure 1
located at the end of the VMP). In this case all woody vegetation over 10 feet in height, whether
capable or non-capable, will be cut back to ground level and resulting slash will be managed in
accordance with the Maine Slash Law.” The reason for removal of non-capable species over 10
feet tall within 25 feet of streams and brooks within the wire zone is because they have the
potential to grow into the conductor safety zone between periodic (every 4 years) maintenance
cycles. Additionally, allowing the vegetation to grow taller and larger prior to its cutting or
removal would entail a more intensive maintenance effort requiring heavy equipment operation,
would cause increased ground disturbance, and would result in a higher risk of sedimentation
as well as temporary (e.g., wetland and waterbody crossings) and secondary impacts during
each maintenance cycle.

NECEC / MDEP Information Request
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15. In the vegetation maintenance restrictions within stream buffers, the VMP states that
these additional restrictions will allow for taller vegetation within the 25-foot buffer
area to provide additional shading and reduce impacts. With the exception of cutting
by hand, restrictions on herbicide use, and restrictions on refueling, what different
practices does CMP utilize during maintenance that allows for taller vegetation to
grow? The first bullet in that sections states that all woody vegetation, whether
capable or non-capable will be cut.
RESPONSE
The first bullet cited in the above question (#15), further clarifies that within the wire zone (i.e.,
within 15 feet, horizontally, of any conductor) all woody vegetation over 10 feet in height,
whether capable or non-capable, will be cut back to ground level. This Plan also allows for taller
vegetation within the 25-foot stream buffer to remain if it is located outside of the “wire zone”
(see Figure 1 located at the end of the VMP). The “wire zone” does not include the full width of
the ROW.

16. In the Installation of Crossings section of the Environmental Guidelines for
Construction and Maintenance Activities on Transmission Line and Substation
Projects, section 4.2, Installation of Culverts states, “Compaction should be done in
no less than 8-inch lifts.” Should this read, “Compaction should be done in no more
than 8-inch lifts”?
RESPONSE
Yes, CMP will revise this document accordingly.

17. In the Groundwater section of the application there is a discussion about abandoning
groundwater wells. Do you know of any wells that will need to be abandoned as part
of this project?
RESPONSE
No, the project as currently designed does not require that any groundwater wells be
abandoned. The discussion was included in the application in the event of a design change that
necessitates well abandonment or if a well is discovered that requires abandonment to protect
groundwater or address safety concerns.

NECEC / MDEP Information Request
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18. You will need to provide estimated quantities of construction debris and final
disposal location(s).
RESPONSE
As discussed in Section 18.0 of the Site Law Application, CMP anticipates that solid waste
generated from construction and demolition activities associated with the NECEC Project will be
limited to land clearing and construction debris. The following table provides estimated
quantities of wastes anticipated to be generated during the construction of the NECEC.

MATERIAL
Wood (timber, slash, stumps, etc.)

Estimated Disposal Quantity
(cubic yards)*
30,000

Treated wood (poles, cross arms)

600

Metals (Ferrous and Non-Ferrous)

25

Porcelain Insulators

10

Food waste, plastics, common trash

50

Wooden Cable Spools & Pallets

120

Wooden Insulator Crates

8

Concrete Debris

25

Spoils (Transmission Lines)

5,700

Spoils (Substations)

31,000
Total

67,538

Note*: Wood materials associated with clearing will be sold as marketable timber, chipped for biomass
facilities, manufactured into erosion control mulch (i.e., stumps), and/or chipped and spread within the Project
right-of-way. CMP does not anticipate these materials to be shipped to a landfill. Wastes that will be recycled
include metals, porcelain insulators, wooden cable spools, concrete debris and some plastics. Excess spoils
will either be re-used on site, spread and revegetated within the right-of-way, or disposed of at an approved
location.

CMP’s priority is to minimize solid waste generation by implementing and utilizing
environmentally responsible construction management practices. Furthermore, in the contract
process for the project’s general contractors, CMP will require, and provide oversight during
construction to ensure, that the contractor complies with all applicable laws including the Maine
Solid Waste Management and Recycling Law (38 M.R.S. § 2101 et seq.); federal hazardous
waste regulations (Title 40 Code of Federal Regulations [CFR] Parts 260-279 and Part 124);
and PCB regulations (US EPA Toxic Substances Control Act (TSCA) – 40 CFR 761). Under
CMP’s typical contract structure, demolition debris becomes the property of the contractor,
which is contractually obligated to dispose of materials at an appropriate CMP-approved, statelicensed disposal facility or scrap yard. In the contract documents, CMP provides a list of owner-
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approved recycling and disposal facilities for each anticipated waste stream (See Attachment
D). CMP allows the contractor to propose alternate disposal facilities, however these facilities
must be pre-approved by CMP and in compliance with all applicable laws.
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ENVIRONMENTAL INFORMATION REQUEST
Natural Resource Map Questions

Project
Segment

New England Clean Energy Connect - Natural Resource Map Data Requests
MDEP Request For Information

CMP Response

Map Page

2

123

2

148

2

155-156

2

157

2

160

3
3
3

188
190
193

3

194

3

212

3
3
3

202
217
218

November 20, 2017 Data Request
Map ONLY included with Data Request. This row added to the spreadsheet by the Applicant.
The arrow drawn on the map seems to request a shift in the access road to the south to avoid WET-55-01.
We agree that the access road should be shifted to the south side of structure 3006-S-476 to avoid the
resource. This change to the maps and impact calculations will be incorporated once 60% engineering
design is complete. Development of the more detailed design may shift some structure locations and
access roads project-wide. CMP will analyze all access road locations from an impact and constructability
standpoint. The updated maps and impact calculations will be submitted to the agencies for review as an
amendment to the application.
There is construction access that crosses wetland 66-05 which is not needed. Structure 3006-S418 can be accessed from the west and 3006-S-417 can be accessed from the east
Structure 3006-S-399 could be accessed from the east, eliminating the road from 3006-S-400
and two wetland crossings
The construction road to 3006-S-396 could be extended to 3006-S-395 eliminating one wetland
crossing
The construction road to 3006-S-388 can be relocated to avoid a wetland crossing

Agreed, this section of access road is not needed. This change to the maps and impact calculations will be
incorporated in a subsequent submittal.
Agreed. This change to the maps and impact calculations will be incorporated in a subsequent submittal.

Impacts to wetland 85-01 could be minimized by utilizing an upland island

Agreed, impacts to WET-85-01 can be minimized by shifting the access road to the west of the HVDC line.
The changes will be incorporated in a subsequent submittal.
Agreed, the access road will be shifted to avoid the resource in a subsequent submittal.
Agreed, the access road will be shifted to minimize impacts in a subsequent submittal.
This access road will be reevaluated to minimize wetland impact and reduce conflicts in traveling under the
existing line. The changes will be incorporated in a subsequent submittal.

Impacts to wetland 86-03 can be completely avoided if the access road goes around it.
Impacts to wetland 87-08 could be minimized by realigning the road
Impacts to wetland 88-04 could be minimized by realigning the road
Impacts to wetlands 96-02 &96-03 could be minimized by realigning the road
Impacts to wetland 91-07 could be reduced by accessing structure 3006-S-287 from the
opposite direction
Impacts to wetlands 98-03, 98-04, & 98-05 could be minimized by realigning the road
Impacts to wetland 98-06 could be minimized by realigning the road

NECEC / MDEP Information Request
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This change will not eliminate wetland impact; WET-71-100 spans the entire cleared corridor width so
some wetland impact is unavoidable in this location.
This change will not eliminate wetland impact; WET-71-100 spans the entire cleared corridor width so
some wetland impact is unavoidable in this location. This access road will be slightly shifted to the south to
traverse a narrower section of the wetland. This map change and impact calculations will be incorporated
in a subsequent submittal.

Agreed, this access road will be shifted south of the existing overhead line, to minimize impacts to both of
these resources. The changes will be incorporated in a subsequent submittal.
WET-91-07 cannot be accessed from the opposite direction; the proposed access change would conflict
with a railroad bed.
Agreed, the changes will be incorporated in a subsequent submittal.
Agreed, the changes will be incorporated in a subsequent submittal.
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Project
Segment

New England Clean Energy Connect - Natural Resource Map Data Requests
MDEP Request For Information

CMP Response

Map Page

3
3

220
221

3

223

3

226

3

227

3
3

229
237

3

261

3

264

3

268

3
3
3

269
277
285

3
3

288
310

Crossing PSTR 99-05 is not in the crossing table

Confirmed, this is included in Exhibit 7-7 NECEC Waterbody Crossing Table. Due to the way the Feature ID
was named and organized, it is impossible to sort the table by geographic location. The table, as presented
in the application, is sorted by Segment only, however all resources are included.

Impacts to wetland 100-03 can be avoided by realigning the road
Impacts to wetlands 101-01 & 101-02 can be avoided by realigning the road

Agreed, the changes will be incorporated in a subsequent submittal.
Impacts to WET-101-01 could be avoided completely by access road realignment. Impact to WET-101-02
will remain the same because this resource extends across the entire corridor width. The map mark-up
suggests that impacts to WET-101-02 can be partly avoided by hugging the treeline, however avoidance
won't be possible since the access road must be located a safe distance away from the trees.

Impacts to wetland 102-04 and SVPs 102-02 & 102-03 could be minimized by realigning the
road

Agreed, access in this location will be realigned to minimize impacts and avoid conflict with the existing
overhead lines and structures. Changes to access and impact calculations will be incorporated in a
subsequent submittal.

Impacts to wetland 103-07 could be avoided by using what appears to be an existing road that
runs along the edge of the cleared ROW
Structure 3009-S-221 could be accessed using an existing road in the already cleared ROW and
eliminate the crossing of wetland 104-01

Agreed, the access road will be shifted to the west side of the corridor, which will avoid WET-103-07.
Changes to access and impact calculations will be incorporated in a subsequent submittal.
While it appears that the existing road could be utilized, it also appears that there is an existing
snowmobile bridge over PSTR-103-02, which may not accommodate heavy equipment travel. The existing
road runs parallel to ISTR-103-01 suggesting that additional stream impacts would be incurred from this
change. Accessing structure 3006-S-220 as proposed in the application involves temporary fill in WET-10401 and avoids the two stream crossings, ISTR-103-01 or PSTR-103-12, reducing impacts to the streams and
risk of sedimentation.

Impacts to wetland 107-06 could be avoided by realigning the road
Impacts to wetland 116-02 and PSVP 118-02 could be minimized by utilizing and existing road
to access structure 3006-S-142 all the way through the habitats and then turning to the
structure
Impacts to PSVP 119-03 could be minimized by utilizing an existing road to access structure
3006-S-135

Agreed, the changes will be incorporated in a subsequent submittal.
Agreed, the changes will be incorporated in a subsequent submittal.

Impacts to wetland 121-03 could be minimized by access structure 3006-S-126 from the
opposite direction
Impacts to wetland 121-04 could be eliminated by access structure 3006-S-124 from Moose Hill
Road and structure 3006-S-125 from the Turmel Road
Impacts to wetland 125-06 could be avoided by realigning the road
Impacts to wetland 129-02 could be avoided by realigning the road
Impacts to wetland 130-S-01 and PSVP 130-08 could be minimized by realigning the road and
utilizing an existing road along the edge of the ROW to access structure 3006-S-79
Impacts to wetland 140-06 could be avoided by realigning the road
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The current alignment has some impacts to upland portions of the 250-foot critical terrestrial habitat
associated with PSVP-119-03. This access was chosen to minimize temporary fill in WET-119-03 and VP119-04 (also located within the CTH). The access road also runs adjacent to the clearing limits, which will be
impacted by clearing crews. For these reasons, CMP favors the current access layout.
The current access road was chosen to avoid crossing stream PSTR 121-04. For this reason CMP favors the
current access road alignment.
Agreed, the changes will be incorporated in a subsequent submittal.
Agreed, the changes will be incorporated in a subsequent submittal.
Agreed, the changes will be incorporated in a subsequent submittal.
The current access road was chosen to minimize wetland impact to WET-130-01, while staying close to the
clearing limits, which will be traversed by clearing equipment. CMP favors the current access road layout.
Agreed, the changes will be incorporated in a subsequent submittal.
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New England Clean Energy Connect - Natural Resource Map Data Requests
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Project
Segment

Map Page

3

311

3
4

316
342

4
4

354
356

4

358

4

358

5

366

5

370

5

Impacts to PSVP-140-04 could be minimized by straightening the road and utilizing the existing
disturbed area along the edge of the cleared ROW
Impacts to wetland 143-01 could be reduced by accessing structure 3006-S-12 from an
extension of the access road to structure 3006-S-11
Impacts to wetlands 154-02 & 154-03 could be avoided by realigning the road.
Impacts to wetland 159-08 could be minimized by realigning the access to structure 62-97 to an
area outside the wetland
Impacts to wetland 160-08 could be avoided by realigning the road
Impacts to wetland 161-16 could be minimized by relocating the road to structures 62-133, 64258, 62-122, & 64-238 to and area outside the wetland
Impacts to wetland 161-16 could be minimized by relocating the road to structures 64-260, 64240, 64-123, & 64-239 to and area outside the wetland
The center line of the project between structures 3027-207 and 3027-208 goes outside of the
ROW owned by CMP

Agreed, changes will be incorporated in a subsequent submittal.

Impacts to wetland 183-01 could be minimized by utilizing an existing road to access structures
3027-189 and 3027-190
There is a road between structures 3027-142 and 3027-141 that does not appear to have any
way to access it. Also, the structure numbering in this section appears to be out of sequence

The access road will be reevaluated to minimize impacts to WET-183-01.

405
Structure within 21 feet of PSTR-00-10

1
1
1
1
1

Agreed, changes will be incorporated in a subsequent submittal.
Agreed, changes will be incorporated in a subsequent submittal.
Agreed, changes will be incorporated in a subsequent submittal.
Agreed, changes will be incorporated in a subsequent submittal.
Agreed, changes will be incorporated in a subsequent submittal.
Agreed, changes will be incorporated in a subsequent submittal.
The corridor alignment in this location was misinterpreted during the preparation of project mapping
resulting in the omission of an angle in the corridor. The corrected map will show that the project as
designed remains within the ownership of CMP. Tree clearing will be required between structure 3027-208
and 3027-204. These items will be corrected as the project design progresses. Additional impacts resulting
from this change and updated natural resource maps will be provided in a subsequent submittal.

Access was not proposed through this wetland/stream complex (PSTR-178-01, PSTR-178-02 and WET-17806) due to sedimentation risk and constructability of access. The access road to structure 3027-142 enters
the ROW at Gardiner Road on Map 374. The access road to structure 3027-141 enters the ROW at Lothrop
Road on Map 383. The structures are numbered sequentially from north to south (Coopers to Maine
Yankee), but the map set is laid out from south to north, creating some confusion to the reviewer. The map
set will be laid out from south to north consistent with the structure numbering to clear up such confusion.

381-382
The road to structures 3027-57 through 3027-51 is between Cooper Road and Gardiner Road
and impacts to wetland 167-01 could be minimized by eliminating the access from Cooper Road

5

CMP Response

3
115
35
26
63

December 12, 2017 Data Request
As the transmission design progresses, structure locations will be modified to maintain a minimum of 25
feet from waterbodies to the greatest extent practicable. CMP will prepare and submit a site-specific
erosion and sedimentation control plan for all structures that cannot be sited greater than 25 feet from a
waterbody. A revised waterbody table will be provided in a subsequent submittal.

Structure within 3 feet of ISTR51-14
Structure within 12 feet of ISTR-15-05
Structure within 8 feet of ISTR-RR-11-04
Structure within 5 feet of ISTR-SRDI-28-03

NECEC / MDEP Information Request

This access cannot be eliminated since it provides access to structures 3021-51 through 49. Access is not
proposed between 3027-49 and 48 due to known swampy/boggy area between these two structures.
Impacts are minimized in this area by avoiding access between structure 3027-49 and 48.

See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
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New England Clean Energy Connect - Natural Resource Map Data Requests
MDEP Request For Information

Project
Segment

Map Page

1
1
1
1
2
2
2

13
100
86,87
63
161, 162
162
159, 160

2
2
2
2
3
3
3
4
5

162
148
149
131
289
307
321, 322
358
366

5

MULTIPLE

1

1

1

11, 12

Structure within 8 feet of PSTR-05-02
Structure within 7 feet of PSTR-45-03
Structure within 8 feet of PSTR-38-06
Structure within 6 feet of PSTR-SRD1-28-01
Structure within 15 feet of ISTR-73-05
Structure within 20 feet of ISTR-73-06
Structure within 1-foot of PSTR-72-103
Structure within 21 feet of ISTR-73-04 according to the crossing table, but I could only locate
ISTR-73-06 which does have a structure near it
Structure within 3 feet of ISTR-66-09
Structure within 5 feet of ISTR-66-10
Structure within 16 feet of ISTR-59-02
Structure within 15 feet of ISTR-131-01
Structure within 24 feet of ISTR-138-01
Structure within 8 feet of pSTR-145-01
Structure within 15 feet of PSTR-161-01
Structure within 23 feet of ISTR-185-03
Many of the distances to the nearest structure on Segment 5 are thousands of feet away. Are
these distances correct? There is one, the crossing of ISTR-188-01, that the closest structure is
15,388 feet away. How is this possible?

CMP Response

See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
The waterbody crossing table included a typographic error. The correct name of the waterbody is PSTR-7304. A revised waterbody table will be provided in a subsequent submittal.
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
See discussion regarding 25-foot waterbody setback above
Waterbodies within the project area that are thousands of feet away from the nearest new structure on
Segment 5 are located on maps 359 through 364. As shown on the typical cross sections included in
Attachment 1 of the Site Law application, the Section 3027 transmission line will be installed on existing
lattice tower structures in this portion of Segment 5.

March 19, 2018 Data Request
End construction road at Structure 3006-263 and access Structure from 3006-262 from
An off ROW access road is incorrectly identified as entering the ROW near Wet-LT-12. We have eliminated
opposite direction and eliminate impacts to Wetland LT-6 and PSVP LT-3.
this access road from consideration because it would require additional clearing and improvements in the
LUPC P-RR subdistrict. Access road impacts between structure 3006-263 and 262 will be within an area
impacted by clearing activities.
Move access road to avoid Wet 09-01.

We will make the suggested adjustment near WET-09-01.

Move access road to minimize impacts to Wet 0913-13 and 13-15.

We propose to eliminate the access road between 3006-218 and 3006-2017, avoiding impact to WET-1313, WET-13-15, WET-13-16, WET-13-17, WET-13-09, ISTR-13-15 and ISTR 13-16. To access 3006-2017, the
access road from 3006-16 would be extended which would impact WET-13-07 and ISTR-13-10, however
this option would minimize the number of resources impacted and the overall impact (square feet) at this
location.

22

30
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Project
Segment

1

1

1

1
1

1

New England Clean Energy Connect - Natural Resource Map Data Requests
MDEP Request For Information

CMP Response

Map Page
Move access road to avoid Wet 16-14.

The suggested access road shift would result in additional tree clearing in an area outside the clearing limit.
The existing access road depicted on Map 37 shows the use of an existing road turnout off of Spencer
Road. Not using the existing turnout, which would include matting the wetland, might result in contractor
personnel mistakenly utilizing the turnout regardless, with additional risk to WET-16-14.

End construction road at Structure 3006-198 and access Structure 3006-197 from opposite
direction and eliminate impacts to Wetland 17-11.

Eliminate the construction access road in Wet-SR-30-02 and access Structure 3006-127 from an
existing logging road that crosses the ROW between Structures 3006-127 and 3006-126.

The current access road layout extends the access between 3006-198 and 3006-197, proposing temporary
fill of timber mats in WET-17-11. An access road between 3006-196 and 3006-197 was not considered, due
to the potential impact to PSTR-17-07 and PSTR-17R-03, a braided perennial stream. There is higher risk of
sedimentation to this coldwater fishery from equipment tracking or soil disturbance on either side of the
crossing if travel were to be permitted. The access through WET-17-11 will be matted in an area that will
have been already disturbed by clearing crews and will be allowed to revegetate during the following
growing season.
It appears that the access between 3006-127 and 3006-128 is not needed and we will make this change to
the maps.

Move the construction access road to minimize impacts to Wet-36-07.

We will change the access road alignment to minimize impacts to WET-36-07.

Move the construction access road to minimize impacts to Wet-51-08.

We will change the access road alignment to minimize impacts to WET-51-08.

Move the construction access road to minimize impacts to Wet-40-18.

The suggested access road shift is outside of the clearing limit and would require additional tree removal
and potential ground disturbance. To minimize impact to this resource, we propose to shift the access road
to the north side of the proposed centerline but remain with the clearing limits.
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Appendix D: Photosimulations

PHOTOSIMULATION 11: KENNEBEC GORGE Looking North, Moxie Gore, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗Panoramic view looking from north to east from near the picnic area on the Kennebec River, 1,400’+/- south of the proposed HVDC transmission line crossing. The top of one structure will be visible from this viewpoint at a distance of 1,530’. A
ĨŽƌĞƐƚĞĚďƵīĞƌŽĨĂƉƉƌŽǆŝŵĂƚĞůǇϱϱϬ͛ǁŝůůďĞŵĂŝŶƚĂŝŶĞĚĂůŽŶŐƚŚĞŶŽƌƚŚǁĞƐƚƐŚŽƌĞďĞƚǁĞĞŶƚŚĞƐŚŽƌĞůŝŶĞĂŶĚƚŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͘dŚĞĐŽŶĚƵĐƚŽƌƐǁŽƵůĚďĞĂƉƉƌŽǆŝŵĂƚĞůǇϮϬϬ͛ĂďŽǀĞƚŚĞǁĂƚĞƌůĞǀĞů͘ƉƉƌŽǆŝŵĂƚĞůǇĞŝŐŚƚĞĞŶŵĂƌŬĞƌďĂůůƐǁŝůůďĞƉůĂĐĞĚŽŶƚŚĞƐŚŝĞůĚǁŝƌĞƐ
ĂŶĚĐŽŶĚƵĐƚŽƌƐĂďŽǀĞƚŚĞ<ĞŶŶĞďĞĐ'ŽƌŐĞ͘ƉƉƌŽǆŝŵĂƚĞůǇƚǁĞůǀĞŵĂƌŬĞƌďĂůůƐĂƌĞǀŝƐŝďůĞŝŶƚŚŝƐƉŚŽƚŽƐŝŵƵůĂƟŽŶ͘
^ĞĞƉƉĞŶĚŝǆ͗^ƚƵĚǇƌĞĂWŚŽƚŽŐƌĂƉŚƐĨŽƌĂĚĚŝƟŽŶĂůŝŵĂŐĞƐ͘
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PHOTOSIMULATION 11: KENNEBEC GORGE Looking North, Moxie Gore, 3 Structure Option
ǆŝƐƟŶŐtŚŝƚĞWŝŶĞƐŶŽƌƚŚŽĨZKtǁŝůůďĞƌĞƚĂŝŶĞĚ

ǆŝƐƟŶŐtŚŝƚĞWŝŶĞƐƐŽƵƚŚŽĨZKtǁŝůůďĞƌĞƚĂŝŶĞĚ
tŚŝƚĞWŝŶĞƐůŽĐĂƚĞĚ
ǁŝƚŚŝŶZKtďƵƚŽƵƚƐŝĚĞ
ŽĨĐŽŶĚƵĐƚŽƌƐĂĨĞƚǇ
zone will be retained

200’

Assumed average
tree height of 75’

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗Panoramic view looking from north to east from near the picnic area on the Kennebec River, 1,400’+/- south of the proposed HVDC transmission line crossing. The top of one structure will be visible from this viewpoint at a distance of 1,530’. A
ĨŽƌĞƐƚĞĚďƵīĞƌŽĨĂƉƉƌŽǆŝŵĂƚĞůǇϱϱϬ͛ǁŝůůďĞŵĂŝŶƚĂŝŶĞĚĂůŽŶŐƚŚĞŶŽƌƚŚǁĞƐƚƐŚŽƌĞďĞƚǁĞĞŶƚŚĞƐŚŽƌĞůŝŶĞĂŶĚƚŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͘dŚĞĐŽŶĚƵĐƚŽƌƐǁŽƵůĚďĞĂƉƉƌŽǆŝŵĂƚĞůǇϮϬϬ͛ĂďŽǀĞƚŚĞǁĂƚĞƌůĞǀĞů͘ƉƉƌŽǆŝŵĂƚĞůǇĞŝŐŚƚĞĞŶŵĂƌŬĞƌďĂůůƐǁŝůůďĞƉůĂĐĞĚŽŶƚŚĞƐŚŝĞůĚǁŝƌĞƐ
ĂŶĚĐŽŶĚƵĐƚŽƌƐĂďŽǀĞƚŚĞ<ĞŶŶĞďĞĐ'ŽƌŐĞ͘ƉƉƌŽǆŝŵĂƚĞůǇƚǁĞůǀĞŵĂƌŬĞƌďĂůůƐĂƌĞǀŝƐŝďůĞŝŶƚŚŝƐƉŚŽƚŽƐŝŵƵůĂƟŽŶ͘
^ĞĞƉƉĞŶĚŝǆ͗^ƚƵĚǇƌĞĂWŚŽƚŽŐƌĂƉŚƐĨŽƌĂĚĚŝƟŽŶĂůŝŵĂŐĞƐ͘
^ĐĂůĞZĞĨĞƌĞŶĐĞĨƌŽŵϯDŽĚĞů͗dŚĞŐƌĞĞŶůŝŶĞƐƌĞƉƌĞƐĞŶƚĂŶĂƐƐƵŵĞĚĂǀĞƌĂŐĞŚĞŝŐŚƚŽĨϳϱ͛ĨŽƌĞǆŝƐƟŶŐƚƌĞĞƐ͘^ĞǀĞƌĂůǁŚŝƚĞƉŝŶĞƐĂůŽŶŐƚŚĞƌŝǀĞƌ͛ƐĞĚŐĞĂƉƉĞĂƌƚĂůůĞƌƚŚĂŶϳϱ͛ŝŶŚĞŝŐŚƚ͘dŚĞŵĂŐĞŶƚĂůŝŶĞƌĞƉƌĞƐĞŶƚƐϮϬϬ͛ĨƌŽŵƚŚĞǁĂƚĞƌƐƵƌĨĂĐĞĚŝƌĞĐƚůǇďĞŶĞĂƚŚƚŚĞƉƌŽƉŽƐĞĚ
conductors (lowest point in conductor sag).
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Appendix D: Photosimulations

EXISTING CONDITIONS 11A: KENNEBEC GORGE Looking Northeast, Moxie Gore

ǆŝƐƟŶŐŽŶĚŝƟŽŶƐ͗Normal view looking northeast from the Kennebec Gorge.
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Appendix D: Photosimulations

PHOTOSIMULATION 11A: KENNEBEC GORGE Looking Northeast, Moxie Gore, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗Normal view looking northeast from near the picnic area on the Kennebec River 1,400’+/- south of the proposed HVDC transmission line crossing. The top of one structure will be
ǀŝƐŝďůĞĨƌŽŵƚŚŝƐǀŝĞǁƉŽŝŶƚĂƚĂĚŝƐƚĂŶĐĞŽĨϭ͕ϱϯϬ͛͘dŚĞůŽǁĞƐƚƉŽŝŶƚŽĨƚŚĞĐŽŶĚƵĐƚŽƌƐǁŽƵůĚďĞĂƉƉƌŽǆŝŵĂƚĞůǇϮϬϬ͛ĂďŽǀĞƚŚĞǁĂƚĞƌůĞǀĞů͘ƉƉƌŽǆŝŵĂƚĞůǇĞŝŐŚƚĞĞŶŵĂƌŬĞƌďĂůůƐǁŝůůďĞƉůĂĐĞĚŽŶƚŚĞƐŚŝĞůĚ
wires and conductors above the Kennebec Gorge.
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Appendix D: Photosimulations

EXISTING CONDITIONS 11B: KENNEBEC GORGE Looking Northeast, Moxie Gore, 3 Structure Option

ǆŝƐƟŶŐŽŶĚŝƟŽŶƐ͗Normal view looking northeast from the Kennebec Gorge.
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Appendix D: Photosimulations

PHOTOSIMULATION 11B: KENNEBEC GORGE Looking Northeast, Moxie Gore, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗Normal view looking northeast from near the picnic area on the Kennebec River 1,400’+/- south of the proposed HVDC transmission line crossing. The lowest point of the conductors
ǁŽƵůĚďĞĂƉƉƌŽǆŝŵĂƚĞůǇϮϬϬ͛ĂďŽǀĞƚŚĞǁĂƚĞƌůĞǀĞů͘ƉƉƌŽǆŝŵĂƚĞůǇĞŝŐŚƚĞĞŶŵĂƌŬĞƌďĂůůƐǁŝůůďĞƉůĂĐĞĚŽŶƚŚĞƐŚŝĞůĚǁŝƌĞƐĂŶĚĐŽŶĚƵĐƚŽƌƐĂďŽǀĞƚŚĞ<ĞŶŶĞďĞĐ'ŽƌŐĞ͘
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Kennebec Gorge Photosimulations

PHOTOSIMULATION 32: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option
MODEL OVERLAY REFERENCE

WŚŽƚŽƐŝŵƵůĂƟŽŶϯϮͲZĞǀŝƐĞĚ

WŚŽƚŽƐŝŵƵůĂƟŽŶϯϮͲZĞǀŝƐĞĚ

WŚŽƚŽƐŝŵƵůĂƟŽŶϯϮͲZĞǀŝƐĞĚ

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗WĂŶŽƌĂŵŝĐǀŝĞǁůŽŽŬŝŶŐĨƌŽŵƐŽƵƚŚƚŽƐŽƵƚŚǁĞƐƚĨƌŽŵĂƉŽŝŶƚϳϱϬ͛нͬͲŶŽƌƚŚŽĨƚŚĞƉƌŽƉŽƐĞĚ,sƚƌĂŶƐŵŝƐƐŝŽŶůŝŶĞĐƌŽƐƐŝŶŐŽĨƚŚĞ<ĞŶŶĞďĞĐZŝǀĞƌŶĞĂƌĂƌĂŌŝŶŐĐŽŵƉĂŶǇƉŝĐŶŝĐĂƌĞĂ͘dŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͕ƐĐƌĞĞŶĞĚďǇǀĞŐĞƚĂƟŽŶŝŶƚŚŝƐǀŝĞǁ͕ŝƐ
ϴϱϬ͛нͬͲƚŽƚŚĞƐŽƵƚŚ͘ŽŶĚƵĐƚŽƌƐ͕ĂƉƉƌŽǆŝŵĂƚĞůǇϮϬϬ͛ĂďŽǀĞƚŚĞƌŝǀĞƌ͕ǁŝůůďĞǀŝƐŝďůĞƚŽƌĞĐƌĞĂƟŽŶĂůďŽĂƚĞƌƐĨŽƌĂƉƉƌŽǆŝŵĂƚĞůǇϭ͕ϲϬϬ͛ĂƉƉƌŽĂĐŚŝŶŐƚŚĞĐƌŽƐƐŝŶŐ͘DĂƌŬĞƌďĂůůƐǁŝůůďĞǀŝƐŝďůĞŽŶƚŚĞƐŚŝĞůĚǁŝƌĞƐĂŶĚĐŽŶĚƵĐƚŽƌƐ͘
ϯDK>^ĐĂůĞZĞĨĞƌĞŶĐĞ͗dŚŝƐƉĂŶŽƌĂŵŝĐĚŝĂŐƌĂŵƐŚŽǁƐƚŚĞ͚ŶŽƌŵĂů͛ǀŝĞǁŽƵƚƉƵƚĨƌŽŵƚŚĞŵŽĚĞůŝŶŐƐŽŌǁĂƌĞŽǀĞƌƚŚĞŵĞƌŐĞĚƉĂŶŽƌĂŵŝĐŝŵĂŐĞ͘ƵĞƚŽƚŚĞƌĞůĂƟǀĞůǇĐůŽƐĞ;ϳϱϬ͛ͿĚŝƐƚĂŶĐĞŽĨƚŚĞǀŝĞǁĞƌƚŽƚŚĞƉƌŽƉŽƐĞĚĐŽŶĚƵĐƚŽƌƐ͕ƚŚĞůŝŶĞƐĂƉƉĞĂƌƐŝŵŝůĂƌƚŽĂ͞ĮƐŚĞǇĞ͟
ůĞŶƐ;ŝ͘Ğ͘ƚŚĞĐŽŶĚƵĐƚŽƌƐƐĞĞŵǁŝĚĞƌĂŶĚŚŝŐŚĞƌŽǀĞƌƚŚĞŵŝĚĚůĞŽĨƚŚĞƌŝǀĞƌͿ͘/ŶƚŚĞƉŚŽƚŽƐŝŵƵůĂƟŽŶƐƵďŵŝƩĞĚŽŶϭϮͬϭϮͬϭϳ͕ƚŚĞůŽĐĂƟŽŶŽĨƚŚĞĐŽŶĚƵĐƚŽƌƐǁĞƌĞĂĚũƵƐƚĞĚƚŽĂƉƉĞĂƌĂƐĐŽŶƟŶƵŽƵƐůŝŶĞƐǁŚŝĐŚƌĞƐƵůƚĞĚŝŶƚŚĞůŝŶĞƐĂƉƉĞĂƌŝŶŐƚŽďĞĂƉƉƌŽǆŝŵĂƚĞůǇϮϱ͛ůŽǁĞƌƚŚĂŶ
ƚŚĞǇǁŽƵůĚĂƉƉĞĂƌĨƌŽŵƚŚŝƐǀŝĞǁƉŽŝŶƚ͘dŚĞƉƌŽƉŽƐĞĚWƌŽũĞĐƚǀŝƐŝďŝůŝƚǇŝƐďĞƐƚĂƐƐĞƐƐĞĚďǇƌĞǀŝĞǁŝŶŐƚŚĞŶŽƌŵĂůǀŝĞǁƐďĞĐĂƵƐĞƚŚĞƌĞŝƐŶŽĚŝƐƚŽƌƟŽŶ͕ƐĞĞƚŚĞƵƉĚĂƚĞĚŝŵĂŐĞƐŝŶĐůƵĚĞĚŽŶƚŚĞĨŽůůŽǁŝŶŐƉĂŐĞƐ͘ůƐŽŝŶĐůƵĚĞĚŝŶƚŚĞŝŵĂŐĞĂďŽǀĞĂƌĞƐĐĂůĞƌĞĨĞƌĞŶĐĞƐĨƌŽŵƚŚĞϯ
DŽĚĞů͖ƚŚĞŵĂŐĞŶƚĂůŝŶĞƌĞƉƌĞƐĞŶƚƐϮϬϬ͛ĨƌŽŵƚŚĞǁĂƚĞƌƐƵƌĨĂĐĞĚŝƌĞĐƚůǇďĞŶĞĂƚŚƚŚĞƉƌŽƉŽƐĞĚĐŽŶĚƵĐƚŽƌƐ;ůŽǁĞƐƚƉŽŝŶƚŽĨĐŽŶĚƵĐƚŽƌƐĂŐͿĂŶĚƚŚĞŐƌĞĞŶůŝŶĞƐƌĞƉƌĞƐĞŶƚĂŶĂƐƐƵŵĞĚĂǀĞƌĂŐĞŚĞŝŐŚƚŽĨϳϱ͛ĨŽƌĞǆŝƐƟŶŐƚƌĞĞƐǁŝƚŚŝŶƚŚĞWƌŽũĞĐƚĐŽƌƌŝĚŽƌ͘^ĞǀĞƌĂůǁŚŝƚĞƉŝŶĞƐĂůŽŶŐ
the river’s edge appear taller than 75’ in height.
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Kennebec Gorge Photosimulations

EXISTING CONDITIONS 32A: KENNEBEC GORGE PICNIC AREA Looking South, 3 Structure Option

ǆŝƐƟŶŐŽŶĚŝƟŽŶƐ͗Normal view looking south from a picnic area on the Kennebec River.
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Kennebec Gorge Photosimulations

PHOTOSIMULATION 32A Revised: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗EŽƌŵĂůǀŝĞǁůŽŽŬŝŶŐƐŽƵƚŚĨƌŽŵĂƉŽŝŶƚϳϱϬ͛нͬͲŶŽƌƚŚŽĨƚŚĞƉƌŽƉŽƐĞĚ,sƚƌĂŶƐŵŝƐƐŝŽŶůŝŶĞĐƌŽƐƐŝŶŐŽĨƚŚĞ<ĞŶŶĞďĞĐZŝǀĞƌŶĞĂƌĂƉŝĐŶŝĐĂƌĞĂ͘dŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͕ƐĐƌĞĞŶĞĚďǇ
ǀĞŐĞƚĂƟŽŶŝŶƚŚŝƐǀŝĞǁ͕ŝƐϴϱϬ͛нͬͲƚŽƚŚĞƐŽƵƚŚ͘ŽŶĚƵĐƚŽƌƐŽǀĞƌƚŚĞƌŝǀĞƌǁŝůůďĞǀŝƐŝďůĞƚŽƌĞĐƌĞĂƟŽŶĂůďŽĂƚĞƌƐĨŽƌĂƉƉƌŽǆŝŵĂƚĞůǇϭ͕ϲϬϬ͛ĂƉƉƌŽĂĐŚŝŶŐƚŚĞĐƌŽƐƐŝŶŐ͘
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Kennebec Gorge Photosimulations

EXISTING CONDITIONS 32B: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option

ǆŝƐƟŶŐŽŶĚŝƟŽŶƐ͗Normal view looking southwest from a picnic area on the Kennebec River.
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Kennebec Gorge Photosimulations

PHOTOSIMULATION 32B Revised: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗EŽƌŵĂůǀŝĞǁůŽŽŬŝŶŐƐŽƵƚŚǁĞƐƚĨƌŽŵĂƉŽŝŶƚϳϱϬ͛нͬͲŶŽƌƚŚŽĨƚŚĞƉƌŽƉŽƐĞĚ,sƚƌĂŶƐŵŝƐƐŝŽŶůŝŶĞĐƌŽƐƐŝŶŐŽĨƚŚĞ<ĞŶŶĞďĞĐZŝǀĞƌŶĞĂƌƉŝĐŶŝĐĂƌĞĂ͘dŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͕
ƐĐƌĞĞŶĞĚďǇǀĞŐĞƚĂƟŽŶŝŶƚŚŝƐǀŝĞǁ͕ŝƐϴϱϬ͛нͬͲƚŽƚŚĞƐŽƵƚŚ͘ŽŶĚƵĐƚŽƌƐŽǀĞƌƚŚĞƌŝǀĞƌǁŝůůďĞǀŝƐŝďůĞƚŽƌĞĐƌĞĂƟŽŶĂůďŽĂƚĞƌƐĨŽƌĂƉƉƌŽǆŝŵĂƚĞůǇϭ͕ϲϬϬ͛ĂƉƉƌŽĂĐŚŝŶŐƚŚĞĐƌŽƐƐŝŶŐ͘
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Kennebec Gorge Photosimulations

EXISTING CONDITIONS 32C: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option

ǆŝƐƟŶŐŽŶĚŝƟŽŶƐ͗Normal view looking southwest from a picnic area on the Kennebec River.
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Kennebec Gorge Photosimulations

PHOTOSIMULATION 32C Revised: KENNEBEC GORGE PICNIC AREA Looking Southwest, 3 Structure Option

WƌŽƉŽƐĞĚŽŶĚŝƟŽŶƐ͗EŽƌŵĂůǀŝĞǁůŽŽŬŝŶŐƐŽƵƚŚǁĞƐƚĨƌŽŵĂƉŽŝŶƚϳϱϬ͛нͬͲŶŽƌƚŚŽĨƚŚĞƉƌŽƉŽƐĞĚ,sƚƌĂŶƐŵŝƐƐŝŽŶůŝŶĞĐƌŽƐƐŝŶŐŽĨƚŚĞ<ĞŶŶĞďĞĐZŝǀĞƌŶĞĂƌƉŝĐŶŝĐĂƌĞĂ͘dŚĞĐůŽƐĞƐƚƐƚƌƵĐƚƵƌĞ͕
ƐĐƌĞĞŶĞĚďǇǀĞŐĞƚĂƟŽŶŝŶƚŚŝƐǀŝĞǁ͕ŝƐϴϱϬ͛нͬͲƚŽƚŚĞƐŽƵƚŚ͘ŽŶĚƵĐƚŽƌƐŽǀĞƌƚŚĞƌŝǀĞƌǁŝůůďĞǀŝƐŝďůĞƚŽƌĞĐƌĞĂƟŽŶĂůďŽĂƚĞƌƐĨŽƌĂƉƉƌŽǆŝŵĂƚĞůǇϭ͕ϲϬϬ͛ĂƉƉƌŽĂĐŚŝŶŐƚŚĞĐƌŽƐƐŝŶŐ͘
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Attachment B
Coopers Mills Substation Noise Modeling Figures

3DWK=?&OLHQWV?(16?&03?B40,3HUPLW62:?6WXGLHV?3HUPLWWLQJ?1RLVH?0RGHOLQJ?1RLVH?*,6?)LJXUH$&RRSHUV0LOOV5RDG6XEVWDWLRQ0RGHOLQJ/D\RXWP[GJZHJHU
&23<5,*+7 %8516 0F'211(//(1*,1((5,1*&203$1<,1&
6HUYLFH/D\HU&UHGLWV(VUL+(5('H/RUPH0DSP\,QGLD 2SHQ6WUHHW0DSFRQWULEXWRUVDQGWKH*,6XVHUFRPPXQLW\
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Attachment C
NECEC Project Construction Dewatering Plan

EWƌŽũĞĐƚŽŶƐƚƌƵĐƚŝŽŶĞǁĂƚĞƌŝŶŐWůĂŶ

ŽŶƐƚƌƵĐƚŝŽŶĚĞǁĂƚĞƌŝŶŐŵĂǇďĞŶĞĐĞƐƐĂƌǇĂŶĚŵĂǇďĞƚŚĞďĞƐƚŽƉƚŝŽŶƚŽŵĂŶĂŐĞƐƚŽƌŵǁĂƚĞƌŽƌ
ŐƌŽƵŶĚǁĂƚĞƌƚŚĂƚĞŶƚĞƌƐĂĐŽŶƐƚƌƵĐƚŝŽŶƐŝƚĞŽŶƚŚĞƉƌŽũĞĐƚ͘'ƌŽƵŶĚĞǆĐĂǀĂƚŝŽŶƐƚŚĂƚĚŽŶŽƚŶĂƚƵƌĂůůǇĚƌĂŝŶƚŽ
ĞǆŝƐƚŝŶŐŐƌĂĚĞĐĂŶƚƌĂƉƌĂŝŶĂŶĚŐƌŽƵŶĚǁĂƚĞƌĂŶĚƚŚŝƐǁĂƚĞƌŵƵƐƚďĞƌĞŵŽǀĞĚĨƌŽŵƚŚĞƐŝƚĞďĞĨŽƌĞĐĞƌƚĂŝŶ
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ŽŶƐŝĚĞƌĂƚŝŽŶƐ
ĞǁĂƚĞƌŝŶŐůŽĐĂƚŝŽŶƐǁŝůůďĞĐŚŽƐĞŶĂƚƐƵĨĨŝĐŝĞŶƚĚŝƐƚĂŶĐĞƐĂǁĂǇĨƌŽŵĚŽǁŶƐůŽƉĞǁĂƚĞƌƌĞƐŽƵƌĐĞƐĂŶĚŽŶĂ
ƐƵƌĨĂĐĞƚŚĂƚĐĂŶƚƌĞĂƚŽƌĂďƐŽƌďƚŚĞĚŝƐĐŚĂƌŐĞĚǁĂƚĞƌƐ͘ǁĞůůͲǀĞŐĞƚĂƚĞĚƵƉůĂŶĚďƵĨĨĞƌǁŝƚŚĂůĞǀĞůŽƌŐĞŶƚůǇ
ƐůŽƉŝŶŐƚĞƌƌĂŝŶǁŝůůďĞƉƌĞĨĞƌƌĞĚĂƐƚŚĞƐĞĂƌĞĂƐƉƌŽǀŝĚĞƚŚĞďĞƐƚĨŝůƚƌĂƚŝŽŶĂŶĚͬŽƌĂďƐŽƌƉƚŝŽŶ͘
ůůĚĞǁĂƚĞƌŝŶŐĂĐƚŝǀŝƚŝĞƐĨƌŽŵĐŽŶƐƚƌƵĐƚŝŽŶƐŝƚĞƐǁŝůůďĞĚŽŶĞŝŶĂŵĂŶŶĞƌĂƐƚŽŶŽƚŵŝǆǁŝƚŚŽŝů͕ŐƌĞĂƐĞŽƌ
ŽƚŚĞƌƉĞƚƌŽůĞƵŵͲďĂƐĞĚƉƌŽĚƵĐƚƐ͕ŽƌǁŝƚŚŽƚŚĞƌŚĂǌĂƌĚŽƵƐŵĂƚĞƌŝĂůƐ͘ŽŶƚĂŵŝŶĂƚĞĚƌƵŶŽĨĨǁŝůůďĞĐŽŶƚĂŝŶĞĚ͕
ƚƌĞĂƚĞĚ͕ĚŝƐĐŚĂƌŐĞĚŽƌƌĞŵŽǀĞĚŝŶĂĐĐŽƌĚĂŶĐĞǁŝƚŚĂůůůŽĐĂů͕ƐƚĂƚĞ͕ĂŶĚĨĞĚĞƌĂůƉĞƌŵŝƚĐŽŶĚŝƚŝŽŶƐĂŶĚ
ĐŽŶƐŝƐƚĞŶƚǁŝƚŚDĂŝŶĞƌŽƐŝŽŶĂŶĚ^ĞĚŝŵĞŶƚŽŶƚƌŽůĞƐƚDĂŶĂŐĞŵĞŶƚWƌĂĐƚŝĐĞƐ;DWƐͿ͘ĞǁĂƚĞƌŝŶŐ
ĂĐƚŝǀŝƚŝĞƐǁŝůůďĞƐƚŽƉƉĞĚŝĨƉƌŽũĞĐƚƌĞƋƵŝƌĞŵĞŶƚƐĐĂŶŶŽƚďĞŵĞƚ͕ŝ͘Ğ͕͘ŝĨƚŚĞĚĞǁĂƚĞƌŝŶŐŽƌĚŝƐĐŚĂƌŐĞƐŝƚĞ
ƐŚŽǁƐƐŝŐŶƐŽĨĞƌŽƐŝŽŶŽƌŝŶƐƚĂďŝůŝƚǇ͕ŽƌŝĨƚƵƌďŝĚǁĂƚĞƌŝƐƚŚƌĞĂƚĞŶŝŶŐƚŽĞŶƚĞƌŽƌŝƐǀŝƐŝďůǇĞŶƚĞƌŝŶŐĂĚũĂĐĞŶƚ
ǁĂƚĞƌƌĞƐŽƵƌĐĞƐ͘

DĂŝŶƚĞŶĂŶĐĞ
ůůĚĞǁĂƚĞƌŝŶŐƐŝƚĞƐŽƌĚĞǁĂƚĞƌŝŶŐƐƚƌƵĐƚƵƌĞƐǁŝůůďĞƌŽƵƚŝŶĞůǇŝŶƐƉĞĐƚĞĚďǇƚŚĞĐŽŶƚƌĂĐƚŽƌĂŶĚďǇDW͛Ɛ
ĞŶǀŝƌŽŶŵĞŶƚĂůŝŶƐƉĞĐƚŽƌƐĨŽƌĚĞĨŝĐŝĞŶĐŝĞƐ͕ƐŝŐŶƐŽĨĞƌŽƐŝŽŶ͕ŽƌŝŶĚŝĐĂƚŝŽŶƐƚŚĂƚĚŝƐĐŚĂƌŐĞĨůŽǁƐŵĂǇĚĂŵĂŐĞ
ƚŚĞďƵĨĨĞƌǀĞŐĞƚĂƚŝŽŶŽƌĚĞŐƌĂĚĞƚŚĞƵŶĚĞƌůǇŝŶŐƐŽŝů͘ƵƌŝŶŐƚŚĞĚĞǁĂƚĞƌŝŶŐĂĐƚŝǀŝƚǇ͕ƚŚĞĐŽŶƚƌĂĐƚŽƌǁŝůůďĞ
ƌĞƋƵŝƌĞĚƚŽĐŽŶƚŝŶƵŽƵƐůǇŵŽŶŝƚŽƌĚŝƐĐŚĂƌŐĞǁĂƚĞƌĐŽŶĚŝƚŝŽŶƐĂŶĚƚŽĂƐĐĞƌƚĂŝŶŝĨĂĚĚŝƚŝŽŶĂůƚƌĞĂƚŵĞŶƚŝƐ
ŶĞĐĞƐƐĂƌǇƚŽĞĨĨĞĐƚŝǀĞůǇƌĞŵŽǀĞƐŝůƚĂŶĚŽƚŚĞƌƉŽůůƵƚĂŶƚƐĂŶĚƚŽƉƌĞǀĞŶƚĞƌŽƐŝŽŶŽƌƐĞĚŝŵĞŶƚĂƚŝŽŶŽĨ
ĚŽǁŶƐůŽƉĞƌĞĐĞŝǀŝŶŐǁĂƚĞƌƐ͘

^ƉĞĐŝĨŝĐĂƚŝŽŶƐ
ŝƐĐŚĂƌŐĞĚǁĂƚĞƌƐƚŚĂƚĂƌĞǀŝƐƵĂůůǇĐůĞĂƌŽĨƐĞĚŝŵĞŶƚĂŶĚƚƵƌďŝĚŝƚǇ͕ĂŶĚŚĂǀĞŶŽƚŵŝǆĞĚǁŝƚŚŽƚŚĞƌ
ĐŽŶƚĂŵŝŶĂŶƚƐ͕ǁŝůůďĞĚŝƌĞĐƚůǇĚŝƐĐŚĂƌŐĞĚĂĐƌŽƐƐĂŐĞŶĞƌĂůůǇůĞǀĞů͕ǁĞůůͲǀĞŐĞƚĂƚĞĚƵƉůĂŶĚďƵĨĨĞƌ͕ŝŶĂŵĂŶŶĞƌ
ƚŚĂƚƉƌŽŵŽƚĞƐƐŚĞĞƚĨůŽǁǁŝƚŚůŽǁĞŶĞƌŐǇ͘dŚĞWƌŽũĞĐƚǁŝůůŶŽƚĚŝƐĐŚĂƌŐĞǁĂƚĞƌƐĚŝƌĞĐƚůǇŽǀĞƌďĂƌĞŽƌŶĞǁůǇ

ǀĞŐĞƚĂƚĞĚƐŽŝůƐ͕ĂŶĚƚŚĞĚĞǁĂƚĞƌŝŶŐƉƌŽĐĞƐƐǁŝůůďĞƐƚŽƉƉĞĚŝĨƚŚĞƌĞĐĞŝǀŝŶŐĂƌĞĂƐŚŽǁƐƐŝŐŶƐŽĨŝŶƐƚĂďŝůŝƚǇŽƌ
ĞƌŽƐŝŽŶ͕ŽƌŝĨĚŽǁŶƐůŽƉĞǁĂƚĞƌƐƐŚŽǁƐƐŝŐŶƐŽĨƐĞĚŝŵĞŶƚĂƚŝŽŶŽƌƚƵƌďŝĚŝƚǇ͘
dŚĞĨŽůůŽǁŝŶŐƚĞĐŚŶŝƋƵĞƐǁŝůůďĞĐŽŶƐŝĚĞƌĞĚďĂƐĞĚŽŶƚŚĞƐŝƚĞĐŽŶĚŝƚŝŽŶƐĂŶĚƚŽďĞƐƚĨĂĐŝůŝƚĂƚĞƚŚĞǁĂƚĞƌ
ƌĞŵŽǀĂůƉƌŽĐĞƐƐ͗

x /ŶƐƚĂůůĂƚŝŽŶŽĨĚŝǀĞƌƐŝŽŶĚŝƚĐŚĞƐŽƌďĞƌŵƐƚŽŵŝŶŝŵŝǌĞŽƌƉƌĞǀĞŶƚŽĨĨƐŝƚĞƐƚŽƌŵǁĂƚĞƌƌƵŶŽĨĨĨƌŽŵ
ĞŶƚĞƌŝŶŐƚŚĞĞǆĐĂǀĂƚĞĚĂƌĞĂ͘
x ǆĐĂǀĂƚŝŽŶƐĂŶĚĚŝƐƚƵƌďĂŶĐĞĂƌĞĂƐǁŝůůďĞůŝŵŝƚĞĚƚŽŽŶůǇǁŚĂƚŝƐŶĞĐĞƐƐĂƌǇĨŽƌƚŚĞĐƵƌƌĞŶƚƚĂƐŬĂŶĚ
ƚŚĞĞǆĐĂǀĂƚĞĚŵĂƚĞƌŝĂůǁŝůůďĞƉůĂĐĞĚŽŶƚŚĞƵƉƐůŽƉĞƐŝĚĞŽĨƚŚĞǁŽƌŬƐŝƚĞ͘
x dŚĞǁĂƚĞƌƌĞŵŽǀĂůƉƌŽĐĞƐƐŵĂǇŝŶĐůƵĚĞ͕ďƵƚŵĂǇŶŽƚůŝŵŝƚĞĚƚŽ͕ĚƌĂŝŶĂŐĞƚŚƌŽƵŐŚƐƚĂďŝůŝǌĞĚ
ĐŚĂŶŶĞůƐ͕ŵĞĐŚĂŶŝĐĂůƉƵŵƉŝŶŐ͕ƐŝƉŚŽŶŝŶŐŽƌƵƐĞŽĨĂďƵĐŬĞƚĨƌŽŵĐŽŶƐƚƌƵĐƚŝŽŶĞƋƵŝƉŵĞŶƚ͘
x ůůĐŚĂŶŶĞůƐ͕ƐǁĂůĞƐĂŶĚĚŝƚĐŚĞƐƵƐĞĚĨŽƌĚŝƐĐŚĂƌŐĞǁŝůůďĞĂĚĞƋƵĂƚĞůǇƐƚĂďŝůŝǌĞĚƐŽƚŚĂƚĨůŽǁ
ǀĞůŽĐŝƚŝĞƐĚŽŶŽƚĐĂƵƐĞĞƌŽƐŝŽŶĂŶĚŝŶƐƚĂďŝůŝƚǇ͘^ƚŽŶĞůŝŶŝŶŐŽƌĐŚĞĐŬĚĂŵƐĂƌĞŽƉƚŝŽŶƐĨŽƌĐŚĂŶŶĞů
ƐƚĂďŝůŝǌĂƚŝŽŶĂŶĚĞŶĞƌŐǇĚŝƐƐŝƉĂƚŝŽŶ͘
x ĞǁĂƚĞƌŝŶŐĂĐƚŝǀŝƚŝĞƐǁŝůůďĞĂǀŽŝĚĞĚĚƵƌŝŶŐĨŽƌĞĐĂƐƚĞĚŚĞĂǀǇƌĂŝŶĞǀĞŶƚƐƚŽƚŚĞĞǆƚĞŶƚƉƌĂĐƚŝĐĂďůĞ͘

dŽďĞƐƚĨĂĐŝůŝƚĂƚĞƚŚĞƐĞĚŝŵĞŶƚƌĞŵŽǀĂůƉƌŽĐĞƐƐ͕ƚŚĞĨŽůůŽǁŝŶŐŽƉƚŝŽŶƐŵĂǇďĞƵƐĞĚĂƐƐƚĂŶĚĂůŽŶĞƚĞĐŚŶŝƋƵĞƐ
ŽƌŝŶĐŽŵďŝŶĂƚŝŽŶ͕ĂŶĚǁŝůůďĞĐŽŶƐŝĚĞƌĞĚĂŶĚŝŵƉůĞŵĞŶƚĞĚĂƐĂƉƉƌŽƉƌŝĂƚĞďĂƐĞĚŽŶƐŝƚĞͲƐƉĞĐŝĨŝĐĐŽŶĚŝƚŝŽŶƐ͗
x hƐĞŽĨĂĨĂďƌŝĐďĂŐ;ƐŝůƚƐĂĐŬŽƌĚŝƌƚďĂŐͿƚŽĨŝůƚĞƌƉƵŵƉĞĚǁĂƚĞƌƚŽďĞůŽĐĂƚĞĚǁŝƚŚŝŶŽƌŶĞĂƌĂ
ǀĞŐĞƚĂƚĞĚƵƉůĂŶĚďƵĨĨĞƌŽƌŶĂƚƵƌĂůĚĞƉƌĞƐƐŝŽŶ͕͖ŽƌǁŝƚŚŝŶĂƚĞŵƉŽƌĂƌǇďĂƐŝŶŽƌƐĞĚŝŵĞŶƚƚƌĂƉ͕
ŐĞŶĞƌĂůůǇĐŽŶƐƚƌƵĐƚĞĚŝŶƚŚĞƐŚĂƉĞŽĨĂĐŽƌƌĂů;ĞŝƚŚĞƌĞĂƌƚŚŵĂƚĞƌŝĂů͕ŚĂǇďĂůĞƐ͕ŽƌĞƌŽƐŝŽŶĐŽŶƚƌŽůŵŝǆ
ďĞƌŵƐͿǁŝƚŚƐŝůƚĨĞŶĐĞĂŶĚŽƌŐĞŽƚĞǆƚŝůĞĨĂďƌŝĐůŝŶŝŶŐ͘^ĞĞ&ŝŐƵƌĞϭ͘
x ŶĞǆĐĂǀĂƚĞĚƉŝƚŽƌƐĞƚƚůŝŶŐƉŽŶĚĨŽƌĚĞǁĂƚĞƌŝŶŐĚŝƐĐŚĂƌŐĞŵĂǇďĞĚƵŐǁŚĞƌĞƐŝƚĞĐŽŶĚŝƚŝŽŶƐĂůůŽǁ͘
x WŽƌƚĂďůĞƐƚŽƌĂŐĞƚĂŶŬƐŵĂǇďĞďƌŽƵŐŚƚŽŶƐŝƚĞƚŽƐƚŽƌĞĂŶĚƚƌĞĂƚůĂƌŐĞƌǀŽůƵŵĞƐŽĨǁĂƚĞƌƚŚĂƚƌĞƋƵŝƌĞ
ůŽŶŐĞƌƐĞƚƚůŝŶŐƉĞƌŝŽĚƐ͘
x /ĨǁĂƚĞƌƋƵĂůŝƚǇͬƚƌĞĂƚŵĞŶƚŽďũĞĐƚŝǀĞƐĐĂŶŶŽƚďĞĂĐŚŝĞǀĞĚǁŝƚŚǀĂƌŝŽƵƐĚĞǁĂƚĞƌŝŶŐŵĞƚŚŽĚƐ͕ŽŶƐŝƚĞ
ĚŝƐĐŚĂƌŐĞǁŝůůŶŽƚŽĐĐƵƌĂŶĚŽĨĨͲƐŝƚĞĚŝƐƉŽƐĂůǀŝĂĂƉƵŵƉƚƌƵĐŬŵĂǇďĞŶĞĐĞƐƐĂƌǇ͘ƉƉƌŽǀĂůŽĨƚŚĞŽĨĨͲ
ƐŝƚĞĚŝƐƉŽƐĂůůŽĐĂƚŝŽŶǁŝůůďĞƌĞƋƵŝƌĞĚďǇDW͘





&ŝŐƵƌĞϭ͘dǇƉŝĐĂůĞǁĂƚĞƌŝŶŐ^ǇƐƚĞŵ


EŽƚĞ͗ůƚĞƌŶĂƚŝǀĞƐƚŽƚŚĞĐƌƵƐŚĞĚƐƚŽŶĞƵŶĚĞƌůĂǇŵĞŶƚŝŶĐůƵĚĞǁĞůůǀĞŐĞƚĂƚĞĚƐƵƌĨĂĐĞƐĂŶĚĞƌŽƐŝŽŶĐŽŶƚƌŽů
ŵƵůĐŚ͘^ƚƌĂǁďĂůĞďĂƌƌŝĞƌƐŵĂǇďĞƌĞƉůĂĐĞĚďǇƐŝůƚĨĞŶĐĞ͕ĞƌŽƐŝŽŶĐŽŶƚƌŽůŵƵůĐŚ͕ŽƌĂĐŽŵďŝŶĂƚŝŽŶƚŚĞƌĞŽĨ͘^ĂŶĚ
ďĞƌŵƐĂŶĚŐĞŽƚĞǆƚŝůĞĨĂďƌŝĐŵĂǇďĞƵƐĞĚĂƐŶĞĐĞƐƐĂƌǇƚŽƉƌĞǀĞŶƚƚƵƌďŝĚĚŝƐĐŚĂƌŐĞƐƚŽƌĞĐĞŝǀŝŶŐǁĂƚĞƌƐ͘

Attachment D
CMP Waste Types and Approved Disposal Facilities

&03:DVWH7\SHVDQG$SSURYHG'LVSRVDO)DFLOLWLHV
7DEOH7\SHVRI&RQVWUXFWLRQ:DVWHVDQG,QWHQGHG'LVSRVDO0HWKRGV
0$7(5,$/

',6326$/0(7+2'

&03352326(')$&,/,7,(6

([FHVV6RLODQG5RFN
0DWHULDO

5HXVHRQVLWHIRUILOORU
FRQVWUXFWLRQQHHGVRUDV
RIIVLWHFRPPHUFLDOILOORU
URDGEDVHPDWHULDODV
SUDFWLFDO

:DVWH0DQDJHPHQW
&URVVURDGV/DQGILOO
0HUFHU5RDG
1RUULGJHZRFN0(




8QWUHDWHG:RRG SROHV
WLPEHUVODVKVWXPSV
HWF 

&RQWUDFWRUWRSURSRVH

7UHDWHGZRRG SROHV
FURVVDUPV 

5HPRYHIRUVDOHUHF\FOLQJ
RQVLWHFKLSSLQJDQG
VSUHDGLQJRURIIVLWH
GLVSRVDO
7UDQVIHUWR&RQWUDFWRURU
WKLUGSDUWLHVRUGLVSRVHRI

$JJUHJDWH5HF\FOLQJ
&RUS
'RZ+LJKZD\
5W 
(OLRW0(


&DVHOOD:DVWH6\VWHPV
,QF
-XQLSHU5LGJH/DQGILOO
%HQQRFK5RDG
2OG7RZQ0(


:RRGHQ,QVXODWRU
&UDWHV

3ODFHLQODQGILOODVGDLO\
FRYHURUZDVWH

&DVHOOD:DVWH6\VWHPV
,QF
-XQLSHU5LGJH/DQGILOO
%HQQRFK5RDG
2OG7RZQ0(


&DVHOOD:DVWH6\VWHPV
,QF
+DPSGHQODQGILOO
(PHUVRQ0LOO5RDG
+DPSGHQ0(


:RRGHQ&DEOH6SRROV
3DOOHWV

5HFRQGLWLRQHGDQGRU
UHXVHG

6WXDUW,UE\&RPSDQ\
:HVW5LYHU5G
:DWHUYLOOH0(


&RQWUDFWRU$OWHUQDWH

-XQLSHU5LGJH/DQGILOO
%HQQRFK5RDG
2OG7RZQ0(


&DVHOOD:DVWH6\VWHPV
,QF
+DPSGHQODQGILOO
(PHUVRQ0LOO5RDG
+DPSGHQ0(


&35&5HF\FOLQJ
DND&RPPHUFLDO
3DYLQJ
*LEVRQ5RDG
6FDUERURXJK0DLQH







:DVWH0DQDJHPHQW
&URVVURDGV/DQGILOO
0HUFHU5RDG
1RUULGJHZRFN0(



&RQWUDFWRU$OWHUQDWH





0$7(5,$/

',6326$/0(7+2'

6FUDS&DEOH

5HF\FOHGYLDWKLUGSDUW\RU
UHXVHGE\&03DVWKH
RSSRUWXQLW\DYDLOVLWVHOI

&03352326(')$&,/,7,(6
(3HUU\,URQ 0HWDO
/DQFDVWHU6WUHHW
3RUWODQG0(


0DLQH0HWDOV5HF\FOLQJ
&R
:DVKLQJWRQ6WUHHW
$XEXUQ0(


6FKQLW]HU1RUWKHDVW
1(05//&
6RPHUVHW6W
3RUWODQG0(


&RQWUDFWRU$OWHUQDWH

0HWDOV )HUURXVDQG
1RQ)HUURXV 
$OXPLQXP
$HURVRO&DQV

5HF\FOHG

3DSHU

5HF\FOHGYLDWKLUGSDUW\RU
UHXVHGE\&03DVWKH
RSSRUWXQLW\DYDLOVLWVHOI

)&53LQH7UHH:DVWH
2ZQHGE\&DVHOOD
:DVWH6\VWHPV,QF
YDULRXV0DLQH
ORFDWLRQV 

/RFDO&RQWDFW
3LQH7UHH:DVWH
6HUYLFHV
3OHDVDQW+LOO5RDG
6FDUERURXJK0(



&RQWUDFWRU$OWHUQDWH

3RUFHODLQ,QVXODWRUV

&UXVKHGDQGXVHGDVURDG
VXEEDVHPDWHULDO

&35&5HF\FOLQJ
DND&RPPHUFLDO
3DYLQJ
*LEVRQ5RDG
6FDUERURXJK0DLQH



$JJUHJDWH5HF\FOLQJ
&RUS
'RZ+LJKZD\ 5W
 
(OLRW0(


&RQFUHWH'HEULV

5HXVHDVURDGVXEEDVHRU
XWLOL]HGLVSRVHRIDVLQHUW
ILOO



&RQWUDFWRU$OWHUQDWH



0$7(5,$/

',6326$/0(7+2'

5HGHHPDEOHGULQN
FRQWDLQHUV

5HGHHPHGIRUUHF\FOLQJ

&RQWUDFWRUWRSURSRVH

3DLQW:DVWH 1RQ
+D]DUGRXV 

6KLSSHGWROLFHQVHG06:
ODQGILOOWUDQVIHUVWDWLRQRU
LQFLQHUDWRU

&DVHOOD:DVWH6\VWHPV
,QF
+DPSGHQODQGILOO
(PHUVRQ0LOO5RDG
+DPSGHQ0(


&RQWUDFWRU$OWHUQDWH



)RRGZDVWHSODVWLFV
FRPPRQWUDVK

6KLSSHGWROLFHQVHG06:
ODQGILOOWUDQVIHUVWDWLRQRU
LQFLQHUDWRU

&RQWUDFWRU$OWHUQDWH



+RXVLQJ'HPROLWLRQ
'HEULV DVSKDOWURRILQJ
SDLQWHGZRRGDQG
SO\ZRRGMXQN
DEDQGRQHGFDUVVSHFLDO
RUKD]DUGRXVZDVWH 

:DVWHZLOOEHPDQDJHGRQ
DFDVHVSHFLILFEDVLV
GHSHQGLQJRQWKHW\SHRI
ZDVWHDQGWKHVSHFLILF
JHQHUDWLRQORFDWLRQ

&DVHOOD:DVWH6\VWHPV
,QF
+DPSGHQODQGILOO
(PHUVRQ0LOO5RDG
+DPSGHQ0(

9HROLD
&DQWRQ6W
6WRXJKWRQ0$

 

3&%V

$Q\3&%VIRXQGRQWKHVLWH
ZLOOEHPDQDJHGDFFRUGLQJ
WRDSSOLFDEOH)HGHUDO
76&$ DQG6WDWH
UHJXODWLRQV
6KLSSHGWRDSSURYHG
ODQGILOO

$VEHVWRV
/HDG3DLQWFKLSVRU
GHEULV QRWDGKHUHGWR
HTXLSPHQW

,QFLQHUDWHGRURWKHUZLVH
PDQDJHGDVKD]DUGRXV
ZDVWH

0HUFXU\&RQWDLQLQJ
6ZLWFKHV

6KLSSHGWRDSSURYHG
UHF\FOLQJIDFLOLW\

&03352326(')$&,/,7,(6


:DVWH0DQDJHPHQW
&URVVURDGV/DQGILOO
6WUHHW
1RUULGJHZRFN0(=LS


&RQWUDFWRU$OWHUQDWH

&RQWUDFWRUVKDOOXVHRQH
RIWKHIDFLOLWLHVLQ7DEOH
WKDWDUHDSSURYHGE\
&03



&RQWUDFWRUWRSURSRVH



&RQWUDFWRUVKDOOXVHRQH
RIWKHIDFLOLWLHVLQ7DEOH
WKDWDUHDSSURYHGE\
&03
&RQWUDFWRUWRSURSRVH







7DEOH&03$SSURYHG+D]DUGRXV:DVWH'LVSRVDO)DFLOLWLHV
&RPSDQ\1DPH



/RFDWLRQ

(3$,'

&030DWHULDO'LVSRVHG2I

&KHPLFDO:DVWH
0DQDJHPHQW,QF

0RGHO&LW\1<

1<'

2LO\'HEULVSSP3&%

&OHDQ+DUERUV//&

$VKWDEXOD2+

2+'

3&%&RQWDPLQDWHG(OHFWULFDO
(TXLSPHQW

&\Q2LO&RUSRUDWLRQ

6WRXJKWRQ0$

1+'

:DVWH0LQHUDO2LOSSP
3&%

(QSUR6HUYLFHVRI
0DLQH

6RXWK3RUWODQG
0(

0('

*DVROLQH&RQWDPLQDWHG
'HEULV

(QYLUR6DIH&RUSRUDWLRQ /RZHOO0$

&&&

/HDG$FLG%DWWHULHVDQG
6SHQW&KHPLFDOV

*HQHUDO&KHPLFDO
&RUSRUDWLRQ

)UDPLQJKDP
0$

0$'

/HDG$FLG%DWWHULHV

-RQHV(QYLURQPHQWDO
6HUYLFHV1RUWKHDVW,QF

/RZHOO0$

0$'

6SHQW&KHPLFDOV

3ROOXWLRQ&RQWURO
,QGXVWULHV

(DVW&KLFDJR
,1

,1'

$HURVRO&DQV*DVROLQH
)LOWHUV:DVWH3DLQW
DFHW\OHQHF\OLQGHUV
SHWUROHXPGLVWLOODWHV

6DIHW\.OHHQ6\VWHPV
.<

6PLWKILHOG.<

.<'

6SHQW&KHPLFDOVZDVWHSDLQW
PDWHULDOVDHURVROFDQV
DFHW\OHQHF\OLQGHUV

6SULQJ*URYH5HVRXUFH
5HFRYHU\

&LQFLQQDWL2+

2+'

(OHFWULFDO(TXLSPHQW3&%
&RQWDPLQDWHG

7UDQV,QG,QF

5LFKPRQG9$

9$'

(OHFWULFDO(TXLSPHQW3&%
&RQWDPLQDWHGDQGQRQ3&%

7UDQV&\FOH,QGXVWULHV
,QF

3HOO&LW\$/

$/'

(OHFWULFDO(TXLSPHQW3&%
&RQWDPLQDWHG:DVWH0LQHUDO
2LOSSP3&%0LQHUDO
2LOSSP3&%2LO\
'HEULVSSP3&%

&RQFRUGH6SHFLDOW\
*DVHV,QF

(DWRQWRZQ1-

1$

6XOIXU+H[DIOXRULGH 6) 
*DV

