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AS NOTED

OVERALL TRANSMISSION PLAN

C-T1.0

APPROX. LOCATION OF EXISTING

TRANSMISSION LINE, TYP.

EXISTING SUBSTATION, TYP.

ROUTE 120, ROXBURY NOTCH ROAD

PROPERTY LINE, TYP.

T4

T3

T2

T1

LOT 34

973.79 AC

LOT 35

122.87 AC

PLAN REFERENCES:

1. PLAN SET TITLED, "ROXBURY WIND PROJECT - BID PLANSET"

BY STANTEC FOR ROXWIND LLC DATED MARCH 11, 2019

2. 1' INTERVAL CONTOUR DATA FROM LIDAR SURVEY SUPPLIED

BY SOLAYA ENERGY

3. PROPERTY LINES FROM TOWN OF ROXBURY TAX MAPS 2 AND

12 DATED 1983

4. WETLAND AND STREAM DELINEATION BY KLEINSCHMIDT FOR

ROXWIND LLC DATED FEB. 2018

5. WETLAND AND STREAM DELINEATION BY STANTEC FOR

ROXWIND LLC DATED MAY 2018

1 inch =         ft.

( IN FEET )

0

GRAPHIC SCALE

150 300300

300

600

NORTH TWIN

MOUNTAIN

PROPOSED TRANSMISSION LINE FROM ROXWIND

PROJECT TO CMP INFRASTRUCTURE - APPROXIMATE

CLEARING LIMITS = 123,300 SF (2.83 AC)

SHT. C-T2.0

PLAN VIEW 1

SHT. C-T2.0

PLAN VIEW 2

TRANSMISSION LINE IMPACT:

DEVELOPED AREA = 2.83 AC

IMPERVIOUS AREA = 0.00 AC

EXISTING 100' WIDE CENTRAL

MAINE POWER ROW, TYP.

LOT 40

LOT 40-1

DESIGN OF COLLECTION

SYSTEM BETWEEN PROPOSED

TURBINE SITES - BY OTHERS

LOT 14

EXISTING TRANSMISSION

LINE, TYP.

EXISTING TRANSMISSION

LINE, TYP.

MAINTAIN 20' OFFSET FROM

LOT 40-1 PROPERTY LINE, TYP.

VEGETATION MAINTENANCE NOTES:

THE FOLLOWING PROCEDURES WILL BE IMPLEMENTED DURING ALL VEGETATION MAINTENANCE ACTIVITIES TO ENSURE PROTECTION OF SENSITIVE NATURAL RESOURCES.

· ALL RESOURCES AND THEIR BUFFERS WILL BE FLAGGED OR LOCATED WITH A GLOBAL POSITIONING SYSTEM PRIOR TO ANY MAINTENANCE OPERATIONS.

· ALL AREAS OF SIGNIFICANT SOIL DISTURBANCE WILL BE STABILIZED AND RESEEDED IMMEDIATELY FOLLOWING COMPLETION OF MAINTENANCE ACTIVITY IN THE AREA.

· EQUIPMENT ACCESS THROUGH WETLANDS OR OVER WATERBODIES WILL BE AVOIDED BY UTILIZING EXISTING PUBLIC OR PRIVATE ACCESS ROADS, WITH LANDOWNER APPROVAL WHERE REQUIRED.

· CONSTRUCTION MATS OR EQUIVALENT FOR EQUIPMENT SUPPORT WILL BE USED IF SATURATED SOILS ARE PRESENT.

· RUTTING OR SIGNIFICANT DAMAGE TO WETLAND OR WATERBODY BANK VEGETATION, IF ANY, WILL BE REPAIRED IMMEDIATELY FOLLOWING COMPLETION OF MAINTENANCE ACTIVITIES IN THE AREA.

DURING ROUTINE VEGETATION MAINTENANCE AFTER CONSTRUCTION, THE MECHANICAL MEANS OF MAINTAINING THE HEIGHT O VEGETATION ON THE ROW CONSISTS PRIMARILY OF HAND-CUTTING, WITH LIMITED USE OF MOTORIZED EQUIPMENT IN AREAS THAT ARE DIRECTLY ACCESSIBLE FROM

PUBLIC OR PRIVATE ACCESS ROADS.

THE PROCEDURE WILL BE TO CUT ALL CAPABLE SPECIES AND ANY DEAD OR DANGER TREES AT GROUND LEVEL EXCEPT IN WATERBODY BUFFER ZONES. ALL LARGE VEGETATION CUT DURING ROUTINE MAINTENANCE IS REMOVED, CHIPPED OR FLAILED ON-SITE OR OTHERWISE HANDLED IN

ACCORDANCE WITH THE MAINE SLASH LAW.

THE APPLICANT'S HERBICIDE APPLICATION PROGRAM IS CONSISTENT WITH MOST NEW ENGLAND UTILITIES AND WILL BE USED IN CONJUNCTION WITH THE MECHANICAL METHODS OF VEGETATION MAINTENANCE. IT CONSISTS OF DIRECTIONAL SPRAYING ON TARGETED SPECIES ALONG THE ROW

WITH A LOW-VOLUME FOILAR APPLICATION. IN ADDITION, HERBICIDES MAY BE APPLIED TO CUT STUMPS AND SURFACES OF LARGER TREES. THE DIRECT APPLICATION TO INDIVIDUAL PLANT SPECIES, AS OPPOSED TO A BROADCAST APPLICATION, WILL CONTROL ONLY THE TARGETED WOODY

VEGETATION WHILE LEAVING LOW-GROWING PLANT COMMUNITIES CONSISTING OF GRASSES, FORBS, AND SHRUBS TO THRIVE. SELECTIVE HERBICIDES WILL ALSO BE USED, WHERE PRACTICAL, TO MINIMIZE THE IMPACTS TO NON-TARGETED SPECIES. AERIAL APPLICATIONS WILL NOT BE PERFORMED.

ONLY HERBICIDES THAT ARE REGISTERED WITH AND APPROVED BY THE U.S. ENVIRONMENTAL PROTECTION AGENCY (EPA-APPROVED) AND THE MAINE BOARD OF PESTICIDES CONTROL (BPC) WILL BE USED.

TYPICALLY, THE ROW WILL RECEIVE HERBICIDE TREATMENT THE YEAR FOLLOWING CONSTRUCTION AND THEN AGAIN TWO TO THREE YEARS AFTER TO GAIN CONTROL OF VEGETATION GROWTH. WHEN CONTROL IS ACHIEVED, TREATMENT OCCURS ON THE STANDARD FOUR-YEAR TO FIVE-YEAR

CYCLE OR AS NEEDED. BY UTILIZING SELECTIVE HERBICIDES AND APPLICATION METHODS, THE ROW WILL EVENTUALLY BECOME A DENSE, LOW-GROWING PLANT COMMUNITY AND WILL AID TO IMPEDE WOODY VEGETATION FROM BEING ESTABLISHED. THEREFORE, FEWER WOODY SPECIES WILL

REQUIRE TREATMENT IN FUTURE APPLICATIONS.

THE FOLLOWING PROCEDURES WILL BE IMPLEMENTED DURING VEGETATION MAINTENANCE ACTIVITIES UTILIZING HERBICIDES.

· HERBICIDES WILL BE USED IN STRICT ACCORDANCE WITH THE MANUFACTURER'S EPA-APPROVED LABELING AND WILL NOT BE APPLIED DIRECTLY TO WATER OR AREAS WHERE SURFACE WATER IS PRESENT.

· HERBICIDES WILL NOT BE APPLIED, MIXED, TRANSFERRED OR STORED WITHIN THE DESIGNATED BUFFERS, OR APPLIED BY BROADCAST APPLICATION WITHIN 25 FEET OF WETLANDS WITH VISIBLE SURFACE WATER OR WETLANDS DOMINATED BY EMERGENT OR AQUATIC PLANTS.

· HERBICIDES WILL ONLY BE APPLIED, MIXED, TRANSFERRED, OR STORED NEAR VERNAL POOL BASINS OR STREAMS IN ACCORDANCE WITH MAINE BPC REGULATIONS. NOTE THAT NO VERNAL POOLS OR POTENTIAL VERNAL POOLS HAVE BEEN IDENTIFIED WITHIN THE COLLECTOR LINE ROW'S.

· HERBICIDES WILL NOT BE APPLIED, MIXED, TRANSFERRED OR STORED WITHIN 100 FEET OF ANY KNOWN WELL OR SPRING OR WITHIN 100 FEET OF A HOME OR OTHER HUMAN DWELLING. PRIOR TO PERFORMING HERBICIDE APPLICATIONS, THE PROJECT AREA ROW'S WILL BE REVIEWED TO

MAKE SURE NO NEW WELL, SPRINGS, HOMES, OR OTHER DWELLINGS ARE PRESENT ALONG THE ROW'S.

· HERBICIDES WILL NOT BE APPLIED, MIXED, TRANSFERRED OR STORED WITHIN 250 FEET OF ANY RESIDENCE LISTED ON THE BPC'S PESTICIDE NOTIFICATION REGISTRY CONSISTENT WITH BPC GUIDELINES, PRIOR TO ANY HERBICIDE APPLICATIONS ALONG THE ROW'S, THE HERBICIDE

APPLICATION CONTRACTOR WILL CHECK THE LATEST PESTICIDE NOTIFICATION REGISTRY FOR ANY RESIDENCE OR LANDOWNERS THAT MAY BE LISTED. NOTE THAT NO LANDOWNERS WITHIN OR ADJACENT TO THE PROJECT AREA ARE LISTED ON THE 2013 PESTICIDE NOTIFICATION REGISTRY.

· HERBICIDES WITH A LOW POTENTIAL FOR MOBILITY AND LOW PERSISTENCE IN THE ENVIRONMENT WILL BE UTILIZED IN SENSITIVE AREAS SUCH AS WETLANDS.

· HERBICIDES WILL NOT BE APPLIED TO ANY AREA WHEN IT IS RAINING OR WHEN WIND SPEED EXCEEDS 15 MILES PER HOUR AS MEASURED ON-SITE AT THE TIME OF APPLICATION.

· THE FOREMAN OF EVERY CREW USING HERBICIDES WILL BE LICENSED BY THE MAINE BPC AND WILL REMAIN IN EYE CONTACT AND WITHIN EARSHOT OF ALL PERSONS ON HIS/HER CREW APPLYING HERBICIDES. AT LEAST ONE INDIVIDUAL FROM ANY COMPANY APPLYING HERBICIDES FOR

THE APPLICANT MUST ALSO HOLD A COMMERCIAL MASTER LICENSE ISSUED BY THE BPC AND MUST BE IN MAINE DURING THE APPLICATION. APPLICATION OF PESTICIDES WILL BE IN ACCORDANCE APPLICABLE REGULATIONS PROMULGATED UNDER THE MAINE PESTICIDES CONTROL ACT,

INCLUDING THOSE REGULATIONS TO MINIMIZE DRIFT, TO MAINTAIN SETBACKS FROM SENSITIVE AREAS DURING APPLICATION, AND TO MAINTAIN SETBACKS FROM SURFACE WATERS DURING THE STORING/MIXING/LOADING OF HERBICIDES.

· THE CHEMICALS ARE TYPICALLY MIXED IN A TRUCK-MOUNTED TANK THAT STAYS ON THE ACCESS ROADS. THE APPLICATION IS DONE BY PERSONNEL WITH BACKPACKS WHO TRAVEL ALONG THE ROW BY FOOT OR BY ALL-TERRAIN VEHICLE AND SPOT-TREAT TARGET SPECIES.

· EACH TARGET TREE IS SPRAYED JUST ENOUGH TO WET THE FOLIAGE WHILE AVOIDING ANY DRIPPING OR RUN-OFF.

AS MENTIONED PREVIOUSLY, APPLICATION OF HERBICIDES IS PROHIBITED WITHIN DESIGNATED BUFFERS AND WITHIN 25 FEET OF WETLANDS THAT HAVE WATER PRESENT AT THE SURFACE. THE LOCATION OF ALL STREAMS AND WETLANDS CROSSED BY THE COLLECTOR LINES WILL BE SHOWN ON

FINAL CONSTRUCTION DRAWINGS. THE PRESENCE OF WATER ON THE SURFACE WILL BE DETERMINED PRIOR TO HERBICIDE USE IN ANY WETLAND.
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