U.S. Customary Font Table

Drawing Type Type Font |Height| Width |Line Spacing|“Slant |Sample

US 22x34 Pagés (12"=1") [Monospaced Text engineering 0.01 0.01 0.0067 0°lSamp | €
(i.e. Title, Estimate, Standard Text dotitalics 0.01 0.0113 0.0067 16.88°|Sample
Drainage and Notes) Title Text dotitalics 0.0146 0.0165 0.0097 16.88°|Sample
Title Text (Underlined) |dotitalics 0.0146 0.0165 0.0097 16.88°|Sample
Sub-Title Text dotitalics 0.0117 0.0132 0.0078 16.88°|Sample

Existing Text dot_eng 0.01 0.01 0.0067 0°lSample

Alignment Text, etc. |verdana 0.01 0.0113 0.0067 0°l[Sample

US Typicals 1"=4' (1:48) Monospaced Text engineering 0.48 0.48 0.32 0°lSamp | €
Standard Text dotitalics 0.48 0.544 0.32| 16.88°|Sample
Title Text dotitalics 0.7 0.7932 0.4668 16.88°|Sample
Title Text (Underlined) |dotitalics 0.7 0.7932 0.4668 16.88°|Sample
Sub-Title Text dotitalics 0.56 0.6348 0.3732 16.88°|Sample

Existing Text dot_eng 0.48 0.48 0.32 °lSample

Alignment Text, etc. |verdana 0.48 0.544 0.32 0°l[Sample

US Plan 1"=25' (1:300) Monospaced Text engineering 3 3 2 0°lSamp | €
(i.e. Plans, Geometrics, Standard Text dotitalics 3 3.4 2 16.88°|Sample
and Profiles) Title Text dotitalics 4.375 4.9575 2.9175 16.88°|Sample
Title Text (Underlined) |dotitalics 4.375 4.9575 2.9175 16.88°|Sample
Sub-Title Text dotitalics 3.5 3.9675 2.3325 16.88°|Sample

Existing Text dot_eng 3 3 2 0°lSample

Alignment Text, etc. |verdana 3 3.4 2 0°l[Sample

US Plan 1"=50' (1:600) Monospaced Text engineering 6 6 4 0°lSamp | €
(i.e. Plans, Geometrics, Standard Text dotitalics 6 6.8 4 16.88°|Sample
and Profiles) Title Text dotitalics 8.75 9.915 5.835 16.88°|Sample
Title Text (Underlined) |dotitalics 8.75 9.915 5.835| 16.88°|Sample
Sub-Title Text dotitalics 7 7.935 4.665| 16.88°|Sample

Existing Text dot_eng 6 6 4 °lSample

Alignment Text, etc. |verdana 6 6.8 4 0°[Sample

US Sections 1"=5' (1:60) Monospaced Text engineering 0.6 0.6 0.4 o°lSamp | €
Standard Text dotitalics 0.6 0.68 0.4 16.88°|Sample
Title Text dotitalics 0.875 0.9915 0.5835 16.88°|Sample
Title Text (Underlined) |dotitalics 0.875 0.9915 0.5835 16.88°|>ample
Sub-Title Text dotitalics 0.7 0.7935 0.4665 16.88°|Sample

Existing Text dot_eng 0.6 0.6 0.4 0°[Sample

Alignment Text, etc. |verdana 0.6 0.68 0.4 0°[Sample

US Sections 1"=10' (1:120) [Monospaced Text engineering 1.2 1.2 0.8 o°lSamp I €
Standard Text dotitalics 1.2 1.36 0.8 16.88°|Sample
Title Text dotitalics 1.75 1.983 1.167 16.88°|Sample
Title Text (Underlined) |dotitalics 1.75 1.983 1.167 16.88°|Sample
Sub-Title Text dotitalics 1.4 1.587 0.933 16.88°|Sample

Existing Text dot_eng 1.2 1.2 0.8 o°[Sample

Alignment Text, etc. |verdana 1.2 1.36 0.8 o°[Sample

* The Custom font "dotitalics" has a slant built into the font, therefore a "0" slant is applied.
The slant is only displayed here for those trying to reproduce our custom font.




